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LED warning beacon FT-150 LED

FT-150 LED 3S

The new series of universal LED warning lamps FT-150 LED is equipped with 9 highly efficient CREE LED's that bring
outstanding lighting parameters. It influences significantly on the safety on the road. The housing and other lamp

o
parts are made of top quality materials (PC - polycarbonates) and electronic components highly resistant to both
high and low temperatures, mechanical damages and vibrations. High operational reliability, modern design and
compact structure make the product popular in the modern, special use vehicles.

Technical specification:

- Application of 9 CREE LED diodes f=2Hz  FT-150 LED
- Universal supply votlage 12 — 55V # on

- Peak power consumption: 1,2A/0,6A/0,32A, average power consumption: 0,5A/0,25A/0,13A
- Peak/average rated power: 15W/6W

- Special warning lamp approval compliant with ECE Regulation 65 (TA1)

- Flash frequency: f = 2,0 Hz (single flash)

- Full waterproofness (IP68)

- Shock-resistance — IK time
- ElectroMagnetic Compatibility — EMC certificate

- Operating temperature -40°C do +55°C

- Reverse polarity protection FT-150 DF LED
- Ground (-) white wire; Plus (+) black wire K on on

illumination

illumination

ca 85ms ca 85ms
ca 30ms ca 300ms

The new series of universal LED warning lamps FT-150 LED is equipped with 9 highly efficient
CREE LED's that bring outstanding lighting parameters. It influences significantly on the safety
on the road. The housing and other lamp parts are made of top quality materials (PC - poly-
carbonates) and electronic components highly resistant to both high and low temperatures,
mechanical damages and vibrations. High operational reliability, modern design and compact
structure make the product popular in the modern, special use vehicles.

Technical specification:

- Application of 9 CREE LED diodes

- Universal supply votlage 12 — 55V

- Peak power consumption: 1,2A/0,6A/0,32A,
average power consumption: 0,5A/0,25A/0,13A

- Peak/average rated power: 15W/6W

- Special warning lamp approval compliant with ECE Regulation 65 (TA1)

- Flash frequency: f = 2,0 Hz (double flash)

- Full waterproofness (IP68)

- Shock-resistance — 1K

- ElectroMagnetic Compatibility — EMC certificate

- Operating temperature -40°C do +55°C

- Reverse polarity protection

- Ground (-) white wire; Plus (+) black wire

FT-150 LED MAG

A standard 12/24 V plug

N
~— magnetic pad

2145

Warning lights
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LED warning beacon JJij [l LED warning beacon

IP
IO

LECe

FT-150 3S LED
5907556004641

FT-150 LED
MAG M30
5907556004115

FT-150 LED
MAG M78
5907556004146

FT-150 35
DF LED
5907556004665

FT-150 DF
LED MAG M30
5907556004139

FT-150 DF
LED MAG M78
5907556004634

FT-150 LED PI
5907556000490

FT-150 DF LED PI
5907556000513

FT-150 SCLED
5907556010543

FT-150 SCDF LED
5907556010550

6 Warning lights
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! DIN 14620
|-z2s |

Yellow LED warning beacon,
mounted on 3 screws. Cable’s length 1.5 m.

Yellow LED warning beacon mounted
on a magnet. Additionally, the lamp
is equipped with a spiral cable
(unfolded — 3 m, in spiral — 0.6 m)
and a standard 12/ 24V lighter plug.

Yellow LED warning beacon mounted
on a magnet. Additionally, the lamp
is equipped with a spiral cable
(unfolded — 7.8 m, in spiral — 1.2 m)
and a standard 12/ 24V lighter plug.

Yellow LED warning beacon, double flash,
mounted on 3 screws, cable’s length 1.5 m.

Yellow LED warning beacon, double flash,
portable version mounted on a magnet.
The lamp is equipped with a spiral cable

(unfolded — 3 m, in spiral — 0.6 m)
and a standard 12/ 24V lighter plug.

Yellow LED warning beacon, double flash,
portable version mounted on a magnet.
The lamp is equipped with a spiral cable

(unfolded — 7.8 m, in spiral — 1.2 m)
and a standard 12/ 24V lighter plug.

Yellow LED MINI warning beacon, single flash.

The lamp appears in a stationary LED 12-55V
version with a pipe-socket and electrical
connector type PLUG-IN (DIN 14620).

Yellow LED MINI warning beacon, double flash.

The lamp appears in a stationary LED 12-55V
version with a pipe-socket and electrical
connector type PLUG-IN (DIN 14620).

Yellow LED MINI warning beacon, single flash.

The lamp appears in a stationary LED 12-55V
version with a single bolt and a loom.

Yellow LED MINI warning beacon, double flash.

The lamp appears in a stationary LED 12-55V
version with a single bolt and a loom.
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‘ cable output screw axis )
ID/EAN Photo Description Multipack / carton g Multipack / pallet @
qty. kg qty. a kg qty. (1] kg

7,20

12,20

14,20

7,20

12,20

14,20

8,00

8,00

7,20

7,20

200

200

200

200

200

200

200

200

200

200

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

169,00

269,00

309,00

169,00

269,00

309,00

185,00

185,00

169,00

169,00

IP
DISIONS

Series of warning lamps FT-100 LED is equipped with 20 highly efficient CREE diodes that con-
siderably influence on optimall targeted beam of light visible even under severe weather con-
ditions. The body is made of impact-resistant material and along with the lampshade made
of polycarbonate (PC) forms an extremely solid and resistant to mechanical damage, moisture and shock
product that is confirmed with the relevant certificate. High reliability, modern shape and compact design
go perfectly with the modern special-purpose vehicles.

Technical specifiaction:

- application of 20 CREE LED diodes

- universal supply votlage 12-55V

Peak power consumption: 2A/1A/0,5A, average power consumption: 0,8A/0,4A/0,2A
Peak/average rated power: 25W/10W

- special warning lamp approval compliant with ECE Regulation 65 (TA1)
- flash frequency: f = 2,0 Hz (single flash)

- ElectroMagnetic Compatibility — EMC certificate

- full waterproofness (IP68)

- shock-resistance — IK

- operating temperature: — 40°C to + 55°C

- reverse polarity protection system

- fixed polarisation: GROUND - white wire; (+) - black wire

DT TR
T TTARERRRARAY

78

magnetic pad
165 9 P !

FT-100 f=2Hz
on on on

L 7

illumination

FT-100 DF  f=2Hz
on on on on

7

illumination

ca 85ms ca 85ms

ca 30ms ca 300ms

Series of warning lamps FT-100 DF LED is equipped with 20 highly efficient CREE diodes that
considerably influence on optimall targeted beam of light visible even under severe weather
conditions. The body is made of impact-resistant material and along with the lampshade made
of polycarbonate (PC) forms an extremely solid and resistant to mechanical damage, moisture
and shock product that is confirmed with the relevant certificate. High reliability, modern sha-
pe and compact design go perfectly with the modern special-purpose vehicles.

Technical specifiaction:

- application of 20 CREE LED diodes

- universal supply votlage 12-55V

Peak power consumption: 2A/1A/0,5A, average power consumption: 0,8A/0,4A/0,2A
Peak/average rated power: 25W/10W

- special warning lamp approval compliant with ECE Regulation 65 (TA1)
- flash frequency: f = 2,0 Hz (double flash)

- ElectroMagnetic Compatibility — EMC certificate

- full waterproofness (1P68)

- shock-resistance — 1K

- operating temperature: — 40°C to + 55°C

- reverse polarity protection system

- fixed polarisation: GROUND - white wire; (+) - black wire

standard 12/24 V plug

Warning lights

L\ Fr-100 CED



FT-100 LED LED warning beacon

IP
& @

a5 v g
qty. kg qty. m kg qty. m kg
(able's length 1.5m.
5907556007826 is equipped with a spiral cable

LEC: . o
Yellow LED warning beacon,
foraa e mounted on 3 screws. 0,70 590929 1540 12080165 333,00
Yellow LED warning beacon l a m S
FT-100 LED mounted on a magnet.
MAG M30 il Lol 590929 29,70 120x80x165 619,00
(unfolded - 3 m, in spiral - 0.6 m)
and a standard 12/ 24V lighter plug.
Yellow LED warning beacon
mounted on a magnet.
F&;g?\ﬁs{) Additionally, the lamp
5907556007833 is equipped with a spiral cable

(unfolded - 7.8 m, in spiral - 1.2 m)
and a standard 12/ 24V lighter plug.

59x39x29 34,10 120x80x165 707,00

FT-1003S
DF LED
5907556008076

Yellow LED warning beacon, double flash,

mounted on 3 screws, cable’s length 1.5 m. 59x39x29 12,60 120x80x165

Yellow LED warning beacon, double flash,
FT-100 DF portable version mounted on a magnet.
LED MAG M30 The lamp is equipped with a spiral cable 59x39x29 24,30 120x80x165
5907556008083 (unfolded - 3 m, in spiral - 0.6 m)
and a standard 12/ 24V lighter plug.

Yellow LED warning beacon, double flash,
FT-100 DF portable version mounted on a magnet.
LED MAG M78 The lamp is equipped with a spiral cable 59x39x29 27,90 120x80x165
5907556008090 (unfolded - 7.8 m, in spiral - 1.2 m)
and a standard 12/ 24V lighter plug.

FT-100 LED PI Yellow LED warning beacon, single flash.
5907556009011 The lamp appears in a stationary version 59x39%29 13,50 120x80x165
with a pipe-socket.

Yellow LED warning beacon,double flash.
F;ng%&ggzgpl The lamp appears in a stationary version 59x39x29 13,50 120x80x165
with a pipe-socket.

g Yellow LED warning beacon, single flash.
Sl The lamp appears in a stationary LED 12-55V 59x39x29 12,60 120x80x165
5907556010567 1 =l )
version with a single bolt and a loom.

FT-100 SC LED Yellow LED warning beacon, double flash.
5907556010574 The lamp appears in a stationary LED 12-55V 59x39x29 12,60 120x80x165 277,00
version with a single bolt and a loom.

Warning lights Fristom




FT-036 LED ALU 2800

. P.!

<\155D D/EAN i Unit pack Multipack / carton Multipack / pallet
- \ qty. m kg qty. m kg

~ FT-036 LED ALU 2800 [/} LEDworklamps [Jj [ LED work lamps

—} FT-036 LED ‘ o
ALU 2800 R G 1078 50 593929 3900 1000 120x80x165 805,00
i~ 5907556008540 9 :
- FT-036 LED Universal LED work lamps, 9 diodes, min. 2800 Im, black
= ALU 2800 aluminium housing, magnetic pad, joint holder.
MAG M30 The lamp is additionally equipped with a 3 m long spiral cable 135 N 2280 B 0 120x30x165 619,00
5907556008564 (0.6 m in spiral) with a standard 12/24V cigarette lighter plug.
FT-036 LED Universal LED work lamps, 9 diodes, min. 2800 Im,
ALU 2800 black aluminium housing, magnetic pad, joint holder.
MAG M78 The lamp is additionally equipped with a 7.8 m long spiral cable 155 59:69x29 B 0 120x80x165 707,00
5907556008571 (1.2 miin spiral) with a standard 12/24V cigarette lighter plug.
FT-036 DS LED Universal LED work lamps, min 2800 Im, 9 diodes, joint holder,
6IP8 ALU 2800 - black frame. The lamp is additionally equiped 1 078 50 59x39x29 39,00 1000  120x80x165 805,00
=—— o 5907556008786 with DEUTSCH STECKER SOCKET built-in.
FT-036 RAM B 1] Removable frame for FT-036 LED work lamps. 5010
5907556008489 \ White color. ’
The new series of universal LED work lamps FT-036 LED ALU 2800 is equipped with higly Lo
efficient CREE LED's and an alluminium housing that brings outstanding lighting parameters. 0
Fristom work lamps are widely used both in road and water transportation, agriculture, con-
struction and water sports. They are characterised by relatively low power consumption. Rated IS 5 %, | =2~ - g;&gg&%&gé Removable framerIorIET_OI% LED work lamps. 5 010
power of FT-036 LED ALU 2800 lamps fluctuate around 34W! Small overall dimensions make In=o pAE cIESEIE
possible to mount the lamps in the most inaccessible locations. The housing and other lamp e
parts are made of top quality materials and electronic components highly resistant to both high iRl
and low temperatures, mechanical damages and vibrations. 35| 8 i@ i 360" FT-036 RAMC Removable frame for FT-036 LED work lamps.
o == 5907556008502 Red color. Ry
Technical specification: ‘U E:
- universal suply voltage — from 12V up to 55V DC for M6 screw =
- power consumption: 12V/24V/48V = 2,8A/1,4A/0,7A
- rated power: 34W FT-036 RAM ZIEL Removable frame for FT-036 LED work lamps. 5010
- color temperature: around 6.000K (Kelvin) -~ 5907556008533 Green color. !
- effective (measured) light beam — min. 2.800 Im g s
- lamp with an aluminium housing, 9 x CREE LED's = \v
- ElectroMagnetic Compatibility — EMC certificate
. gnet par oy FT-036 RAM SZ Removable frame for FT-036 LED work lamps.
full waterproofness (IP68) | 5 0,10
- shock-resistance — IK g 5907556008519 Grey color.
- operating temperature: — 40°C to + 55°C 2
- reverse polarity protection system - | |
-fixed polarisation: GROUND — white wire; (+) — black wire - FT-036 RAM Z Removable frame for FT-036 LED work lamps. 5010
5907556008526 Yellow color. ’
WARNING!
The aluminium housing of FT-036 LED ALU 2800 work lamps also performs the function of the
heat sink and may become very hot!
FT-036 RAM MIX Set of (6 pcs.) removable frames for FT-036 work lamp, 6 012
5907556008700 MIX - all colors. ’
l(l)ﬁ:\&y;” «OMEGA» mounting holder of KO metal sheet 0 060
i for FT-036 work lamps. !
5907556006010
‘ Uchwyt '
( — p7any ,OMEGA” INOX «OMEGA» m(f)(;JrnFt+r-]g3h60\|/\(ljoerrkolfa moz( metal sheet 0 045
\ Il 5907556005600 ps.
285 magnetic pad standard 12/24 V plug - MAG FT-036 Magnetic pad for FT-036 work lamps 1 045
5907556007062 with a rubber cover. ’

10 Work lamps Work lamps 11
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LED work lamps i} [l LED work lamps

L\ Fr-oso LeD

0.6m(3m)/ RN

1.2m(7.8m)

o I
\standard12/24Vp|ug 103

Li 285 . ‘ magnetic pad

i G i
qty. kg qty. m kg qty. m kg

142

LEC*

ID/EAN

12

FT-036 LED Universal LED work lamps, joint holder, black colour casing.
5907556005617 @ ’ The lamp meets ADR requirements. 1 05 50 59x39x29 28,00 1000  120x80x165 585,00
FT-036 B LED Universal LED work lamps, joint holder, white colour casing.
5007556005655 Made by applying acid-resistant mounting elements. 1 049 50 59x39x29 2450 1000  120x80x165 515,00
Designed especially for watercraft.
FT-036 LED Universal LED work lamps, 9 diods, magnetic joint holder,
black colour casing. The lamp is additionally equipped
59(')\9?566%"035%93 with a 3 m long spiral lead (in spiral 0.6 m) with a standard 12/24 [ 110 et 29:33x29 R 0 120x80x165 509,00
V cigarette lighter socket plug.
FT-036 LED Universal LED work lamps, 9 diods, magnetic joint bracket,
IP black colour casing. The lamp is additionally equipped
59(%?566%758709 with a 7.8 m long spiral lead (in spiral 1.2 m) with a standard [ 130 o 820 B 200658 (50700
68 12/24V cigarette lighter socket plug.
FT-036 DS LED Universal LED work lamps 1300 Im, 9 diodes, joint holder,
P ' 3 ’ 1 05 50 59x39x29 28,00 1000  120x80x165 585,00
Series of universal LED work lamps FT-036 is equipped with highly efficient 5907556007963 - black colour housing with a Deutsch Stecker socket.
LED diodes made by OSRAM. That process allowed us to obtain high light
paramtres, about 1300 Im for rated power consumption 13,5W. Those ﬁi
lamps are widely used in both road and water transportation, agriculture, L — FT-036 RAM B 1] Removable frame for FT-036 LED work lamps. 5010
construction and in every sphere where severe atmospheric conditions oc- s 360 5907556008489 L \ White color. !
cur including high humidity. The body is made of shock proof material and = "'-_—
along with the lampshade made of polycarbonate (PC) form an extremely S
solid and resistant to mechanical damage, moisture and shock product that
is confirmed with the relevant certificate. The small size allows the lamp to FT-036 RAM (Z Removable frame for FT-036 LED work lamps. 5 0,10
be placed in even the most inaccessible places. 5907556008496 Black color.
Technical specification:
- universal supply votlage — from 12V up to 55V DC FT-036 RAM R lef for FT-036 LED work |
- power consumption: 12V/24V/48V = 1,1A/0,55A/0,28A o0 emovable fame for 7036 LED work amps. 5010
- rated power: 13,5W '
- color temperature: around 6.000K (Kelvin)
- effective (measured) light beam — min. 1.300 Im
-9x OSRAM LED’s 40 FT-036 RAM ZIEL Removable frame for FT-036 LED work lamps. 5010
- ElectroMagnetic Compatibility — EMC certificate % 5907556008533 Green color. ’
- full waterproofness (IP68)
- shock-resistance — IK
) ?gveer;gnp%r:rinls(:?;tuercet:i;n“sgstcetr: +35°C FT-036 RAM SZ Removable frame for FT-036 LED work lamps. 5010
) 5907556008519 G lor. !
- fixed polarisation: GROUND - white wire; (+) - black wire 8|5 8 fey color.
for Mo FT-036 RAM Z Removable frame for FT-036 LED work lamps. 5010
orvib srew 5907556008526 Yellow color. '
100 g0 - . FT-036 RAM MIX Set of (6 pcs.) removable frames for FT-036 work lamp, 6 012
—] 198 5907556008700 MIX - all colors. b
5 —— T \
Vel «OMEGA» mounting holder of KO metal sheet
g = I g for FT-036 work lamps ]
° 5907556006010 :
= i
S :J Uchwyt '
,OMEGA” INOX «OMEGA» m?(;JrnFt}r_]g;go‘lA(’isrrkolfa moz( metal sheet 0 045
— 5907556005600 [P
jasj
MAG FT-036 Magnetic pad for FT-036 work lamps 1 045
5907556007062 with a rubber cover. !

Work lamps
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~ rFro063 LED [/} LEDworklamps ] [ LED work lamps \\\ Fro63LED

0.6m(3m)/
1.2m(7.8m)

magnetic pad standard 12/24V plug

LECe

qty. kg qty. m kg qty. m kg
FT-063 LED Universal LED work lamps 650 Im,
5907556010192 joint holder, black colour casing. L 042 o TABRIE o[ RU) PEDAD il
FT-063 LED Universal LED work lamps 650 Im, 9 diods, magnetic joint holder,
black colour casing. The lamp is additionally equipped
59392\566%"130()222 with a 3 m long spiral lead (in spiral 0.6 m) with a standard 12/24 ! 096 N 59:39x29 B 40 120x80x165 447,40
V cigarette lighter socket plug.
FT-063 LED Universal LED work lamps 650 Im, 9 diods, magnetic joint bracket,
IP black colour casing. The lamp is additionally equipped
6 8 59(')\9?566':170%39 with a 7.8 m long spiral lead (in spiral 1.2 m) with a standard [ 116 e B0 120xA0xT65 88 (55340
12/24V cigarette lighter socket plug.
FT-063 DS LED Universal LED work lamps 650 Im, 9 diodes, joint holder,
5907556010246 - black colour housing with a Deutsch Stecker socket. [ 042 2963x29 B 1000 120xB0x165 445,00
1-functional LED lamp - universal work field illumination FT-036 RAM B 1 Removable frame for FT-036 LED work lamps. 5010
ElectroMagnetic Compatibility (EMC) homologation 5907556008489 L \ White color. '
Shock-resistance — PClampshade -
Optional polarity connection
Lamp functions: FT-036 RAM (Z Removable frame for FT-036 LED work lamps. 5010
ampfunctions: 5907556008496 Black color. 7
- universal work field illumination
Lamp parameters:
- universal supply voltage — from 12V up to 36V DC FT-036RAMC Removable frame for FT-036 LED work lamps. 5010
- operating temperature: — 40°C to + 55°C 5907556008502 Red color. !
- effective (measured) light beam — 650 Im
- lamp is resistant to any weather conditions
- lamp is fully airtight
FT-036 RAM ZIEL Removable frame for FT-036 LED work lamps. 5010
Power consumption: 5907556008533 Green color. ’
-12V/24V = 0,5A/0,25A 40
G 27
. 2
Power consumption (rated power): A — FT-036 RAM SZ Removable frame for FT-036 LED work lamps. 5010
-12V/24V = 6W/6W D 5907556008519 Grey color. !
RS
35 8 & e
FT-036 RAM Z Removable frame for FT-036 LED work lamps. 5010
] ’ | 5907556008526 Yellow color. !
for M6 screw
FT-036 RAM MIX Set of (6 pcs.) removable frames for FT-036 work lamp, 6 012
5907556008700 MIX - all colors. !
100 ‘ N
[ 155°
= —
< \ l(l);:&y;” «OMEGA» mounting holder of KO metal sheet 0 060
596’7556006010 for FT-036 work lamps. !
8 ® O]
o Uchwyt )
s g «OMEGA» mounting holder of INOX metal sheet
I— Eg(gggé\ool?ﬁ% for FT-036 work lamps. RN
Y a—, .
ey MAG FT-036 Magnetic pad for FT-036 work lamps 1 045

5907556007062 with a rubber cover.
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1064 LED [/} LEDworklamps ] [ LED work lamps \\\ Fro64 LED

0.6m(3m)/
1.2m(7.8m)

magnetic pad standard 12/24V plug

LEC~

qty. kg qty. ] kg qty. m kg
FT-064 LED Universal LED work lamps 650 Im with reversing light function
m), joint holder, black colour casing.
5007556010208 (350 [m), joint holder, black co . 1 040 50 59x39x29 20,00 1000  120x80x165 425,00
FT-064 LED Universal LED work lamps 650 Im with reversing light function
(3501m), 9 diods, magnetic joint holder, black colour casing. The
5939,‘5\566%"1300253 lamp is additionally equipped with a 3 m long spiral lead (in spiral 034 8 IR | esl ) bR aa
0.6 m) with a standard 12/24V cigarette lighter socket plug.
FT-064 LED Universal LED work lamps 650 Im with reversing light function
IP (3501m), 9 diods, magnetic joint bracket, black colour casing.
6 8 5939?566%,‘1708260 The lamp is additionally equipped with a 7.8 m long spiral lead (in 114 T2 59x39x29 2508 440 120x80x165 526,60
spiral 1.2 m) with a standard 12/24V cigarette lighter socket plug.
FT-064 DS LED Universal LED work lamps 650 Im with reversing light function
5907556010277 (350), 9 diodes, joint holder, black colour housing with 1 040 50 59x39x29 22,00 1000  120x80x165 425,00
a Deutsch Stecker socket.
2-functional LED lamp — low power consumption
E E9 homologation — ing light functi -
A riversmg nneen FT-036 RAM B 1] Removable frame for FT-036 LED work lamps.
ElectroMagnetic Compatibility — EMC certificate 5007556008489 White col 5 0,10
Shock-resistance — PClampshade |'«.|" | leedin
Polarity connection is not optional —
Lamp functions: FT-036 RAM (Z Removable frame for FT-036 LED work lamps. 5010
- reversing light —red wire loom 5907556008496 Black color. '
- universal work field illumination — black wire loom
- ground — white wire loom
Lamp parameters: FT-036 RAMC Removable frame for FT-036 LED work lamps. 5010
- universal supply voltage — from 12V up to 36V DC 5907556008502 Red color. ’
- operating temperature: — 40°C to + 55°C
- effective (measured) light beam — 380 Im (reversing light)
) fﬁedfve (miaﬂt"ted) light bteﬁm - 6:2.'"1 (work feld) FT-036 RAM ZIEL Removable frame for FT-036 LED work lamps. 5010
-1amp s resistant to any weather conditions 5907556008533 Green color. b
- lamp is fully airtight 0
Power consumption: % 2
- reversing light/work light: 12V/24V = 0,5A/0,25A —] FT-036 RAM SZ Removable frame for FT-036 LED work lamps.
5 0710
Dam— 5907556008519 Grey color. ’
Power consumption (rated power): R83
- reversing light/work light: 12V/24V = 6W/6W o~ o (z -
| © ™ &
e FT-036 RAM Z Removable frame for FT-036 LED work lamps. 5010
| ’ ‘ 5907556008526 Yellow color. ’
for M6 screw
FT-036 RAM MIX Set of (6 pcs.) removable frames for FT-036 work lamp, 6 012
5907556008700 MIX - all colors. ’
100 ‘ N
155°
= —
< Uchwyt” «OMEGA» mounting holder of KO metal sheet
Ll for FT-036 work lamps ]
5907556006010 '
8 ® O]
o Uchwyt '
s " «OMEGA» mounting holder of INOX metal sheet
- »OMEGA” INOX 9 0 045
= — £907556005600 for FT-036 work lamps.
N
T MAG FT-036 Magnetic pad for FT-036 work lamps 1 0,45

5907556007062 with a rubber cover.
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LED daytime running lamps FT-030 LED

Lamps

LED daytime running lamp — low power consumption. Technical specification:
- european E9 homologation - supply voltage: 12-55V
- ElectroMagnetic Compatibility — EMC certificate - operating temperature: — 40°C to + 55°C

- shock-resistance — PC lampshade - lamp is resistant to any weather conditions
- reverse polarity protection system -lamp is fully airtight

- automatic switching-off of daytime running lamps at vehicle start (STANDBY system) Power consumption / Rated power consumption:

12V/24V = 0,18A/2,2W; 0,09A/2,2W

LECe

qty. kg qty. m kg qty. (] kg
FT-030 LED Daytime running LED lamp
007556005 174 _ (o) 037 35  5939x29 12,95 700  120x80x165 284,00

FT-030 LED SET Set of daytime running LED lamps
5007556006225 ‘ 2 pcs). 060 32 59x39x29 1920 640  120x80x165 409,00

Fristom Daytime running lamps
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(ar manufacturers increasingly equip cars with additional LED lights for daytime
driving called DRL (Daytime Running Lights). There is also undoubtedly the
fashion for installation this type of lighting in older vehicles. As show the recent
laboratory studies made by major automotive manufacturers of lighting systems
— itis not solely dictated by the desire to embellish the car, but action to achieve
savings during its everyday use.

ECONOMICS AND VERSATILITY

The set of ordinary halogen bulbs applied in low beam headlamps uses about 100-150W. The set
of two daytime running lamps LPQ080 produced by Magneti Marelli, made using the latest
generation of LED consumes only 4W (2x2W), which is certainly an excellent result among all the
major manufacturers of this type of lighting. In addition, long service life of the DRL diodes, used in
the set of LPQ080 reaches up to 100.000 hours of continuous operation, which is several times more
than standard bulbs. This translates immediately to reduce fuel consumption of up to 0,25 L/ 100km,
because that much consumes a moving car with low-beam headlamps. Daytime running lamps do
not practically affect the size of the combustion of a car, and their use is essentially maintenance-
free. A wide range of options for power supply of daytime running lamps kit LPQ080 of Magneti
Marelli (12V / 24V) gives great versatility of use (passenger cars, vans and trucks).

SAFETY - BEVISIBLE

According to European Commission Requlation ECE R87 all new passenger car models that
obtained homologation after 01.01.2011 must necessarily be equipped by the factory with daytime
running lights. Excellent visibility of the car in the set of Magneti Marelli daytime running
lamps LPQ080 provides LED that emit light at very high colour temperature, as much as 6000 Kelvin's
degrees. Such light is visibly cutting off from natural sunlight and does not dazzle. The bright, white
color ensures that we run the car which is already noticeable from a distance to other road users.
A car equipped with daytime running lamps can use them during the day as the primary lighting.

HOW TO CHOOSE THE PROPER ONE?

In this case, we must be very careful. To make the use of this kind of light legal, it has to meet
several conditions. The cheap sets present on the market, sold as daytime running lamps, often
have no characteristics and certificates required by law. First of all, when deciding to purchase this
type of lights, it should be noted that they have HOMOLOGATION. Its E-mark together with the
identification code of the country, which issued the certificate should be kept on the glass lamps
DRL. Choose only the daytime lamps approved for use with a clear, indelible and visible markings
after installation on the lens reflector in the form of letters RL and with a number of version of
the Regulations under which the certificate was issued. The minimum required by European
requlations approval, the illuminating surface of each of the daily lamps should be 25 cm?
A set of daytime running lamps LED LPQ080 of Magneti Marelli, of course, has all features listed
above and required by law.

STANDBY SYSTEM

According to law, DRL lights should automatically turn on and in such standard daytime running
lights LPQ080 of Magneti Marelli work. Used in this set electronic system “sleep” — STANDBY — turn
on DRL headlights with the starting of the vehicle and the emergence of an appropriate voltage in the
electrical system, and daytime running lights automatically turn off after starting low beam headlamp,
high beam headlamp and fog lamps.

PROPER INSTALLATION

Although the connection of daytime lamps set LPQ080 Magneti Marelli for the electrical system
of the car is very simple, it has to be made according to strict rules of law and based on the absolutely
basic knowledge of electrical installations. Detailed instruction in the picture version, included with
each set of daily lamps LPQ080 Magneti Marelli makes its installation not complicated and time
consuming for the average user of the car.

[ LED daytime running lamps \\\ LAcQo40
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Set of LED daytime running lamps — low power consumption
- european E9 homologation ﬂ

84
- ElectroMagnetic Compatibility — EMC certificate ° o ( QQD) \@\ OD

- shock-resistance — PC lampshade
cable exit %

- reverse polarity protection system
- automatic switching-off of daytime running lamps at vehicle start (STANDBY system), 3
The set is fully accustomed to the hybrid vehicles drivetrain and the start-stop engine system.

Technical specification:

- voltage range: 12-36V DC

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions
- lamp is fully airtight

Power consumption / Rated power consumption:
12V/24V = 0,28A/3,4W; 0,14A/3,4W

s G | o 3
qty. kg qty. (] kg qty. m kg

Set of Daytime Running Lamps, 18-LED,
LAQ040 carton box, 2 pcs. All accessories 1 0,75 16 59x39x29 12,00 320 120x80x165 265,00
and instalation manual included.

Daytime running lamps 21
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Set of LED daytime running lamps — very low power consumption
- european E9 homologation
- ElectroMagnetic Compatibility — EMC certificate

126 - shock-resistance — PC lampshade
58 - reverse polarity protection system
- automatic switching-off of daytime running lamps

© at vehicle start (STANDBY system),

Technical specification:

- voltage range: 12-36V DC

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions
- lamp is fully airtight

i
b
E:Io
)

Set of LED daytime running lamps — very low power consumption

- european E9 homologation Power consumption / Rated power consumption:
- ElectroMagnetic Compatibility — EMC certificate

>N
o @ (g %) @ & é)) 12V/24V = 0,22A/2,6W; 0,11A/2,6W
- shock-resistance — PC lampshade =

- reverse polarity protection system 58
- automatic switching-off of daytime running lamps at vehicle start (STANDBY system), "
The set is fully accustomed to the hybrid vehicles drivetrain and the start-stop engine system.

Aﬁx

Technical specification:

- voltage range: 12-36V DC

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions
- lamp is fully airtight

Power consumption / Rated power consumption:
12V/24V = 0,22A/2,6W; 0,11A/2,6W

Tl s e L
qty. kg qty. m kg qty. m kg qty. kg qty. m kg qty. m kg

Set of Daytime Running Lamps, 4-LED, Set of [iz{ltr:?ec Exgglggxlazrg[z: 4-LED,
LPQ080 carton box, 2 pcs. All accessories 1 0,65 22 59x39%29 1430 440 120x80x165 311,00 LAQO10 Al accessories and installation 1 0684 26 59x39x29 17,78 520 120x80x165 380,68

and instalation manul included. manual included.
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LED workshop lamp [} [l LED workshop lamp
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Wi 007935030020 //

Battery level indicator

120°fold

3W +3W swivel workshop lamp
Features and specification:

- 3W front COBLED >240 lumen

- 3W top SMD LED >160 lumen

- 120 degrees rotation

- magnet at the bottom part of the grip
-“nest” type hooks on the top/bottom part of the grip
- charging port with battery level indicator
- operating time 2-3 hours

- charging time 3-4 hours

- 5V 1A CE adapter with mini-USB cable

LED workshop lamp [}

MAGNEr

W 007935030040 //

Retractable hooks
on the top and bottom of the lamp

Base with magnet

3W +3W swivel workshop lamp
Features and specification:

- 3W front COBLED >240 lumen

- top LED with UV, 395~410um

- 120 degrees rotation

- magnet at the bottom part of the grip
-“nest” type hooks on the top/bottom part of the grip
- charging port with battery level indicator
- operating time 2-3 hours

- charging time 3-4 hours

- 5V 1A CE adapter with mini-USB cable

LED workshop lamp [}
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2.5W folding workshop lamp

Features and specification:

-2.5W COB LED >70/230 lumen

- folding grip with magnet, 360 degrees rotation

- retractable rotating hook/clamp, 360 degrees rotation
- operating hours 3,4

- charging hours 2,5-3

- 5V 1A CE adapter with mini-USB cable

Rotating grip with magnet

2.5W COB >230 lumen Retractable hook, 360° rotation

L\ v 007935030010

MAGNE'r
ARELL

checkstar
. T N\R

1.3W high power pocket light
Features and specification:

- 1.3W high power LEDs >80 lumen

- double — injection moulded housing
- hook/clamp — 360 degrees rotation
- 3 x AAA battery power

[l LED workshop lamp

L\ v 007935030140

MAGNE'r
ARELI-

3W +3W mini swivel workshop lamp
Features and specification:

- 0.9W front COBLED 90-110 lumen

- 0.9W top SMD LED 50-60 lumen

- 120 degrees rotation

- magnet at the bottom part of the grip
-“nest” type hooks on the top/bottom part of the grip
- charging port with battery level indicator
- operating hours 2.5 -3

- charging hours 3-4

- 5V 1A CE adapter with mini-USB cable

[l LED workshop lamp

L\ v 007935030130

MAGNE'r
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3W+UV mini swivel workshop lamp
Features and specification:

- 0.9W front COBLED 90-110 lumen

- top LED with UV, 395~410um

- 120 degrees rotation

- magnet at the bottom part of the grip
-“nest” type hooks on the top/bottom part of the grip
- charging port with battery level indicator
- operating hours 2.5 -3

- charging hours 3-4

- 5V 1A CE adapter with mini-USB cable

[l LED workshop lamp

L\ N 007935030070

MAGNE'r
ARELI-

15W SMD wired under hood workshop lamp

Features and specification:

- 15W SMD LED provide local lighting, 450-550 Im at half power,
900-1150 Im at full power

- brightness switch to select half or full power lighting

- ABS injection moulded grip with shock-resistant protection;
ergonomic design for easy use

- aluminium alloy hook with PVC cover, soft hook covers prevent
scratching the vehicle

-47"10 75" adjustable bar; easy mounting to most trucks and SUVs.

- Finger hooks (360°) for firm and secure grip

Workshop lamps 25
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it G| s i
qty. kg qty. m kg qty. m kg

59052?65070;302 ‘ Danﬁﬂﬂ‘nie’ﬁ';';”;g,o'?n"t‘p T 013 100 59x39x29 13,00 2000 120x80x165 285,00
59052'506%25319 . m%al}’,:'t?jgr‘f‘z",{,'\‘sgslir"e‘\zs 1012 8 593929 1008 1680 120:80x165 226,60
595;50556%&'3‘33 ‘ Dﬂmﬁe’ggﬂ'g%:’n"sp 1013 100 593929 13,00 2000 120x80x165 285,00
ST . Daytime runting lamp, 1012 8 596929 1008 1680 12080xI65 22660
595;-5%56%5564 ‘ D%ﬂﬂ‘nie’ﬂ’;"n'ﬂg,(}?n"t"’ T 013 100 59x39x29 13,00 2000 120x80x165 285,00
595;'5%56%052?71 . m%?;{?jgﬁ"z",{,'\‘gsli‘r";\zs 1012 8 596%29 1008 1680 120x80x165 226,60
E;O(;gé%%gglé ’ Lampshade FT-057/058, blue.

E;ogggé%g%?; ’ Lampshade FT-057/058, white.

26 Daytime running lamps




- Fr170 Lep [/} Universal LED rear lamps JJj [l Universal LED rear lamps \\\Fr170LED

DE 4P S0P LT LEC:

qty. kg qty. (] kg qty. m kg

FT-170 L NT LED Universal LED rear lamp 12-36V, 6-functional, left
5907556009271 without number plate light, 1 m cable. 10954 S I 400 120x80x165 401,00
FT-170 L NT LED Universal LED rear lamp 12-36V, 6-functional,
BAJONET -- left without number plate light, 6 PIN Bayonet 1 091 20  59x39x29 18,20 400 120x80x165 389,00
5907556009288 connector.
FT-170 L NT LED Universal LED rear lamp 12-36V, 4-functional,
SPK left without number plate light, (stop /position/ 1 0,94 20 | 59x39x29 18,80 400 120x80x165 401,00
5907556009479 indicator/reflector), 1 m cable.
N;TI.EI;%II;K 00 Universal LED rear lamp 12-36V, 3-functional,
BAJONETSPIN  “\o®c)F Ieftvyithout number plate light, (stop /position/ 1 091 120 = 59x39x29 18,20 400 120x80x165 389,00
5907556006423 = indicator/reflector), 5 PIN Bayonet connector.
FT-170 LNT LED Universal LED rear lamp 12-36V, 5-functional,
SPKPM left without number plate light. (stop/ position/ 1 09 20  59x39x29 18,80 400 120x80x165 401,00
5907556009301 indicator/ fog light/reflector), 1 m cable.
FT-170 LNT s Universal LED rear lamp 12-36V, 5-functional,
LED SPKPM {2\ left without number plate light.
BAJONET 5PIN s (stop/ position/ indicator/ fog light/reflector), 109 R R 400 120x80.165 383,00
5907556009622 . 5 PIN Bayonet connector.
ot D G Universal LED rear lamp 12-36V, 7-functional, 1 0,94 20 593929 1880 400 120x80x165 401,00
|eft z with side number plate light, 1 m cable.
FT-170LTB Universal LED rear lamp 12-36V, 7-functional,
LED AMP 7PIN G left with side number plate light, 1 088 20  59x39x29 17,60 400 120x80x165 377,00
5907556009646 7 PIN AMP connector.
FT-170 LTB LED Universal LED rear lamp 12-36V, 7-functional,
BAJONET -- left with side number plate light, 1T 091 20 59x39x29 18,20 400 120x80x165 389,00
5907556006294 = 6 PIN Bayonet connector.
FT-170 LTB LED Universal LED rear lamp 12-36V, 5-functional,
SPK e left with side number plate light. (stop/ position/ 1~ 0,94 20 59x39x29 18,80 400 120x80x165 401,00
5907556009455 indicator/reflector), 1 m cable.
FT-170 LTB LED Universal LED rear lamp 12-36V, 5-functional,
7-functional universal LED lamp — low power consumption SPK BAJONET -- |left with side number plate light. (stop/ position/ 1 0,91 20 = 59x39x29 1820 400 120x80x165 389,00
- european homologation E9 5907556009462 5 indicator/ reflector), 6PIN Bayonet connector.
- ElectroMagnetic Compatibility (EMC) homologation
- shodk-tesistance — PC lampshade FT-170 LTB LED Universal LED rear lamp 12-36V, 6-functionl
- feverse polaity protection system SPKPM left with side number plate ight, (stop/ position/ 1 0,94 20 59x39%29 1880 400 120x80x165 401,00
Technical specification: 5907556009325 indicator/fog light/ reflector), 1 m cable.
- rear running light Power col_lsulpption: .
-number plate light -rear running light -+ number plate light — 12V/ 24V = 0,25/ 0,24 FT-170LTB . Universal LED rear lamp 12-36V, 6-functionl,
- STOP light - STOP light — 12V/ 24V = 0,084/0,08A LEDSPKPM (/2. o), left with side number plate light, 2 | oo I | e | 00
—|nd|§at0r —|nd|ca.t0r—.12V/24V=0,12A/0,12A BAJONET 5PIN 9 (stop/ position/ indicator/fog light/ reflector), ! ek ’ Ll !
- fog light -reversinglight ~12V/24V = 0,2A/ 0,1 5907556009608 : 5 PIN Bayonet connector.
- reflector - fog light — 12V/ 24V = 0,15A/ 0,08A
- reversing light Power consumbti .
ption / Rated power: . .
Technical specification: ~rear running light + number plate ight — 12/ 24V = 3W/ 5W eIt lé’f't"\‘,’Velt’;at')éftzrr:iru';'gg1p2|afe6‘|’lg 7h'tf“1"g'g:;|'é 1 094 20 593929 1880 400 120x80x165 401,00
- supply voltage: 12-36V DC - STOP light — 12V/ 24V = TW/ 2W ' .
- operating temperature: — 40°C to +55°C -indicator — 12V/ 24V =1,5W/ 3W
- lamp s resistant to any weather conditions - reversing light — 12/ 24V = 2,5W/2,5W . .
- lamp is fully airtight - fog light — 12V/ 24V = 2W/2W FT-170LTD Universal LED rear lamp 12-36V, 7-functional,
LED AMP 7PIN |left with bottom number plate light, 1 08 20  59x39x29 17,60 400 120x80x165 377,00
5907556009585 7 PIN AMP connector.
FT-170 LTD LED Universal LED rear lamp 12-36V, 7-functional,
BAJONET -- Q left with bottom number plate light, 1 091 20  59x39x29 18,20 400 120x80x165 389,00
5907556006324 5 6PIN Bayonet connector.
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240
152 24

i
stop
‘ " rear fog light

reversing light

rear position light

&

reference

DE 4P S0P LT LeECe

o 8 i 5
qty. kg qty. (] kg qty. m kg

FT-170 P NT LED
5907556009264

FT-170 P NT
LED AMP 7PIN
5907556009592

FT-170 P NT
LED BAJONET
5907556009295

FT-170P
NT LED SPK
5907556009349

FT-170 P
NT LED SPK
BAJONET 5PIN
5907556003262

FT-170 P NT
LED SPKCOF
5907556009356

FT-170 P NT
LED SPKCOF
BAJONET 5PIN
5907556009639

FT-170 P NT
LED SPKPM
BAJONET 5PIN
5907556008380

FT-170 P TB LED
5907556006744

30 Rear lamps

Universal LED rear lamp 12-36V, 6-functional,
right without number plate light, 1 m cable.

Universal LED rear lamp 12-36V, 6-functional,
right without number plate light,
7 PIN AMP connector.

Universal LED rear lamp 12-36V, 6-functional,
right without number plate light,
6 PIN bayonet connector.

Universal LED rear lamp 12-36V, 4-functional,
right without number plate light. (stop/ position/
indicator/ reflector), T m cable.

Universal LED rear lamp 12-36V, 4-functional,
right without number plate light. (stop/ position/
indicator/ reflector), 5 PIN Bayonet connector.

Universal LED rear lamp - 12-36V, 5-functional,
right without number plate light. (stop/ position/
indicator/ reversing light/ reflector), 1 m cable.

Universal LED rear lamp - 12-36V, 5-functional,
right without number plate light. (stop/ position/
indicator/ reversing light/ reflector),

SPIN Bayonet connector.

Universal LED rear lamp - 12-36V, 5-functional,
right without number plate light. (stop/ position/
indicator/ fog light/ reflector),
5PIN Bayonet connector.

Universal LED rear lamp 12-36V, 7-functional,
right with side number plate light, 1 m cable.

1

=

0,94

0,88

0,91

0,94

0,91

0,94

0,91

0,91

0,94

20

20

20

20

20

20

20

20

20

\4 direction indicator
240
152 24
56
B
stop light / red
. rear fog light / blue
| | ground /white / white
reversing light / grey
°
@ < rear position light / black (brown)
o
) direction indicator / yellow (green)
[

18,80 400 120x80x165 401,00

17,60 400 120x80x165 377,00

18,20 400 120x80x165 389,00

18,80 400 120x80x165 401,00

18,20 400 120x80x165 389,00

18,80 400 120x80x165 401,00

18,20 400 120x80x165 389,00

18,20 400 120x80x165 389,00

18,80 400 120x80x165 401,00

Universal LED rear lamps . . Universal LED rear lamps

DE 4P S0P LT Lece

FT-170PTB
LED AMP 7PIN
5907556009653

FT-170 P TB
LED BAJONET
5907556007581

FT-170P
TB LED SPK
5907556009363

FT-170 P
TB LED SPK
BAJONET 5PIN
5907556009417

FT-170 PTB
LED SPKCOF
5907556009370

FT-170PTB
LED SPKCOF
BAJONET 5PIN
5907556009615

FT-170PTB
LED SPKPM
BAJONET 5PIN
5907556008397

FT-170 PTD LED
5907556009219

FT-170PTD
LED BAJONET
5907556009226

240

152

24

fog light

reference

140

auxiliary

o

15

Universal LED rear lamp 12-36V, 7-functional,
right with side number plate light,
7 PIN AMP connector.

Universal LED rear lamp 12-36V, 7-functional, right
with side number plate light,
6PIN Bayonet connector.

Universal LED rear lamp 12-36V, 5-functional,
right with side number plate light. (stop/ position/
indicator/ reflector), T m cable.

Universal LED rear lamp 12-36V, 5-functional,
right with side number plate light. (stop/ position/
indicator/ reflector), 6PIN Bayonet connector.

Universal LED rear lamp 12-36V, 6-functional,
right with side number plate light, (stop/ position/
indicator/ reversing light/ reflector), 1 m cable.

Universal LED rear lamp 12-36V, 6-functional,
right with side number plate light, (stop/ position/
indicator/ reversing light/ reflector),
5PIN Bayonet connector.

Universal LED rear lamp 12-36V, 6-functional,
right with side number plate light, (stop/ position/
indicator/ fog light/ reflector), 5PIN Bayonet
connector.

Universal LED rear lamp , 7-functional, right with
bottom number plate light, 1 m cable.

Universal LED rear lamp , 7-functional, right
with bottom number plate light, 6PIN Bayonet
connector

—

0,88

0,91

0,94

0,91

0,94

0,91

0,91

0,94

0,91

20

20

20

20

20

20

STOP

ground rear running light

17,60 400 120x80x165

18,20 400 120x80x165

18,80 400 120x80x165

18,20 400 120x80x165

18,80 400 120x80x165

18,20 400 120x80x165

18,20 400 120x80x165

18,80 400 120x80x165

18,20 400 120x80x165

Rear lamps

L\ Fr-170 LeD

w8 i 5
qty. kg qty. m kg qty. m kg

377,00

389,00

401,00

389,00

401,00

389,00

389,00

401,00

389,00
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Universal LED rear lamps . . Universal LED rear lamps

FT-130 PMLED

6-functional universal LED rear lamp - low power consumption
- european homologation E9

- ElectroMagnetic Compatibility (EMC) homologation

- shock-resistance — PC lampshade

- reverse polarity protection system

Lamp functions:

- rear running light

- number plate light homologated on an universal performance
344 mm<<X>>102.2mm

- STOP light

- indicator

- fog light (FT-130 PM LED) or reversing (FT-130 COF LED)
light (depending on the product version)

- reflector

Technical specification:

- supply voltage: 12-36V DC

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions
- lampis fully airtight

32 Rear lamps

FT-130 COF LED

Power consumption:

- rear running light + number plate light — 12V/ 24V = 0,25/ 0,21A
- STOP light — 12V/ 24V = 0,08A/0,08A

- indicator — 12V/ 24V = 0,11A/0,11A

-fog light — 12V/ 24V = 0,12A/0,6A

- reversing light — 12V/ 24V = 0,28A/ 0,14A

Power consumption / Rated power:

- rear running light + number plate light — 12/ 24V = 3W/ 5W
- STOP light —12V/ 24V = 1W/ 2W

-indicator — 12V/ 24V =1,5W/3W

-fog light — 12V/ 24V = 1,5W/1,5W

- reversing light — 12/ 24V = 3,5W/3,5W

FT-130 COF BAJONET

150

75

75

50,5

20
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FT-130 COF

150

75

75

ﬂ@:

FT-130 PM

75

75

DE 4P S0P LT LEC:

ID/EAN Description Unit pack Multipack / carton @ Multipack / pallet @
qy. kg qty. m kg qty. m kg

50,5

[E{H .

6-functional LED rear lamp with the position,

| * e 21
S

necessary plug space

stop- red

reversing - blue

ground - white

rear position - brown or black
registration plate

reference
rear direction - green or yellow

stop - red

rearfog - blue

ground - white

rear position - brown or black
registration plate

reference
rear direction - green or yellow

A\\\F7-130 LED
©
626‘

For e fog, STOR anindicatorand anumberplate 1 0,26 34 5939x29 884 680 120x80x165 201,80
lights with reflector, 1 m cable.
FT-130 COF LED 6-functional LED rear lamp with the position,
5007556008182 reversing, STOP, an indicator and a number 1 026 34  59x39x29 884 680 120x80x165 201,80
plate lights with reflector, 1 m cable.
6-functional LED rear lamp with
FT-130 PM LED ” Lo
the position, fog, STOP, an indicator
590%2;(6)8‘0?175 and a number plate lights with reflector, 1 023 34  59x39x29 7,82 680 120x80x165 181,40
5PIN Bayonet connector.
6-functional LED rear lamp with
FT-130 COF LED y : S
the position, reversing, STOP, an indicator
590%{5(6)(':58.[199 and a number plate fights and reflector, 1 023 34  5%39x29 7,82 680 120x80x165 181,40
5PIN Bayonet connector.
FT-130 5-functional LED rear lamp with the position,
NT PM LED fog, STOP, an indicator lights, without 1 02 34  59%39x29 884 680 120x80x165 201,80
5907556008274 anumber plate light with reflector, T m cable.
FT-130 5-functional LED rear lamp with
the position, reversing, STOP, an indicator
59'(‘);;506%(%5350 lights without a number plate light 1 02 34  59%39x29 8,84 680 120x80x165 201,80
with reflector, 1 m cable.
FT-130 5-functional LED rear lamp with the
NT PM LED position, fog, STOP, an indicator lights
BAJONET without a number plate lights with 1 023 34 59%39x29 7,82 680 120x80x165 181,40
5907556008281 reflector, 5PIN Bayonet connector.
FT-130 5-functional LED rear lamp with
NT COF LED the position, reversing, STOP, an indicator
BAJONET lights without a number plate lightswith | 023 |34 593929 7,82 680 120x80x165 181,40
5907556008267 reflector, 5PIN Bayonet connector.




FT-120 LED / FT-121 LED / FT-122 LED [/ Universal LED rear lamps [Jjj [l Universal LED rear lamps A\\\ FT-120 LED /FT-121 LED / FT-122 LED

99,5 39.5 cabel outlet

FT-122 LED
FT-120 LED FT-121 LED

45

necessary plug space stop
ground
rear position

rear direction

reference

CI®

RELATED PRODUCTS:

FT-123 LED - p. 104
FT-124 LED - p. 99

45

DE @P 510 LEC.

i crn T | s e G
qty. kg qty. m kg qty. m kg
3-functional universal LED rear lamp — low power consumption

- european E9 homologation FT-120 LED

- the lamp is homologated to be mounted horizontally and vertically as well 5907556007604
- ElectroMagnetic Compatibility — EMC certificate

- shock-resistance — PC lampshade

- reverse polarity protection system

Universal LED rear lamp 12-36V, 3-functional,

colorless lampshade, 1 m cable. 1 02 108  59%39%x29 28,08 2160  120x80x165 586,60

; FT-120 LED . '
Lamp functions: Universal LED rear lamp 12-36V, 3-functional,
- rear position light 590%;2(’)10?611 colorless lampshade, SPIN BAYONET connector. 102 R - e e sl
- STOP light
- indicator
Technical specification: FT-121 LED Universal LED rear lamp 12-36V, 3-functional,
- supply voltage: 12-36V DC 5907-556007628 colorless lampshade with a yellow filter 1 026 108 59%x39x29 28,08 2160  120x80x165 586,60
- operating temperature: — 40°C to +55°C of an indicator, 1 m cable.

- lamp is resistant to any weather conditions
- lampis fully airtight

Power consumption: FT-121 LED

- rear position light 12V/24V = 0,06A/0,06A BAJONET

- STOP light 12V/24V = 0,08A/0,08A 5907556007635
- indicator 12V/24V = 0,08A/0,08A

Power consumption / Rated power:

- rear position light 12V/24V = 0,75W/1,5W FT-122 LED

- STOP light 12V/24V = 1TW/2W 5907556007642
- indicator 12V/24V = 1TW/2W

Universal LED rear lamp 12-36V, 3-functional,
colorless lampshade with a yellow filter 1 021 108  59x39x29 22,68 2160  120x80x165 478,60
of an indicator, 5PIN BAYONET connector.

Universal LED rear lamp 12-36V, 3-functional,
colorless lampshade with a red filter
of a STOP light and a yellow filter of an indicator,
Tmcable.

1 02 108  59%39x29 28,08 2160  120x80x165 586,60

Universal LED rear lamp 12-36V, 3-functional,
colorless lampshade with a red filter
of a STOP light and yellow of an indicator,
5PIN BAYONET connector.

FT-122 LED
BAJONET
5907556007659

1 021 108  59x39x29 22,68 2160  120x80x165 478,60
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FT-120 T/FT-121 T/ FT-122 T LEDJ / | Universal LED rear lamps [Jjj [ Universal LED rear lamps A\\\FT-120 T LED/FT-121 T LED / FT-122 T LED

FT-122 TLED

stop
ground

FT-121 TLED

necessary plug space

rear position

FT'120 T I.ED Il I registration plate
= )
U ‘ U reference
! rear direction
99,5

|~

:M ‘
DE @P S10p LT LEC:

s o S | i 58
qty. kg qty. m kg qty. m kg

25

45

RELATED PRODUCTS:

FT-123 LED — p. 104
FT-124 LED - p. 99

Universal LED rear lamp 12-36V, 4-functional

4-functional universal LED rear lamp — low power consumption 5;.5715252(.)[0|Z.§E136 with a number plate light, colorless lampshade, 1T 02 108  59%39x29 28,08 2160  120x80x165 586,60
- european E9 homologation 1m cable.
- the lamp is homologated to be mounted horizontally and vertically as well
- ElectroMagnetic Compatibility — EMC certificate
- shock-resistance — PC lampshade
- reverse polarity protection system FT-120 TLED Universal LED rear lamp 12-36V, 4-functional
BAJONET with a number plate light, colorless lampshade, 1 0,21 108 59x39x29 22,68 2160  120x80x165 478,60
Lamp functions: 5907556008113 SPIN BAYONET connector.
- rear position light
- STOP light
- indicator . .
. g Universal LED rear lamp 12-36V, 4-functional
- number plate light e with a number plate light, olorless lampshade 1 026 108 593929 28,08 2160 120x0x165 586,60
Technical specification with a yellow filter of an indicator, 1 m cable.
i ification:
- supply voltage: 12-36V DC
- operating temperature: — 40°C to +55°C ) .
- lamp i resistant to any weather conditions FT-121 T LED Vﬂ{u":ﬁj{'ﬂﬁf& rpﬁg;e!alggﬁs %(_)?gr\lllejs-ilfgrr:]csls?lgﬂe
- lamp is fully airtight 590%;23(5;137 with a yellow filter of an in'dicator, 5PIN BAYONET 1 021 108  59%39x29 22,68 2160  120x80x165 478,60
Power consumption: connector.
- rear position light + license plate light 12V/24V = 0,14A/0,14A
) _ST(?_P I;gh;;‘zl\/lé i;‘lv 7)0622% oéng Universal LED rear lamp 12-36V, 4-functional
- Indicator =0 ' FT-122 TLED with a number plate light, colorless lampshade with
' 5907556008144 ared filter of a STOP light and a yellow filter 1 026 R R 2160  120xB0x165 586,60
Power consumption / Rated power: of an indicator, T m cable.
- rear position light + license plate light 12V/24V = 1,65W/3,3W
- STOP light 12V/24V = 1TW/2W
- indicator 12V/24V = TW/2W FT-122 T LED Universal LED rear lamp 12-36V, 4-functional
with a number plate light, colorless lampshade
590?5\';(6)(’)'(55;[151 with a red filter o a STOP light and yellow filter 1 021 108  59%39x29 22,68 2160  120x80x165 478,60

of an indicator, 5PIN BAYONET connector.
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FT—llO LED

Universal LED rear lamps [Jjj [ Trifunctional LED combination rear lamp

3-functional universal LED rear lamp — low power consumption
- european E9 homologation

- ElectroMagnetic Compatibility — EMC certificate

- shock-resistance — PC lampshade

- reverse polarity protection system

D& 4P SToP LEC:

RELATED PRODUCTS:

cabel outlet

FT-111LED - p. 103
FT-112 LED - .97

necessary plug space stop

d
° e; groun
287 rear position
\ rear direction
reference

& &
Lamp functions: =
- rear position light
- STOP light
- indicator

Technical specification:

- supply voltage: 12-36V DC

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions
- lamp is fully airtight

505

45
=
mﬁ)
)
o s

2140

50,5

Power consumption:

- rear position light 12V/24V = 0,1A/0,1A
- STOP light 12V/24V = 0,08A/0,08A

- indicator 12V/24V = 0,08A/0,08A

Power consumption / Rated power:

- rear position light 12V/24V = 1,2W/2,4W
- STOP light 12V/24V = 1TW/2W

- indicator 12V/24V = 1TW/2W

g crn S | i g8
qty. kg qty. a kg aqty. an kg

FT-110 LED
5907556007260

FT-110 LED
BAJONET
5907556007277

FT—113 Y LED

Universal LED 3-functional
rear lamp 12/ 24V, round, 1
1'm wiring loom.

Universal 3-functional LED
rear lamp 12/ 24V, round, 1
5 PIN Bayonet connector.

0,50 40 59x39x29 20,00 800  120x80x165 425,00

0,422 40 59x39x29 16,80 800  120x80x165 337,60

Universal LED rear lamps [Jjj

06

3-functional universal LED rear lamp — low power consumption
- european E9 homologation

- ElectroMagnetic Compatibility — EMC certificate

- shock-resistance — PC lampshade

- reverse polarity protection system

D& 4P Siop LEC:

FT-113 YLED
5907556010536

FT-113 YLED
BAJONET
5907556010581

38 Rear lamps

RELATED PRODUCTS:

FT-111LED - p. 103
FT-112 LED - p.97

ASSEMBLY

Minimum lamps amount per one side — 2 peces

oee

Lamp functions:
- rear position light
- STOP light

- indicator

Technical specification:

- supply voltage: 12-36V DC

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions
- lamp is fully airtight

Universal LED 3-functional
rear lamp 12/ 24V, round 1
(position, stop, indicator).

Universal 3-functional LED
rear lamp 12/ 24V, round, 1
5 PIN Bayonet connector.

[m]

2140

475 a5 475

Power consumption:

- rear position light 12V/24V = 0,05A/0,05A
- STOP light 12V/24V = 0,08A/0,08A

- indicator 12V/24V = 0,08A/0,08A

Power consumption / Rated power:

- rear position light 12V/24V = 0,6W/1,2W
- STOP light 12V/24V = 1TW/2W

- indicator 12V/24V = 1TW/2W

i o S | v
qty. kg aqty. a kg aqty. an kg

0,50 40 59x39x29 20,00 800  120x80x165 425,00

59x39x29 120x80x165

0,422 40 16,80 800 337,60

- european E9 homologation

- ElectroMagnetic Compatibility — EMC certificate
- shock-resistance — PC lampshade
- reverse polarity protection system

Lamp functions:
- rear position light
- STOP light

- indicator

Technical specification:

- supply voltage: 12-36V DC

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions
- lamp is fully airtight

Power consumption:

- rear position light 12V/24V = 0,04A/0,02A
- STOP light 12V/24V = 0,2A/0,1A

- indicator 12V/24V = 0,25A/0,125A

Power consumption / Rated power:

- rear position light 12V/24V = 0,5W/0,5W
- STOP light 12V/24V = 2,4W/2,4W

- indicator 12V/24V = 3W/3W

D& @P si0p LEC.

FT-032 LED
5907556005419

FT-032 LED
BAJONET
5907556006218

FT-032 LED
BAJONET PM
5907556006782

FT-032 B LED
5907556006751

FT-032 B LED
BAJONET
5907556006768

FT-032 B LED
BAJONET PM
5907556006775

3-functional universal LED rear combination lamp —

RELATED PRODUCTS:

FT-041 LED — p. 99
FT-040 LED — p. 104

low power consumption

- the lamp is homologated to be mounted horizontally and vertically as well

necessary plug space stop
ground

rear position

rear direction
reference

Universal LED rear lamp
with a wiring loom, smoked
lampshade.

Universal LED rear lamp,
with a bayonet connector, smoked
lampshade.

Universal LED rear lamp with a
bayonet connector and an additional
fog or reverse light power supply
cable, smoked lampshade.

Universal LED rear lamp

Universal LED rear lamp,

Universal LED rear lamp
with a bayonet connector
and additional fog or reverse light

with a wiring loom, white lampshade.

bayonet connector, white lampshade.

power supply cable, white lampshade.

200
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LT 7]
P
cable outlet qu

1

BAYONET SOCKET VIEW

VIEW WITHOUT BAYONET SOCKET

T
qty. kg qty. (] kg qty. (] kg

0,34

0,36

0,38

0,34

0,36

0,38

50

50

50

50

50

50

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

17,00

18,00

19,00

17,00

18,00

19,00

1000

1000

1000

1000

1000

1000

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

Rear lamps

L\ Frosz Lep

365,00

385,00

405,00

365,00

385,00

405,00

39




“Frou /]

Five-segment rear lamp . . Seven-segment rear lamp

DE @€ @ 4¢P S0P CAT LT

g o S | g i 8
qty. kg qty. m kg qty. m kg

FT-014 L
FT-014P

FT-014K

“Froian J/|

Left rear lamp
with a number plate light.

Right rear lamp.

Universal lampshade.

345 79

30

1

®

150

I

23

ETR

opening for cables

DE @ @ €Y S0P cAT sm LT

450
d P Py )
o
° ° ° ° ° m
—
[ []
. 2

150

g crn G | vt g8
qty. kg qty. m kg qty. (] kg

DE @ @ @P ST0P CAT LT

v o S | o v 558
qty. kg qty. m kg qty. m kg

FT-014/1L

FT-014/1P

FT-014K

40 Rear lamps

Left rear lamp

with number plate lighting

and a cable.

Right rear lamp
with a cable.

Universal lampshade.

130

23

1

1

DE €& @ @B S0P CAT Sm LT

068 28 706143 1904 168 120:80x144 13924 FT-0281 _
068 28 70x5Td3 19,04 168  12080x144 139,24 FT-028P _
020 4  50x39x29 840 840  120x80x165 193,00 FT-028 K -

Left rear lamp

with a number plate light

and a cable.

Right rear lamp
with a cable.

Universal lampshade
(right and left).

T
qty. kg qty. m kg qty. m kg

1

Left rear lamp
106 36 706143 2232 9  120x80x144 8452 FT-0421L _ with a number plate light 1100 18  70x51x43 19,80 180  120x80x144 223,00
and a cable.
1 0,64 36 70x51x43 23,04 96  120x80x144 86,44 FT-042P _ R:,?’m‘rsac;{;?l) 1 1,50 18 70x51x43 19,80 180  120x80x144 223,00
102 4  59%39%29 840 216 120x80x165 68,20 FT-042 K — U"i(‘r’gﬁi'a'st’jnl‘;}{‘)ade 1034 24 593929 816 480 120x80x165 188,20
Five-segment rear lamp JJij [l Seven-segment rear lamp \\\ rFrozs
345 X 79
450
® @®
s 3
S < Y < EE*'
O
3 o o)
@ ® -
150 ~ >
[ | L rﬁ
{ |
e e
I ]
cables

103 18 70x51x43 18,54 120  120x80x144 148,60
103 18 70x51x43 18,54 120  120x80x144 148,60
026 18 59x39x29 468 560 120x80x165 170,60

Rear lamps 4




Rear lamp for semi-trailers . . Rear lamp with a triangular reflector for trailers

PE Q€ @ €@P S0P CAT smM LT

ID/EAN

FT-021L

FT1-021P
FT-021 KL

FT-021 KP

o0/}

420

140

150

M

M8

75

Left rear lamp
with a number plate light
and a cable.

Right rear lamp

with a cable.

Left lampshade.

Right lampshade.

1,07

1,07

0,33

0,33

20

20

36

36

70x51x43

70x51x43

59x39x29

59x39x29

Rear lamp for semi-trailers [Jjj

21,40 120  120x80x144
21,40 120  120x80x144
11,88 216 120x80x165
11,88 216  120x80x165

|Vt _| e S | e 8
qty. kg qty. m kg qty. m kg

153,40

153,40

96,28

96,28

DE €Y s1oP

A
qty. kg qty. m kg qty. m kg

FT-007
5907556001152

FT-007 K
5907556001169

42 Rear lamps

195

Universal rear lamp
(MF type).

Lampshade.

10

0,25

0,71

64

250

60

59x39x29

59x39x29

16,00 1280  120x80x165

17,75 5000  120x80x165

345,00

380,00

DE €& & QP sT0P caT

T
qty. kg aty. a kg aty. a kg

FT-077 LPM
5907556003767

FT-077 PCOF
5907556003798

FT-077 LCOF
5907556003774

FT-077 PPM
5907556003781

FT-077 LPM
BAJONET
5907556003804

FT-077 PCOF
BAJONET
5907556003835

FT-077 LCOF
BAJONET
5907556003811

FT-077 PPM
BAJONET
5907556003828

FT-077 KLPM
5907556003842

FT-077 KPCOF
5907556003873

FT-077 KLCOF
5907556003859

FT-077 KPPM
5907556003866

220

Left lamp
with a fog light.

Right lamp
with a reversing light.

Left lamp
with a reversing light.

Right lamp
with a fog light.

Left lamp with a fog light
and a bayonet plug.
All cables and bulbs included.

Right lamp with a reversing light
and a bayonet plug.
All cables and bulbs included.

Left lamp with a reversing light
and a bayonet plug.
All cables and bulbs included.

Right lamp with a fog light
and a bayonet plug.
All cables and bulbs included.

Left lampshade
with a fog light.

Right lampshade
with a reversing light.

Left lampshade
with a reversing light.

Right lampshade
with a fog light.

rubber gasket

rubber gasket

0,50

0,50

0,50

0,50

0,55

0,55

0,55

0,55

0,24

0,24

0,24

0,24

25

25

25

25

25

25

25

25

50

50

50

50

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

12,50

12,50

12,50

12,50

13,75

13,75

13,75

13,75

12,00

12,00

12,00

12,00

500

500

500

500

500

500

500

500

720

720

720

720

rubber gasket

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

Rear lamps

quick coupling bajonett version

275,00

275,00

275,00

275,00

300,00

300,00

300,00

300,00

197,80

197,80

197,80

197,80

03




Rear lamp with a triangular reflector for trailers . . Rear lamp with a triangular reflector for trailers

152

®© ©

LN
56
0

through rubber

152

standard

16

\g\
©

bayonet

Attention!

Bayonet socket is not included in the standart version.

f\\‘

83

56
70

DE € @ €Y S0P CAT LT

Unit pack Multipack / carton Multipack / pallet
ID/EAN e e through rubber
Rear combination lamp with an indicator built-in triangular reflector for trailers with all functions: standard -

- position light, bayonet
FT-088 LPM Left lamp with a fog light - STOP light,
5007556002456 - and a number plate light. 1 050 25 59x39x29 12,50 500  120x80x165 275,00 indicator, @
- fog light,
- reversing light. Attention!
5;(1)'72220%?‘;7 - Right ;c;adr !]arrltzﬁn vggrh paI ;tegllelrgs;]r:g light 1 050 25 593929 1250 500  12080x165 275,00 Bayonet socket is not included in the standart version.
DE €& @ 4¢P sioe car Lt
. - Unit pack Multipack / carton Multipack / pallet @
5907556002425 - and a number plate light. 1 050 25 59x39x29 12,50 500  120x80x165 275,00 ) - g
S— Rightrearlamp witha fog light A . rearrle?/r:rzi‘rllvg;tll;gahio.g o 1054 25  598%9 1350 500 12080x165 295,00
5907556002517 - and a number plate light. 1 0,50 25 59x39x29 12,50 500  120x80x165 275,00 and a number plate light.
. . FT-089 P Right rear Iamp wit.h afog light,
FT-088 LPM Left rear lamp with a fog light i reversing light 1 054 25  593%29 1350 500 120x80x165 295,00
BAJONET and a bayonet connector (5 PIN). 1 055 25 593929 13,75 500  120x80x165 300,00 and a number plate light.
5907556002463 All cables and bulbs included.
3 Right rear lamp
o P with a reversing light 1051 25 593929 1275 500 120x80x165 280,00
FT-088 PCOF Right rear lamp with a reversing light and a number plate light.
BAJONET and a bayonet connector (5 PIN). 1 05 25 59x39x29 13,75 500  120x80x165 300,00
5907556002494 All cables and bulbs included. FT-089 L 0 Left rear lamp with a fog light,
BAJONETGPIN  (°5 2 e 105 25 598929 1475 S0 1208065 32000
5907556007796 5 - :
FT-088 LCOF Left rear lamp with a reversing light All cables and bulbs included.
BAJONET and a bayonet conpector. 1 0,55 25 59x39x29 13,75 500  120x80x165 300,00 _ Right rear lamp with a fog light,
5907556002432 All cables and bulbs included. FT-089 P > reversing liaht. number plate liaht
BAJONETGPIN  (°<)h d gPIng’ P g 1 059 25 59x39x29 14,75 500  120x80x165 320,00
s,
FT-088 PPM Right rear lamp with a fog light Left rear| ith a foa liah
BAJONET and a bayonet connector. 1 055 25  59%39%29 13,75 500  120x80x165 300,00 FT-089 L g ,feafl.ampw”ba °|9t'9l.t'ht
5907556002524 Al cables and bulbs included. AMP 7PIN B e e 1 060 25  5939%29 1500 500  120x80x165 325,00
5907556006683 anda connector.
All cables and bulbs included.
FT-088 KLPM Left lampshade FT-089 P Right rear lamp with a fog light,
- . 1 0,24 40 59x39x29 9,60 720 120x80x165 197,80
5907556002395 - with a fog light. AMP 7PIN revesing Jgfl nenber plate ight 1060 25 593929 1500 500 120x80x165 32500
5907556006690 anda connector.
All cables and bulbs included.
FT-088 KPCOF Right lampshade FT-089 P PK = Right rear | ith ing light, number plat
. - 1 0,24 40 59x39x29 9,60 720  120x80x165 197,80 ght rear lamp WIth a reversing fight, number plate
5907556002401 - with areversing light. BAJONET5PIN  d( o0 ) light and a 5 PIN bayonet connector. 1 055 25 593929 13,75 500  120x80x165 300,00
5907556006706 5 All cables and bulbs included.
FT-088 KPPM Right lampshade
: ) 1 0,24 40 59x39x29 9,60 720  120x80x165 197,80 FT-089 KL Left lampshade with a foq light
5907556002418 with a fog light. P giig
- glig 5907556006713 and a reversing light. 1 0,24 40 59x39x29 9,60 720 120x80x165 197,80
FT-088 KLCOF Left lampshade : : :
; " 1 0,24 40 59x39x29 9,60 720  120x80x165 197,80 FT-089 KP Right lampshade with a fog light
5907556002388 - with a reversing light. 5907556006720 and a reversing light. 1 0,24 40 59x39x29 9,60 720  120x80x165 197,80
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~ mp-036/036 B[/ | Combination rear lamp for trailers and vans [Jj [l Rear lamp with a reflector for trailers and vans W\

215

100

©r
s,

)
.

D& 4 S0P CAT LT

i
s crn G | s i 58
qty. kg qty. a kg qty. an kg

Left rear lamp 1043 32 59399 1376 640  120x80x165 280,20

DG & & 49 sTf car) LT 531L with a number plate light.
qty. kg qty. a kg qty. m kg
551P Right lamp. 1 043 32 59x39x29 13,76 640  120x80x165 280,20
i Left rear lamp with a fog light
MD-036 L and a number plate light. 1 034 40 59x39x29 13,60 800  120x80x165 277,00
551KL Left lampshade. 1 016 50 26x30x31 8,00 1000  120x80x165 185,00
: Right rear lamp with a reversing light
MD-036 P and a number plate light. 1 034 40 59x39x29 13,60 800  120x80x165 277,00
551KP Right lampshade. 1 016 50 26x30x31 8,00 1000  120x80x165 185,00

MD-036 L 00 Left rear lamp with a fog light,

BAJONET " number plate light, 1 040 40 59x39x29 16,00 800  120x80x165 345,00
- bayonet connector and a bulb.

MD-036 P q,q, Right rear lamp with a reversing light, . Round rear Iamp for semi-trailers

BAJONET 3 F number plate light, 1 040 40 59x39x29 16,00 800  120x80x165 345,00

bayonet connector and a bulb.

MD-036 KL Left lampshade. 1 0,15 60 59x39x29 9,00 1200  120x80x165 205,00
MD-036 KP Right lampshade. 1 0,15 60 59x39x29 9,00 1200  120x80x165 205,00
i Left rear lamp with a fog light
MD-036LB and a number plate light. 1 0,33 40 59x39x29 13,20 800 120x80x165 289,00
MD-036 P B Right rearlamp withareversing light 4 533 '49 ' 5930500 11320 800  120x80x165 289,00
and a number plate light. ! ! ’
D& STOP LT
MD-036 L B 00 Left rear lamp with a fog light, pL
h number plate light, 1 0,40 40 59x39x29 16,00 800 120x80x165 325,00 : ; :

- qy. kg quy. m kg aty. m kg

- Right rear lamp with a white lampshade,
MD-036 P B {(° .2\, e i FT-099L Left rear lamp

BAJONET - ° Srelj\mrﬂ:)g’]olrl]ge?téor:lt:]nggil’r;;I:(tjealll?llrltt; 1 0,40 40 59x39x29 16,00 800 120x80x165 325,00 5907556002616 with a number plate light. 1 0,25 32 59x39x29 8,00 640 120x80x165 185,00

MD-036 KLB - Left lampshade. 1015 60 59%39%29 900 1200 120x80x165 205,00 o3 Right lamp. 1025 32 593929 800 640  120480x165 185,00
MD-036 KPB - Right lampshade. 1 0,15 60 59x39x29 9,00 1200  120x80x165 205,00 59052?69090;(609 Universal lampshade. 1 0,10 200 59x39x29 20,00 4000  120x80x165 425,00
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Rear lamp, Polonez Truck type . . Rear lamp for trailers and vans

390 Ego -

100
!
@

100

158

57

Y Y
I [
DE @& @ 4¢P STF caAT LT
“ ” w8 | e G
qty. kg qty. (1] kg qty. (] kg
DE & & 49 ST car

] ] ; FT-002 L Left rear lamp with a fog light
soive 3 | ivre— 5 [ RS w0 en o e
qty. kg qty. m kg qty. m kg —

MD-014L FT-002 P Right rear lamp with a reversing light

5007556003422 Left rear lamp. 17 080 18 59x39x29 14,40 360  120x80x165 313,00 5907556000339 and a number plate light. 1 037 36 59x39x29 1332 720  120x80x165 291,40
MD-014P ) FT-002 KL

5007556003439 Right rear lamp. 1 080 18 59x39x29 14,40 360  120x80x165 313,00 5907556000308 - Left lampshade. 1 015 8 59x39x29 1230 1640  120x80x165 271,00

MD-014 K FT-002 KP :
5907556003415 _ Rear lampshade. 1027 100  59x39x29 27,00 2000  120x80x165 565,00 5907556000315 - Right lampshade. 1T 015 8 59x39x29 1230 1640  120x80x165 271,00

- wmpo22  [/| 5-segment rear lamp, Polonez Truck type / smooth lampshade ] || Rear lamp for trailers and vans W\
390 80 285
® efiiiiiile ) @ <
| 158 |
‘ M8
A T % ]

a 7Y
I 0 DE P sT0P LT
o = ] e [l s T
qty. kg qty. m kg qty. m kg

DE € @ @Y sioe car

Left rear lamp
sa9l. - im0 om n maw® R o0 Ak W
qty. kg aty. m kg qty. am kg
MD-022 L .
Left rear lamp. 1 0,77 18 59x39x29 13,86 360 120x80x165 302,20 549P Right rear lamp. 1 041 32 59x39x29 13,12 640 120x80x165 287,40
5907556003545
MD-022 P .
Right rear lamp. 1 0,77 18 59x39x29 13,86 360 120x80x165 302,20 549 KL Left lampshade. 1 0,13 50 26x30x31 6,50 1000  120x80x165 155,00
5907556003552
LR Rear lampshad ight lampshad
5007556003538 ear lampshade. 1 0,22 100 59x39x29 22,00 2000  120x80x165 465,00 549 KP Right lampshade. 1 0,13 50 26x30x31 6,50 1000  120x80x165 155,00
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5-segment rear lamp with an integrated socket . . Universal rear lamp for trailers

300

190
%

130

e
5

90

80

DE @ @ @P ST0P cAT LT

= S\
qty. kg qty. m kg qty. [ kg DE 4P sT0p LT - -
. Unit pack Multipack / carton @ Multipack / pallet @
FT-035 L Leﬂ fear Iamp‘ 1 0,71 28 70X51X43 19,88 168 120)(80)(144 144,28 -
qty. kg qty. m kg qty. m kg

MD-002 L Left rear lamp

4 R with a number plate light 1T 0715 120  59%39x29 18,00 2400  120x80x165 385,00
FT-035 P Right rear lamp. 1T 071 28 70x51x43 19,88 168  120x80x144 144,28
MD-002 P Right rear lamp
T T without anumber plate light, 1T 0715 120  59%39x29 18,00 2400  120x80x165 385,00
FT-035 KL Left lampshade. 1 018 48 503929 864 960 120x80x165 197,80
MD-002 L Left rear lamp
BAJONET with a number plate light T 017 120  59%39x29 20,40 2400  120x80x165 433,00
FT-035 KP - Right lampshade. 1 018 48  59%x39%x29 864 960  120x80x165 197,80 5907556002791 and a 5PIN bayonet connector.
MD-002 P Right rear lamp
. . . BAJONET without a number plate light 1 0,17 120 59x39x29 20,40 2400  120x80x165 433,00
MD-016 Il Round universal rear lamp for semi-trailers . 5907556002814 with a SPIN bayonet connector.
593’7'252832577 Universal lampshade. 1004 324 593929 1296 6480  120x80x165 26420

DE @Y S0P LT

[ [ = | = [l Amee T
qty. kg qty. m kg qty. m kg

Left rear lamp 1

MD-016 L with a number plate light. 028 38 59x39x29 1064 760  120x80x165 237,80
MD-016 P Right rear lamp. 1 028 38 59x39x29 1064 760  120x80x165 237,80
MD-016 K Universal lampshade. 1 0,70 100 59x39x29 10,00 2000  120x80x165 225,00
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i LED clearance 1-functional (LED sprayer light) \\\ Fro00LED

1-functional LED lamp — low power consumption
ElectroMagnetic Compatibility (EMC) homologation
shock-resistance — PC lampshade

Optional polarity connection

Lamp is equipped with the hermetic QS junction:
QS-150 FRISTOM

Lamp functions:
- Universal light that illuminates plant health products misting zone
- Application: Agriculture

Lamp parameters:

- supply votlage — from 12V up to 15V DC
- Operating tempereature: —40°C do +55°C
- effective (measured) light beam = 80 Im

- lamp is resistant to any weather conditions
- lamp is fully airtight

Power consumption:
-12V=0,065A
Power consumption (rated power):
-12V=1W
- L _
AN
<~
>
< 5,@
1 o™
| =\
© | 0
< ™
‘ ——
B B

- Mu'tipaCk : pa”et
qty. kg qty. m kg .
F";;?&%%lbfzn ﬂ LED clearance lamp 12V, white, with 0 0%
5907556010215 . ’ 0,2 m cable and Q5150 connector.
LED clearance lamp 12V, red, with 0 02
0,2 m cable and Q5150 connector. ¢
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~ 1060 LED /[ LED clearance 2-functional [JJj  [J] LED dlearance 2-functional \\\ Froe0LED

Jo»
e0e

SM LECe

o N = e R
qty. kg qty. m kg qty. m kg

[—

EE=

2-functional LED clearance lamp - low power consumption.
European E9 homologation

ElectroMagnetic Compatibility — EMC certificate
Shock-resistance — PClampshade

Optional polarity connection

Lamp functions:

- rear clearance light with reflector
- front clearance light with reflector
- side clearance light with reflector

; i oo, FT-060 B LED White LED clearance lamp 12-30V
Tisggll;cllstggzlﬁczaglzcbc [ k J | 5907556009875 . with reflector and wire harness. 2 0,170 [250 = B
- operating temperature: — 40°C to +55°C ‘ _
- lamp is resistant to any weather conditions @ FT-060 C LED Red LED clearance lamp 12-30V
-lampis fully airtight ] 45 SR 5907556009905 with reflector and wire harness. 2 0,170 [250' (= 59x39x29 2258 5000  120:80x165 450,00
Power consumption:
- white or yellow light 12V/24V = 0,04A/0,04A FT-060 L B+K White LED clearance lamp 12-30V,
-red light 12V/24V = 0,03A/0,03A LED left with reflector, mounting holder 1 0150 120  59x39x29 18,00 2400  120x80x165 385,00
Rated 5907556009851 and wire hamess
ated power:
o . _ g%q)
e o ah FT-060 L C+K Red LED dlearance lamp 12-30V,
9 - 4 L J — LED left with reflector, mounting holder 1 0,150 120 59x39x29 18,00 2400  120x80x165 385,00
= 5907556009882 and wire harness.
FT-060 P B+K White LED clearance lamp 12-30V,
LED right with reflector, mounting holder 1 0,150 120 59x39x29 18,00 2400  120x80x165 385,00
mw 5907556009868 and wire harness.
2 | FT-060 P C+K Red LED clearance lamp 12-30V,
J 22 LED right with reflector, mounting holder 1 07150 120  59x39x29 18,00 2400  120x80x165 385,00
83 5907556009899 and wire harness.
I 1
CABLE OUTPUT ;
FT-060 Z LED Yellow LED clearance lamp 12-30V with
8@0 M 5907556009929 . reflector and wire harness. 2 070 250  59x39x29 21,25 5000  120x80x165 450,00
Yellow LED clearance lamp 12-30V
I A ooty with reflector, mounting holder 1015 120 593929 1800 2400  120480x165 385,00
and wire harness.
|~ KAT FT-060 3
5907556009974 Angle holder for FT-017 clearance lamps. ~ 2 0,126
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“Fr-140 LD /)

56

LED clearance 3-functional . . LED clearance 3-functional

CI®

3-functional universal LED clearance lamp with the rubber bracket
and removable opitacal module — low power consumption

- european E9 homologation

- ElectroMagnetic Compatibility — EMC certificate

- shock-resistance — PC lampshade
- optional polarity connection

Lamp functions:

- white clearance light
- red clearance light

- yellow clearance light

Technical specification:
- supply voltage: 12-36V DC

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions

- lamp is fully airtight

Power consumption:
-12V/24V =0,1A/0,1A

Power consumption / Rated power:
-12V/24V =1,2W/2, 4W

Clearance lamps

FT-140 ALED

FT-140 W LED

190

FT-140 F LED

152

138

108,5

N

M6 DIN931 prefered &

{

96

58

113

49

|
|
052

SM LECe

ID/EAN

FT-140 AL LED
5907556008403

FT-140 ALLED
*Qs075
5907556008632

FT-140 ALLED
*QS150
5907556008595

FT-140 AP LED
5907556008410

FT-140 AP LED
*QS075
5907556008625

FT-140 AP LED
*QS150
5907556008588

FT-140 F L LED
5907556008427

FT-140 F L LED
*QS075
5907556008649

FT-140 F L LED
*QS150
5907556008601

FT-140 F P LED
5907556008434

FT-140F P LED
*Qs075
5907556008656

FT-140 F P LED
*QS150
5907556008618

FT-140 W L LED
5907556008724

FT-140 W L LED
*QS075
5907556009066

FT-140 W L LED
*QS150
5907556009042

FT-140 W P LED
5907556008731

FT-140W P LED
*QS075
5907556009059

FT-140 W P LED
*QS150
5907556009035

-
’
-
-
’
-
N
'
P
"
ﬂ
.
|
-
~
.

AR R R

Description

3-functional LED side marker, left,
short straight rubber bracket, 2x0.75 mm’
cable 0.5m long.

3-functional LED side marker, left, short
straight rubber bracket, 2x0.75 mm?
cable 0.5 m long with Q5075 connector.

3-functional LED side marker, left, short
straight rubber bracket, 2x0.75 mm?
cable 0.5 m long with Q5150 connector.

3-functional LED side marker, right,
short straight rubber bracket, 2x0.75 mm?
cable 0.5 m long.

3-functional LED side marker, right,
short straight rubber bracket, 2x0.75 mm’
cable 0.5 m long with Q5075 connector.

3-functional LED side marker, right,
short straight rubber bracket, 2x0.75 mm’
cable 0.5 m long with Q5150 connector.

3-functional LED side marker, left, long,
slanted rubber arm, 2x0.75 mm?
cable 0.5m long.

3-functional LED side marker, left, long,
slanted rubber arm, 2x0.75 mm?
cable 0.5 m long with QS075 connector.

3-functional LED side marker, left, long,
slanted rubber arm, 2x0.75 mm?
cable 0.5 m long with Q5150 connector.

3-functional LED side marker, right,
long, slanted rubber arm, 2x0.75 mm”
cable 0.5m long.

3-functional LED side marker, right,
long, slanted rubber arm, 2x0.75 mm”
cable 0.5 m long with QS075 connector.

3-functional LED side marker, right,

long, slanted rubber arm, 2x0.75 mm? cable

0.5 m long with Q5150 connector.

3-functional LED side marker, left,
short rubber arm (hanging version),
2x0.75 mm? cable 0.5 m long,

3-functional LED side marker, left,
short rubber arm (hanging version),
2x0.75 mm? cable 0.5 m
long with Q5075 connector.

3-functional LED side marker, left,
short rubber arm (hanging version),
2x0.75 mm’ cable 0.5 m
long with Q5150 connector.

3-functional LED side marker, right,
short rubber arm (hanging version),
2x0.75 mm” cable 0.5 m long.

3-functional LED side marker, right,
short rubber arm (hanging version),
2x0.75 mm’ cable 0.5 m
long with Q5075 connector.

3-functional LED side marker, right,
short rubber arm (hanging version),
2x0.75 mm’ cable 0.5 m
long with Q5150 connector.

Omega holder is not included in the basic accessories of the lamp.

Unit pack

0,14

0,19

0,19

0,14

0,19
1 019
1 022
1 027
1 027
1 022
1 027
1 027
1 016
1T 021
1T 02
1 016
1T 02
1T 02

Multipack / carton ﬁ

140

140

140

140

140

140

80

80

80

80

80

80

160

160

160

160

160

160

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

kg

19,60

26,60

26,60

19,60

26,60

26,60

17,60

21,60

21,60

17,60

21,60

21,60

25,60

33,60

33,60

25,60

33,60

33,60

qty.
2800  120x80x165
2800  120x80x165
2800  120x80x165
2800  120x80x165
2800  120x80x165
2800  120x80x165
1600 120x80x165
1600  120x80x165
1600  120x80x165
1600  120x80x165
1600  120x80x165
1600  120x80x165
3200  20x80x165
3200  20x80x165
3200  20x80x165
3200  20x80x165
3200  20x80x165
3200  20x80x165
Clearance lamps

A\\ Fr-140LED
Multipack / pallet @

417,00

557,00

557,00

417,00

557,00

557,00

377,00

457,00

457,00

377,00

457,00

457,00

537,00

697,00

697,00

537,00

697,00

697,00

57




~Froas ca en/ /4

FT-038 (B LED

LED clearance 2-functional . . LED clearance 3-functional

L\ Fr-oas LED

FT-038 11 LED

FT-038 (B I LED FT-038 (B II LED FT-038 LED FT-038 I LED

3-functional universal LED clearanc lamp — low power consumption
- european E9 homologation

- ElectroMagnetic Compatibility — EMC certificate

- shock-resistance — PC lampshade

- optional polarity connection

Technical specification:

- supply voltage: 12-36V DC

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions
- lamp is fully airtight

2-funtional LED clearance lamp — low power consumption
- european E9 homologation

- ElectroMagnetic Compatibility — EMC certificate

- shock-resistance — PC lampshade

- optional polarity connection

Technical specification:

- supply voltage: 12-36V DC

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions
- lampiis fully airtight

Lamp functions:

- white clearance light
- red clearance light

- yellow clearance light

Power consumption / Rated power:
-12V=0,08A/1W
-24V=0,08A/2W

Lamp functions:
- white clearance light
- red clearance light

Power consumption / Rated power:
-12V=0,04A/0,5W
-24V=0,04A/1W

) €

SM LEC e
el I N N TR
qty. kg aty. m kg qty. m kg . 9 o 9 a- 9
FT-038 CB LED LED dlearance lamp, bifunctional, orc I o SoreEs0 - a(Leug?hgcril(af?gﬁtt gﬁgcntclioﬂgle) 2015 250  590%9 1875 5000  120x80x165 400,00
5907556006522 with a sidelight (front and tail). g Ko g HEUK / 0.5m long cable.
P FT-038 LED LED clearance lamp, trifunctional
FT-038 (B LED LED clearance lamp, bifunctional, . ‘ : L1e! Hun A
%QS075 ‘ F with a sidelight (front and tail) 020 250 598929 2500 5000  120x80x165 525,00 O F witha ﬂﬂ;"c%'l‘fl Lt ;%'SS'}‘; i'dpee)' 2 020 e R 000 120:80d165 525,00
5907556006539 and a cable with a Q5075 connector. ’ YPpe.
LED clearance lamp, trifunctional
. . FT-038 LED . AT . B
FT-038 CB LED LED clearance lamp, bifunctional, . oo0e with a sidelight (front, side and tail),
%0$150 oe F with a sidelight (front and tail) 020 250  59x39x29 2500 5000  120x80x165 525,00 O F 0.5 mlong cable 2020 250 593929 2500 5000 120x80x165 525,00
5907556006546 and a cable with a Q5150 connector. with a QS150 connector.
LED clearance lamp, trifunctional
LED clearance lamp, bifunctional, FT-038 | LED with a sidelight (front, side and tail),
59%5353&82;53 with a sidelight (front and tail), 015 200 593929 1500 4000  120x80x165 325,00 5907556006461 onan extendeld straigbi}t bracket, 2 0T R I 1000 120xd0x165 | 325,00
on an extended straight bracket. 0.5 m long cable.
LED clearance lamp, bifunctional, ‘ LED clearance lamp, trifunctional
FT-038 (B | LED e i FT-038 | LED S e ;
%QS075 ‘ F ieR R et 020 200 593929 2000 4000 120x80x165 42500 *QS075 withasideight (front sdeandtall)l 5 050 200 596909 2000 400 12080165 425,00
5007556006560 ( ght bracket, 5007556006478 on an exten ed straight bracket, 0.5 m
cable with a Q5075 connector. long cable with a QS075 connector.
FT-038 CB | LED 00 LED clearance lamp, bifunctional, ooe
5 with a sidelight (front and tail), LED dl | ifunctional
Qs150 ; 0,20 200 59x39x29 20,00 4000  120x80x165 425,00 FT-038 I LED clearance lamp, trifunctiona
5907556006577 on an extended straight bracket, h with a sidelight (front, side and tail),
0.5 m cable with a Q5150 connector. 007 355610%%485 F on an extended straight bracket, 0.5 m 2 0,20 200 59x39x29 20,00 4000  120x80x165 425,00
1038 CB 11 LED LED dlearance lamp, bifunctional, long cable with a Q5150 connector.
5007556006584 with a sidelight (front and tail), 0,15 200 59x39x29 15,00 4000  120x80x165 325,00
on an angle bracket. FT-038 Il LED LED clearance lamp, trifunctional
5907556006492 with a sidelight (front, side and tail), 2 020 200  59x39x29 20,00 4000  120x80x165 425,00
LED clearance lamp, bifunctional on an angle bracket, 0.5 m long cable.
FT-038 (B II LED P, b A&
*QS075 with a sidelight (front and tail), 020 200 593929 20,00 4000  120x80x165 42500 LED dlearance lamp, trifunctional
5907556006591 QA Dl R SNIED with a sidelight (front,side and tail
cable with a Q5075 connector. *QS075 ! ! 2 0,15 200 59x39x29 15,00 4000  120x80x165 325,00
5907556006508 onan angle bracket, 0.5 m long cable
(o] ) o with a QS075 connector.
LED clearance lamp, bifunctional —
FT-038 (B Il LED e ’ Lo LED clearance lamp, trifunctional
with a sidelight (front and tail), FT-038 Il LED . S guL )
*QS150 F on an angle bracket, 0,20 200 59x39x29 20,00 4000  120x80x165 425,00 *Q5150 OO. with a sidelight (front, side and tail), ) 015 200 50x39x29 1500 4000  120x80x165 325,00
5907556006607 2 on an angle bracket, 0.5 m long cable
cable with a Q5150 connector. 5907556006515 with a Q5150 connector
Omega holder is not included in the basic accessories of the lamp. Omega holder is not included in the basic accessories of the lamp.
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- Fr027 LED [/ LED clearance lamp [Jj [ LED dearance lamp \\\Fr027LeED
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1-functional LED clearance lamp — low power consumption Technical specification:
- european E9 homologation - supply voltage: 12-36V DC
- ElectroMagnetic Compatibility — EMC certificate - operating temperature: — 40°C to +55°C CAT SM LECs
- shock-resistance — PClampshade - lamp is resistant to any weather conditions
- integrated 2x0.75 mm? cable i ID/EAN Photo Description T
Power consumption / Rated power: qty. kg qty. m kg qty. m kg
Lamp functions: - white or yellow clearance light:
- clearance light 12V=0,04A/0,5W/24V=0,04A/1TW FT-027 B LED White LED clearance lamp
- red clearance light: 5907556004948 with a cable. 10070 R 4000  120:80x165 305,00
12V=0,03A/0,4W/24V=0,03A/0,8W
FT-027 B LED .
White LED clearance lamp
*QS075 r . 10 070 200  59x39x29 14,00 4000  120x80x165 305,00
5907556005006 with a cable and a Q5075 connector.
FT-027 B LED .
%0150 .. i ars oD o 10 070 200 596909 1400 4000 120806165 30500
5907556004979 ‘
FT-027 Z LED Yellow LED clearance lamp
5907556004962 with a cable. 10 070 200  59x39x29 14,00 4000  120x80x165 305,00
FT-027 Z LED
Yellow LED clearance lamp
*QS075 r ' 10 070 200  59x39x29 14,00 4000  120x80x165 305,00
5907556005020 with a cable and a Q5075 connector.
FT-027 Z LED
*QS150 With\E/]ella()l;/i/eLaErE)che(a)gr;coeclgrr::]pector 10 070 200  59x39x29 14,00 4000  120x80x165 305,00
5907556004993 ’
FT-027 CLED Red LED clearance lamp
5007556004955 with a cable. 0 070 200  59x39x29 14,00 4000  120x80x165 305,00
FT-027 CLED
Red LED clearance lamp
*QS075 .. ' 0 070 200  59x39x29 14,00 4000  120x80x165 305,00
5907556005013 with a cable and a Q5075 connector.
FT-027 CLED
%Q$150 .. it 2 a0 070 200 596909 1400 4000 1204806165 30500
5907556004986 ‘

Omega holder is not included in the basic accessories of the lamp.
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~ rro45LED [/ LED clearance und decorative lamps [Jj [ LED clearance lamp \\\Fro17LeED

225

82
110 130

1-functional LED clearance lamp

- european E9 homologation T o

- ElectroMagnetic Compatibility — EMC certificate ’ /W‘T\fﬁ%ﬂ i

- shock-resistance — PClampshade

- - optional polarity connection opening exit of cable harness loaaed
=== - integrated 2x0.75 mm? cable with rectangular wrapping B

Lamp functions: Qs @ @
1-functional LED clearance lamp — low power consumption. Cbrbib 30,5 - dearance light ] J
- european E9 homologation for (white,red and yellow light) I I Technical specification:
- ElectroMagnetic Compatibility — EMC certificate ~supply voltage: 12-36Vb( | 130
- shogk»resman_ce -PC Iampshade g% Q - operating temperature: — 40°C to +55°C 16
- optional polarltx connection ) - lamp is resistant to any weather conditions 50
In a standard version the lamps are applied to be mounted on the flat surfaces. ~lampis fully airtight 35,5
Optionally the installation at the grille saver bull bars, bumper guards and body armors can be carried 82 24,5
out by using a transparent FT-045 PG T rubber gasket that is not included in a standard version of the ‘ 110 | Power consumption / Rated power:
product. - white or yellow clearance light: 12V=0,04A/0,5W/24V=0,04A/1W ] LA ~ °

- red clearance light: 12V=0,03A/0,4W/24V=0,03A/0,8W 7 — =
Lamp functions: g \—ﬁ
- clearance light (white, yellow and red) q)@(?

- decorative light (blue and green)
CAT SM LEC-

Technical specification:

- supply‘voltage: 12-36V DC ) ) ID/EAN Photo Description Multipack / carton @ Multipack / pallet @

- operating temperature: — 40°C to +55°C av. ko ay = ko . p= ko

- lamp is resistant to any weather conditions : : '

- lampis fully airtight

FT-017 B LED White LED clearance lamp
Power consumption: 5907556001725 with a cable. 10 051 350 59x39x29 17,85 7000  120x80x165 382,00
- clearance light: 12V/24V = 0,08A/0,08A
: FT-017 BLED :
Power consumption / Rated power: White LED clearance lamp
- dearance ght: T2V/24¥ = 1W2W 590;3556007051412 — '. with a cable and a Q5075 connector. 10056 FOONRSORGHAS 224011 8000  120x80x165 473,00
FT-017 BLED :
s el *Q$150 '. it ‘a"’cha'ﬁefgd"a‘*g’;]"s‘gl"(’)’rz‘g’ecmr 10 056 400 593929 2240 8000  120x80x165 473,00
_ ] _ 5907556001732 :
ID/EAN Photo Desciption Unit pack Multipack / carton @ Multipack / pallet @
aty. [ koo MOG: an ROM . an kg FT-017 ZLED Yellow LED clearance lamp
5907556001763 whihA @R 10 051 350 59x39x29 17,85 7000  120x80x165 382,00
oot C'earza)focig“;’r‘;ez’cﬁ?e'??gﬁ"°W' 10 0588 400 596929 23520 8000 120xB0x165 472900
’ o FT-017 ZLED
o Yellow LED clearance lamp
QS075 F with a cable and a QS075 connector. 10 0,56 400 59x39x29 22,40 8000  120x80x165 473,00
5907556004450
et R 10 058 400 596929 23520 8000 120x80x165 472900 p—
*QS150 '. thY:l';’gfiaﬁ?d":gﬁns%eclgﬁnnpecwr 10 056 400  59%39%x29 22,40 8000  120x80x165 473,00
5907556001817 ’
FT-045 B LED (learance marker LED lamp, white,
! ! 10 0588 400  59x39x29 23520 8000  120x80x165  4729,00 FT-017 CLED Red LED clearance lam
5907556008328 2x0.75 mm” cable (0.5 m). p
x0.75 mm* cable (0.5 m) 5907556001800 with a cable. 10 051 350 59x39x29 17,85 7000  120x80x165 382,00
. FT-017 CLED
FT-045 ZIEL LED Decorative LED lamp, green, Red LED clearance lamp
5907556008373 240.75mn cable (0.5m). 10 0588 400  59:39x29 23520 8000  120x80x165  4729,00 e — '. witha cableand 2 05075 comector, 10 056 400 593929 2240 8000  120xB0x165 473,00
FT-017 CLED
i Red LED clearance lamp
FT-045 N LED Decorative LED lamp, blue, *QS150 r ; 10 0,56 400 59x39x29 22,40 8000  120x80x165 473,00
5907556008366 2x0.75 mm? cable (0.5 m). 10 0588 400  59x39x29 23520 8000  120x80x165  4729,00 5907556001770 with a cable and a Q5150 connector.
KAT Angle holder for FT-017 / FT-018
FT-045 PG T Rubber gasket (transparent) for FT-045 LED FT-017/FT-018 T clearance lamps. 10 020
5907556008359 mounted at grille saver bull bars, 10 022 5907556002678 Both sides mounting possibility.

bumper guards and body armors. .
Omega holder is not included in the basic accessories of the lamp.
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130
@F 1 2
TN Al
~~__opening exit of cable harness loaaed
with rectangular wrapping
- @@
9 o
™
100
1-functional LED clearance lamp — low power consumption
- european E9 homologation
- ElectroMagnetic Compatibility — EMC certificate
- shock-resistance — PC lampshade 1- functional LED clearance lamp — low power consumption Power consumption / Rated power: °
- optional polarity connection - european E9 homologation - white or yellow clearance light g 7 ©
- integrated 2x0.75 mm? cable 3 - FlectroMagnetic Compatibility — EMC certificate 12V= 0,04A/0,5W/24V=0,04A/1W & | @
. - shock-resistance — PC lampshade - red clearance light j
Lamp f“"‘?'°“5: - optional polarity connection 12V=0,03A/0,4W/24V=0,03A/0,8W
- dlearance light - integrated 2x0.75 mm? cable 130
Technical specification: Lamp functions:
- supply voltage: 12-36V DC 50 - clearance light 50
- operating temperature: — 40°C to +55°C ) o 355
- lamp s resistant to any weather conditions 30 Technical specification: 245
-lampis fully airtight o - supply voltage: 12-36V DC
. 20 [0 - operating temperature: — 40°C to +55°C ] LA ~
Power consumption / Rated power: - lamp is resistant to any weather conditions D - @
- white or yellow clearance light: 12V= 0,04A/0,5W/24V=0,04A/1W | | | | - lamp s fully airtight \—ﬁ
- red clearance light: 12V=0,03A/0,4W/24V=0,03A/0,8W 4 q)@(?

CAT SM LECe

| T S AR
qty. kg qty. m kg qty. m kg

S

%
‘f\
N
‘f\
N
N
N
\
5
18

CAT SM LEC-

ol I I I R T
qty. kg qty. m kg qty. m kg

FT-018 B LED White LED clearance lamp
5907556001848 with a cable. 10 051 350 59x39x29 17,85 7000  120x80x165 382,00
FT-017 B+K LED White LED clearance lamp
5907556001749 with an angle holder and a cable. 0053 B 253923 B e e FT-018 B LED White LED I |
*QS075 | .. - 'ffl T 10 056 400 59%39x29 2240 8000  120x80x165 473,00
' 5007556004474 with a cable and a Q5075 connector.
FT-017 B+K LED White LED clearance lamp
*QS075 .. with an angle holder, cable 10 058 400 59x39x29 23,20 8000  120x80x165 489,00 FT-018 B LED
2907556004429 and 2 05075 connector. %QS150 .. e o, 10 036 400 590909 240 8000 120630165 473,00
5907556001855 ’
FT-017 B+KLED White LED clearance lamp
*QS150 .. with an angle holder, cable 10 0,58 400  59x39x29 23,20 8000  120x80x165 489,00 T YellowLED d |
5907556001756 and a Q5150 connector. - €llow LED clearance lamp
5907556001886 whihAEHE. 10 051 350 59x39x29 17,85 7000  120x80x165 382,00
FT-017 Z+K LED Yellow LED clearance lamp
) 0 053 350  59x39x29 18,55 7000  120x80x165 396,00 FT-018 ZLED
207536001787 with an angle holder and a cable. %QS075 | o Clow LED deararice lamp 10 056 400 539%29 2240 8000 120480165 473,00
5007556004498 with a cable and a Q5075 connector.
FT-017 Z+KLED Yellow LED clearance lamp
*QS075 .. with an angle holder, cable 10 058 400 59x39x29 23,20 8000  120x80x165 489,00 FT-018 Z LED Yellow LED clearance lam
5907556004467 and a QS075 connector. *QS150 ith a cable and a 051 P 10 0,56 400 59x39x29 22,40 8000  120x80x165 473,00
5007556001893 with a cable and a QS150 connector.
FT-017 Z+K LED Yellow LED clearance lamp
*QS150 .. with an angle holder, cable 10 058 400 59x39x29 2320 8000  120x80x165 489,00 FT-018 C LED Red LED clearance lam
5907556001831 and a Q5150 connector. 5907556001862 with a cable. P 10 0,51 350 59x39x29 17,85 7000 120x80x165 382,00
FT-017 C(+K LED Red LED clearance lamp FT-018 CLED
5907556001824 withanangle holderandacable. 10 03 350 593929 18,55 7000  120xB0x165 396,00 *QS075 ‘ .. _ Red LED dearance lamp 10 056 400 593929 2240 8000  120x80x165 473,00
5007556004481 with a cable and a Q5075 connector.
FT-017 C+K LED .. Red LED clearance lamp FT-018 CLED : : :
*QS075 with an angle holder, cable 10 0,58 400 59x39x29 23,20 8000  120x80x165 489,00 * Red LED clearance lamp
I L 5907%5610502879 .. witha ableand 2 05150 comector. 10 056 400 59:3929 2240 8000  120x80x165 473,00
FT-017 C+K LED Red LED clearance lamp KAT Angle holder for FT-017 / FT-018
*QS150 .. with an angle holder, cable 10 058 400  59x39x29 23,20 8000  120x80x165 489,00 FT-017/F1-018 it clearance lamps. 10 0,20
5907556001794 and a Q5150 connector. 5907556002678 Both sides mounting possibility.
Omega holder is not included in the basic accessories of the lamp. Omega holder is not included in the basic accessories of the lamp.
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1-functional LED clearance lamp — low power consumption

- european E9 homologation

- ElectroMagnetic Compatibility — EMC certificate 1-functional LED clearance lamp — low power consumption 110

- shock-resistance — PC lampshade 110 - european E9 homologation

- optional polarity connection 84 - ElectroMagnetic Compatibility — EMC certificate

- integrated 2x0.75 mm” cable - shock-resistance — PClampshade

Lamp functions: - optional polarity connection / \

) - integrated 2x0.75 mm? cable
- clearance light

Technical specification: {9, \éi 3 -L?f:a':af:;?l?:s;
- supply voltage: 12-36V DC o 9
- operating temperature: — 40°C to +55°C s Technical specification:

- lamp is resistant to any weather conditions - supply voltage: 12-36V DC

- lamp is fully airtight

2x0.75 mm? cable

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions

Power consumption / Rated power:

- white or yellow clearance light
12V=10,04A/0,5W/24V=0,04A/1W
- red clearance light

CAT SM LEC-

S I I Ny 1L TR
qty. kg qty. m kg qty. m kg

12V=0,03A/0,4W/24V=0,03A/0,8W

1=500 mm L

o

S —

- lamp is fully airtight

Power consumption / Rated power:
- white or yellow clearance light
12V=0,04A/0,5W/24V=0,04A/1W
- red clearance light
12V=0,03A/0,4W/24V=0,03A/0,8W

CAT SM LEC-

A5 15 15

29

ol I I I R T
qty. kg qty. m kg qty. m kg

FT-019 B LED White LED clearance lamp
5907556001909 with a cable. 10 051 300 59x39x29 1530 6000  120x80x165 331,00
FT-019 B+K LED White LED clearance lamp
FT-019 B LED Whie L cesrance 5907556001923 with an angle holder and a cable. 10 095 200 59x39x29 19,00 4000  120x80x165 405,00
590;5%56%7021 - with a cable and 2105075 connector. 10 056 300 59x39x29 16,80 6000  120x80x165 361,00
FT-019 B+K LED White LED clearance lamp
FT-019 B LED *QS075 .. with an angle holder, a cable 10 1,00 200  59x39x29 20,00 4000  120x80x165 425,00
o White LED clearance lamp 5907556004511 and a QS075 connector.
590725561050(:916 ) e R 10 0,56 300 59x39x29 16,80 6000  120x80x165 361,00
FT-019 B+K LED White LED clearance lamp
*QS150 .. with an angle holder, a cable 10 1,00 200 59x39x29 20,00 4000  120x80x165 425,00
o ke Vellow LED dearance lamp 10 051 300 593929 1530 6000  120x80x165 331,00 5907556001930 anda QS50 connector.
FT-019Z+KLED Yellow LED clearance lamp
FT;?” oL Yellow LED clearance lamp 5907556002005 with an angle holder and a cable. 10 035 19,004 4000  120x80x165 405,00
Qs075 T 1 e e 10 0,56 300 59x39x29 16,80 6000  120x80x165 361,00
5907556004542 ’
FT-019Z+K LED Yellow LED clearance lamp
FT-019 Z LED b e dieme | *QS075 .. with an angle holder, a cable 10 1,00 200 59x39x29 20,00 4000  120x80x165 425,00
*QS150 with a cable and a 0$150 connz o 10 0,56 300 59x39x29 16,80 6000  120x80x165 361,00 5907556004559 and a QS075 connector.
5907556001992 ’
FT-019 Z+K LED .. Yellow LED clearance lamp
g *QS150 ith an angle holder, a cable 10 1,00 200 59x39x29 20,00 4000  120x80x165 425,00
SSO7356001047 e aae 10 051 300 596929 1530 6000 120804165 331,00 A a0 Q150 comector, -
FT-019 CLED FT-019 (+KLED Red LED clearance lamp
*QS075 With s e o 10 056 300 596909 1680 6000 12080xi65 361,00 5907556001961 wiith a cable. 10055 B R 4000 120xB0x165 - 405,00
5907556004528 :
FT-019 C LED ’ | | FT-019 C+K LED Red LED clearance lamp
* Red LED clearance lamp *QS075 .. with an angle holder, a cable 10 1,00 200  59x39x29 20,00 4000  120x80x165 425,00
590750559050(:954 e o B e e 10 0,56 300 59x39x29 16,80 6000  120x80x165 361,00 5907556004535 and a 0075 connector.
FT-019 C(+K LED Red LED clearance lamp
KATFT-019 - Anglle handleI 0020 *QS150 .. with an angle holder, a cable 10 1,00 200  59x39x29 20,00 4000  120x80x165 425,00
2907556005587 or FT-19 dlearance lamps. 5907556001978 and a QS150 connector.
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1-functional LED clearance lamp — low power consumption

- european E9 homologation

- ElectroMagnetic Compatibility — EMC certificate

- shock-resistance — PC lampshade
- optional polarity connection
- integrated 2x0.75 mm’ cable

Lamp functions:
- clearance light

Technical specification:

- supply voltage: 12-36V DC

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions

- lamp s fully airtight

Power consumption / Rated power:
- white or yellow clearance light
12V=0,04A/0,5W/24V=0,04A/TW
- red clearance light
12V=0,03A/0,4W/24V=0,03A/0,8W

CAT SM LECe

I N B el R
qty. kg qty. m kg qty. (] kg

FT-020 B LED
5907556002029

FT-020 B LED
*QS075
5907556004566

FT-020 B LED
*QS150
5907556006881

FT-020 Z LED
5907556002104

FT-020Z LED
*Qs075
5907556004603

FT-020Z LED
*QS150
5907556006898

FT-020 CLED
5907556002067

FT-020 CLED
*QS075
5907556004580

FT-020 CLED

*QS150
5907556006904

KAT FT-020
5907556005594

68 Clearance lamps
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White LED clearance lamp
with a cable.

White LED clearance lamp
with a cable and a Q5075 connector.

White LED clearance lamp
with a cable and a Q5150 connector.

Yellow LED clearance lamp
with a cable.

Yellow LED clearance lamp
with a cable and a Q5075 connector.

Yellow LED clearance lamp
with a cable and a Q5150 connector.

Red LED clearance lamp
with a cable.

Red LED clearance lamp
with a cable and a Q5075 connector.

Red LED clearance lamp
with a cable and a Q5150 connector.

Angle handle
for FT-020 clearance lamps.

10

10

10

10

10

10

10

10

0,65

0,70

0,70

0,65

0,70

0,70

0,65

0,70

0,70

0,20

120
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1-functional LED clearance lamp — low power consumption

- european E9 homologation

- ElectroMagnetic Compatibility — EMC certificate

- shock-resistance — PC lampshade
- optional polarity connection
- integrated 2x0.75 mm’ cable

Lamp functions:
- clearance light

Technical specification:

- supply voltage: 12-36V DC

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions

©
<
O
; %
2x0.75 mm? cable
1=500 mm L
: i i |
‘Ql\;//ljj X

250 59x39x29

300 59x39x29

300 59x39x29

250 59x39x29

300 59x39x29

300 59x39x29

250 59x39x29

300 59x39x29

300 59x39x29

16,25

21,00

21,00

16,25

21,00

21,00

16,25

21,00

21,00

5000

6000

6000

5000

6000

6000

5000

6000

6000

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

350,00

445,00

445,00

350,00

445,00

445,00

350,00

445,00

445,00

- lamp is fully airtight

Power consumption / Rated power:
- white or yellow clearance light
12V=10,04A/0,5W/24V=0,04A/1W

- red clearance light
12V=0,03A/0,4W/24V=0,03A/0,8W

CAT SM LEC-

FT-020 B+K LED
5907556002029

FT-020 B+KLED
*QS075
5907556004573

FT-020 B+KLED
*QS150
5907556002050

FT-020 Z+K LED
5907556002104

FT-020 Z+K LED
*QS075
5907556004610

FT-020 Z+K LED
*QS150
5907556002135

FT-020 C+KLED
5907556002067

FT-020 C+K LED
*QS075
5907556004597

FT-020 C+K LED
*QS150
5907556002098

IR R R

White LED clearance lamp

with an angle holder and a cable.

White LED clearance lamp
with an angle holder, a cable
and a QS075 connector.

White LED clearance lamp
with an angle holder, a cable
and a 05150 connector.

Yellow LED clearance lamp

with an angle holder and a cable.

Yellow LED clearance lamp
with an angle holder, a cable
and a Q5075 connector.

Yellow LED clearance lamp
with an angle holder, a cable
and a Q5150 connector.

Red LED clearance lamp
with a cable.

Red LED clearance lamp
with an angle holder, a cable
and a QS075 connector.

Red LED clearance lamp
with an angle holder, a cable
and a QS150 connector.

10

10

10

0,85

0,90

0,90

0,85

0,90

0,90

0,85

0,90

0,90

120
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200

200

200

200

200

200

200

200

200

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

17,00

18,00

18,00

17,00

18,00

18,00

17,00

18,00

18,00

4000  120x80x165
4000  120x80x165
4000  120x80x165
4000  120x80x165
4000  120x80x165
4000  120x80x165
4000  120x80x165
4000  120x80x165
4000  120x80x165

Clearance lamps

o I I I R TN
qty. kg qty. (] kg qty. m kg

365,00

385,00

385,00

365,00

385,00

385,00

365,00

385,00

385,00
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functional LED dl | | ) I / 1-functional LED clearance lamp — low power consumption pay
1-functiona h C ea:rancg amp — low power consumptlon - european E9 homologation
: eluropean £ omo °9at!°r'|, " - ElectroMagnetic Compatibility — EMC certificate P
- Ehectliongnetlc (Oglé)latlbl Itr?; EMC certificate 2 - shock-resistance — PC lampshade
: :)p(t)ico;elsri)tlzrr]ic&;onnei?i?: ade Ma - optional polarity connection
- _i 2
- integrated 2x0.75 mm? cable Integrated 2x0.75 mm cable
o X Lamp functions:
!.?Il:a;:af:c:c;;zltls. : - clearance light
Technical ification: | . | Technical specification:
ec "I'(a rpe‘! cation: - supply voltage: 12-36V DC
- supply voltage: 1236‘( b . . " - operating temperature: — 40°C to +55°C
B opera'tlng Femperature. -40°Cto +55 ¢ gl - lamp is resistant to any weather conditions !
: :ng :z ;Elsll;t:irrltti;%?ny weather conditions ~lampis fully airtight ‘
Power consumption/ Rated power: Power consumption / Rated power: i
- dlearance light: 12V=0,02A/0,25W/24V=0,02A/0,5W - dlearancefight: 12V:=0,02A/0,25W/24V=0,02A/0, 5W :
|
SM LECe ‘
ay. kg qy. an ko ay. l i FT-012 B+K LED White LED clearance lamp
1B LED Whie L csrance 5007556001428 with an angle holder and a cable. 10 058 320 59x39x29 1856 6400  120x80x160 396,20
5007556001411 witha cable. 10 058 400 59x39x29 23,20 8000  120x80x165 489,00
FT-012 B+K LED White LED clearance lamp
FT-012 B LED *QS075 .. with an angle holder, a cable 10 0,63 320 59x39x29 20,16 6400  120x80x160 428,20
*Q5075 .. e iamy o, 10 063 400 590909 2520 8000 12080165 52900 2907536004306 and a QS075 connector.
5907556004368 ’
FT-012 B+K LED White LED clearance lamp
ET-012 B LED ) *QS150 (o) .. with an angle holder, a cable 10 063 320 59%39%x29 20,16 6400  120x80x160 428,20
KL .. i e D o 10 063 400 590009 2520 8000 1060165 52900 5907556004337 anda 0S150 connector.
5907556006850 ’
FT-012 Z+K LED Yellow LED clearance lamp
FT-012ZLED Yellow LED dearance lamp 10 058 400 59x39%29 2320 8000 120x80x165 489,00 207536001466 withanangleholderandaale, 10 0% 320 SN0, o800 TAMEONIED - %60
5907556001459 with a cable. ! ! !
FT-012 Z+KLED Yellow LED clearance lamp
FT-012Z LED Yellow LED dlearance lam *QS075 .. with an angle holder, a cable 10 063 320 59x39x29 20,16 6400  120x80x160 428,20
*QS075 . P 10 063 400 59x39x29 2520 8000  120x80x165 529,00 5907556004320 and a QS075 connector.
5007556004382 with a cable and a Q5075 connector.
FT-012Z+KLED o Yellow LED clearance lamp
FT-012ZLED Yellow LED clearance lamp *QS150 with an angle holder, a cable 10 063 320 5939%29 20,16 6400  120x80x160 428,20
Q5150 F with a cable and a Q5150 connector. 10 0,63 400 59x39x29 2520 8000  120x80x165 529,00 5907556004351 and a Q5150 connector.
5907556006867
FT-012 (+K LED Red LED clearance lamp
FT-012 CLED Red LED clearance lamp : 10 058 320  59%39x29 18,56 6400  120x80x160 396,20
5007556001435 witha cable. 0 058 400  59x39x29 23,20 8000  120x80x165 489,00 5907556001442 with a cable.
FT-012 CLED . | | FT-012 C+KLED Red LED clearance lamp
* Red LED clearance lamp *QS075 .. with an angle holder, a cable 10 063 320 5939x29 20,16 6400  120x80x160 428,20
Q5075 .. witha cable and a 0S075 comector. 10 063 400 59:399 2520 8000  120B0x165 529,00 e anda Q075 connector.
5907556004375
FT-012 CLED F-012C+KLED @ Red LED clearance lamp
%Q8150 o e ED dearance lamp 10 06 400 53929 2520 8000  120x80x165 529,00 *Q5150 with an angle holder, a cable 10 063 320  59x39%29 2016 6400 120x80x160 428,20
5907556006874 witha cable and 2 05150 connector 5907556004344 and 2 05150 connector.
70 Clearance lamps Clearance lamps Al




~ FT-015 LED [/ LED clearance und decorative lamps [} B LED clearance lamp A\\\ FT015 K LED
19 . carriage cutout g 83 —
" 4
o™
— " — ¥

10
— with rubber profiled
/ matching the pipe @50-60 IR i @

1-functional LED clearance lamp — low power consumption In a standard version the lamps are applied Lamp functions: Power consumption / Rated power: "
- european E9 homologation to be mounted on the flat surfaces using the -red, white or yellow clearance light - clearance light: —— 1 — 0
- ElectroMagnetic Compatibility — EMC certificate black rubber. - blue or green decorative light 12V=0,02A/0,25W/24V=0,02A/0,5W 14.01
- shock-resistance — PC lampshade Optionaly the installation at the grille saver Technical specification: ! — g
- integrated 2x0.75 mm? cable bull'bars, bumper guards and body armors may & “l"a lspeC! 1‘;;'2";'0 ¢

be carried out by using a transparent or black -supply vo tage: 12- - 40°C °C 1 1

FT-015 PGC/T rubber gaskets that are not in- »IoperaF|ng§emperature.—4 h to +d5_5_ T ) Q

cluded in the standard version of the product. ) amp!sre5|sta.nt'to any weather conditions : ‘ . ‘ - I : N

-lampis fully airtight i i
== ——

SM LECe

Multipack / pallet

ID/EAN Mu'tlpaCk/carton 1L
qty. m kg

1-functional LED clearance lamp — low power consumption Technical specification:
- european E9 homologation - supply voltage: 12-36V DC
FT-015 B LED White LED clearance lamp - ElectroMagnetic Compatibility — EMC certificate - operating temperature: — 40°C to +55°C
5907556001565 with a cable. 041 B LRI e AVERS ) AR - shock-resistance — PC lampshade - lamp is resistant to any weather conditions
FT-015 B LED ) - optional polarity connection - lampiis fully airtight
5907556004245 W ’ L functions: Power consumption / Rated power:
FT-015 B LED White LED dearance lam al"‘" “"‘It,";]“" - dlearance light: 12V=0,02A/0,25W/24V=0,02A/0,5W
*Qs150 F withacableanda 05150 comector, 10 046 400 59:3929 1840 8000 120480XI65 393,00 - clearance fight
5907556001572 ’
FI0ISZLED Yellow LED clearance lamp with a cab
5907556001640 ellow LED clearance lamp witha cable. ~ 10 0,41 350 59x39x29 14,35 7000 120x80x165 312,00 SM. LECe
RLOIVEEED Yellow LED clearance lamp Unit pack Multipack / carton fB Multipack / pallet
*QS075 - i e A BT e 10 046 400  59x39x29 18,40 8000  120x80x165 393,00 ID/EAN Photo Description
5907556004283 ’ qty. kg aty. m kg
FT-015Z LED
Yellow LED clearance lamp 8
*QS150 o : 10 046 400  59x39x29 18,40 8000  120x80x165 393,00 FT-015 B+K LED White LED clearance lamp
5007556001657 r with a cable and a Q5150 connector. 5907556001589 with an angle holder and a cable. 10 0,54 400  59x39x29 21,60 8000  120x80x165 457,00
FT-015 CLED Red LED clearance lamp
. 0 041 350  59x39x29 1435 7000  120x80x165 312,00
3907556001602 - with a cable. FT-015 B+K LED White LED clearance lamp
FT;?15 CLED Red LED clearance lamp *QS075 F with an angle holder, a cable 10 059 400  59x39x29 23,60 8000  120x80x165 497,00
w007 50556(:)7051 o - F (e I st e 10 046 400  59%x39x29 18,40 8000 120x80x165 393,00 5907556004252 and a Q5075 connector.
FT;?J;CS:;ED =) . Red LED clearance lamp 10 046 400  59x39x29 1840 8000 120x80x165  393.00 FT-015 B+KLED White LED clearance lamp
5907556001619 “ with a cable and a Q5150 connector. ! ! ! *QS150 (@) F with an angle holder, a cable 10059 400  59%x39x29 23,60 8000  120x80x165 497,00
— 5907556001596 and a Q5150 connector.
FT-015 N LED Decorative LED lamp, blue,
5007556007215 2x0.75 mm? cable (0.5 m). 10 041 350  59x39x29 1435 7000  120x80x165 312,00 o1 oK LED el 5D coarance
FT-015 N LED Decorative LED lamp, blue, 2x0.75 mm? 5907556001664 with an angle holder and a cgble. 10054 1400 39x39x29 21,60 8000  120x80x165 457,00
s - F o el S0P 10 046 400 593909 | 1840 8000  120480x165 39300
ET-015 N LED ; ( 2 FT-015 Z+K LED Yellow LED clearance lamp
w150 @ .. D"’cﬁ,‘i,ﬂaet'(‘(’)e},ﬁ?) amp e XOTSINT 10 046 400 598929 1840 8000 12080x165 393,00 %Q8075 F with an angle holder, a cable 10 059 400 59x39%29 2360 8000  120x80x165 497,00
5907556004290 and a QS075 connector.
FT-015 ZIEL LED Decorative LED lamp, green,
10 041 350  59x39x29 1435 7000  120x80x165 312,00
5907556005570 2x0.75mm’ cable (0.5 m). FT-015 Z+K LED Yellow LED clearance lamp
3 ) P *QS150 (@) F with an angle holder, a cable 10 059 400  59x39x29 23,60 8000  120x80x165 497,00
FT 01351(:% LED - F Degg{)alg"(’gg%zwg%%géﬁ%gftgm 10 046 400 593929 1840 8000  120x80x165 393,00 5907556001671 and a QS150 connector.
FT-015 ZIEL LED F Decorative LED lamp, green, 2x0.75 mm? FT-015 CLED Red LED clearance lam
*QS1 50 . cable (0 5 m) and 05150 connector. 10 0,46 400 59x39x29 18,40 8000 120x80x165 393,00 5907556001626 witha cable. p 10 0,54 400 59x39%29 21,60 8000 120x80x165 457’00
FT-015 PG € Rubber black gasket for mounting _
5907556008007 FT-015 LED clearance lamps on tube grill ~ 10 0,008 FT-015 C LED Red LED clearance lamp
guards and bull bars. *QS075 F with an angle holder, a cable 10 0,59 400 59x39x29 23,60 8000  120x80x165 497,00
FT-015 PG Rubber transparent gasket for mounting 5907556004276 and a QS075 connector.
FT-015 LED clearance lamps on tube grill 10 0,008
T5907556008014 ds and bull b
O GBI LeET, FT-015 CLED o Red LED clearance lamp
Rubber gasket (transparent) for FT-045 LED *Q5150 F with an angle holder, a cable 10 059 400  59%39x29 23,60 8000  120x80x165 497,00
FT-015PGTPL to be mounted at grille saver bull bars, 10 0,008 5907556001633 and a Q5150 connector.
bumper guards and body armors.
Omega holder is not included in the basic accessories of the lamp. Omega holder is not included in the basic accessories of the lamp.
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1-functional LED clearance lamp — low power consumption

LED clearance lamp [l B LED clearance lamp

- european E9 homologation

- optional polarity connection
- integrated 2x0.75 mm? cable

Lamp functions:
- clearance light

Technical specification:
- supply voltage: 12-36V DC

- lamp is fully airtight

SM LEC-

w | [ e [eelEees geas T
qty. kg qty. m kg qty. m kg

FT-013 B LED
5907556001473

FT-013 B LED
*QS075
5907556004214

FT-013 B LED
*QS150
5907556001480

FT-013 ZLED
5907556001534

FT-013 ZLED
*Qs075
5907556004238

FT-013 ZLED
*QS150
5907556001541

FT-013 CLED
5907556001503

FT-013 CLED
*QS075
5907556004221

FT-013 CLED

*Q5150
5907556001510 o

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions

Power consumption / Rated power
- clearance light: 12V=0,02A/0,25W/24V=0,02A/0,5W

O]
—
O]
—

- ElectroMagnetic Compatibility — EMC certificate
- shock-resistance — PC lampshade

L

1

AR

White LED clearance lamp
with a cable.

White LED clearance lamp
with a cable and a QS075 connector.

White LED clearance lamp
with a cable and a Q5150 connector.

Yellow LED clearance lamp
with a cable.

Yellow LED clearance lamp
with a cable and a Q5075 connector.

Yellow LED clearance lamp
with a cable and a Q5150 connector.

Red LED clearance lamp
with a cable.

Red LED clearance lamp
with a cable and a Q5075 connector.

Red LED clearance lamp
with a cable and a Q5150 connector.

Omega holder is not included in the basic accessories of the lamp.
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0,48

0,53

0,53

0,48

0,53

0,53

0,48

0,53

0,53

400

400

400

400

400

400

400

400

400

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

19,20

21,20

21,20

19,20

21,20

21,20

19,20

21,20

21,20

8000

8000

8000

8000

8000

8000

8000

8000

8000

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

409,00

449,00

449,00

409,00

449,00

449,00

409,00

449,00

449,00

1-functional LED clearance lamp — low power con
- european E9 homologation

- ElectroMagnetic Compatibility — EMC certificate
- shock-resistance — PC lampshade

- optional polarity connection

- integrated 2x0.75 mm’ cable

Lamp functions:
- clearance light

Technical specification:

- supply voltage: 12-36V DC

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions
- lampis fully airtight

Power consumption / Rated power:

SM LEC-

o I I I R T
qty. kg qty. (] kg qty. m kg

FT-013 B+KLED
5907556001497

FT-013 B+KLED
*QS075
5907556004153

FT-013 B+KLED

*QS150
5907556004184 o

FT-013 Z+KLED
5907556001558

FT-013 Z+K LED
*QS075
5907556004177

FT-013 Z+K LED
*QS150 o
5907556004207

FT-013 (+KLED
5907556001527

FT-013 (+KLED
*QS075
5907556004160

FT-013 (+KLED
*QS150 e
5907556004191

sumption

- clearance light: 12V=0,02A/0,25W/24V=0,02A/0,5W

AR

White LED clearance lamp

with an angle holder and a cable.

White LED clearance lamp
with an angle holder, a cable
and a QS075 connector.

White LED clearance lamp
with an angle holder, a cable
and a Q5150 connector.

Yellow LED clearance lamp

with an angle holder and a cable.

Yellow LED clearance lamp
with an angle holder, a cable
and a QS075 connector.

Yellow LED clearance lamp
with an angle holder, a cable
and a Q5150 connector.

Red LED clearance lamp
with a cable.

Red LED clearance lamp
with an angle holder, a cable
and a QS075 connector.

Red LED clearance lamp
with an angle holder, a cable
and a Q5150 connector.

Omega holder is not included in the basic accessories of the lamp.
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0,56

0,61

0,61

0,56

0,61

0,61

0,56

0,61

0,61

400

400

400

400

400

400

400

400

400

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

22,40

24,40

24,40

22,40

24,40

24,40

22,40

24,40

24,40

7200 120x80x165
7200  120x80x165
7200  120x80x165
7200 120x80x165
7200 120x80x165
7200 120x80x165
7200 120x80x165
7200 120x80x165
7200  120x80x165
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MD-013 LED MD-013 K LED
_MD-013LED/ /| A \\ MD-013K LED

LED clearance lamp [l B LED clearance lamp
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1-functional LED clearance lamp — low power consumption 66,‘6\
- european E9 homologation n u
- ElectroMagnetic Compatibility — EMC certificate ‘ ‘ 1-functional LED clearance lamp — low power consumption ]
- shock-resistance — PClampshade - european E9 homologation NN JlL
- optional polarity connection - ElectroMagnetic Compatibility — EMC certificate T T | P>
- integrated 2x0.75 mm? cable - shock-resistance — PC lampshade =  ——] ‘ Q
Lamp functions: - optional polarity connection [S=: = |
p functions: - integrated 2x0.75 mm? cable
- clearance light .
) o Power consumption / Rated power: Lamp functions: 1o)
Technical specification: - yellow or red clearance light: 12V=0,02A/0,25W/24V=0,02A/0,5W - dlearance light Power consumption / Rated power: o
- supply voltage: 12-36V DC - white clearance light: 12V=0,04A/0,5W/24V=0,04A/1W " hte ’ —0 ¢ -
’ C_A0° 0 . — - yellow or red clearance light: 12V=0,02A/0,25W/24V=0,02A/0,5W

- operating temperature: — 40°C to +55°C Technical specification: _whited light: 12V=0,04A/0, 5W/24V=0,04A/TW
- lamp is resistant to any weather conditions - supply voltage: 12-36V DC White clearanceight. T2Y=04 ! -
- lamp is fully airtight - operating temperature: — 40°C to +55°C

- lamp is resistant to any weather conditions
- lampiis fully airtight

CAT SM LECe

o - Ll ) {E LT G @ caT sm tec-
qty. kg qty. m kg qty. m kg

ol I I I TR T
qty. kg qty. (] kg qty. m kg

MD-013 B LED White LED clearance lamp
5007556002944 with a cable. 10 073 300 59x39x29 21,90 6000  120x80x165 463,00
MD-013 B+KLED White LED clearance lamp
MD-013 B LED Whie L cesrance 5007556003019 with an angle holder and a cable. 10 075 200 59x39x29 1500 3200  120x80x165 265,00
590;_‘%56%7021 67 with alcable and 2105075 connector. 10 083 300 59x39x29 24,90 6000  120x80x165 523,00
MD-013 B+K LED White LED clearance lamp
MD-013 B LED *QS075 .. with an angle holder, a cable 10 085 200 59x39x29 17,00 3200  120x80x165 297,00
*Q5150 ity e LD d‘fa’f1"5‘§ lmp 10 08 300 S%3929 2490 6000  120680cl65 52300 2907536004658 and a Q5075 connector
5907556002975 ’
MD-013 B+K LED White LED clearance lamp
MD-013 ZLED Yellow LED | *QS150 .. with an angle holder, a cable 10 085 200 59x39%29 17,00 3200  120x80x165 297,00
i ellow LED clearance lamp 5907556003040 and a Q5150 connector.
5907556003248 oA @, 10 073 300 59x39x29 21,90 6000  120x80x165 463,00
MD-013 Z+K LED Yellow LED clearance lamp
MD;013 ZLED Yellow LED dlearance lamp 5007556003316 with an angle holder and a cable. 10 075 200 59x39%29 1500 3200  120x80x165 265,00
Qs075 T e e e 10 083 300 59x39x29 2490 6000  120x80x165 523,00
5907556004740 ’
MD-013 Z+KLED Yellow LED clearance lamp
MD-013 ZLED Yellow LED dlearance lam *QS075 .. with an angle holder, a cable 10 0,85 200 59x39x29 17,00 3200  120x80x165 297,00
*QS150 with a cable and a 0$150 connz T 10 083 300 59x39x29 2490 6000  120x80x165 523,00 5907556004771 and a QS075 connector.
5907556003279 ’
MD-013 Z+K LED Yellow LED clearance lamp
MD-013 C LED Red LED clearance lam *QS150 .. with an angle holder, a cable 10 085 200  59x39x29 17,00 3200  120x80x165 297,00
5907556003095 with a cable. P 10 0,73 300 59x39x29 21,90 6000  120x80x165 463,00 5907556003347 and a Q5150 connector.
MD-013 CLED MD-013 C(+KLED Red LED clearance lamp
*Q5075 With s e o, 10 083 300 596909 2490 6000 12080165 523,00 5907556003163 with a cable. 10075 200 593%29 1500 3200  120x80x165 265,00
5907556004689 :
MD-013 CLED . | | MD-013 C+KLED Red LED clearance lamp
A Red LED clearance lamp *QS075 .. with an angle holder, a cable 10 085 200 59x39x29 17,00 3200  120x80x165 297,00
590750552050(;125 e e B e e 10 083 300 59x39x29 2490 6000  120x80x165 523,00 5007556004719 and a 05075 connector.
MD-013 C+KLED Red LED clearance lamp
KAT MD-013 . Angle ha"ld'e 0 020 *Q5150 .. with an angle holder, a cable 10 085 200 59x39x29 17,00 3200  120x80x165 297,00
5907556007031 or MD-013 lamps. 5907556003194 and a Q5150 connector.
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LED clearance lamp [l B LED clearance lamp

FT-004 LED FT-004 K LED
__FT-004 LED // | A\\FT-004 K LED
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1-functional LED clearance lamp — low power consumption 99\,,
- european E9 homologation
- ElectroMagnetic Compatibility — EMC certificate = = 1-functionaé;|re]aran|ce mgrker LED lamp — low power consumption L & A
- shock-resistance — PC lampshade - european E9 homologation o
- optional polarity connection - ElectroMagnetic Compatibility — EMC certificate 1 — | \o‘ !
- integrated 2x0.75 mm? cable - ehock-resistance — PClampshade = =

- optional polarity connection |

Lamp functions: - integrated 2x0.75 mm? cable

- clearance light

9,5

Lamp functions:
- clearance light

Power consumption / Rated power:
- yellow or red clearance light: 12V=0,02A/0,25W/24V=0,02A/0,5W
- white clearance light: 12V=0,04A/0,5W/24V=0,04A/1W

Technical specification:

- supply voltage: 12-36V DC

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions
- lamp is fully airtight

- supply voltage: 12-36V DC - yellow or red clearance light: 12V=0,02A/0,25W/24V=0,02A/0,5W

- operating temperature: — 40°C o +55°C - white clearance light: 12V=0,04A/0,5W/24V=0,04A/1W
- lamp is resistant to any weather conditions

- lampiis fully airtight

Technical specification: | Power consumption / Rated power:

CAT SM LEC-

w Lm0 e e e lan T pw
qty. kg qty. [l kg qty. (] kg

o I I I R T
qty. kg qty. (] kg qty. m kg

FT-004 B LED White LED clearance lamp
5007556000476 witha cable. 10 053 400 59x39x29 21,20 8000  120x80x165 449,00
FT-004 B+K LED White LED clearance lamp
1004 B LED e dermetons L with an angle holder and a cable. 10 057 300 593929 17,0 6000  120x80x165 367,00
*|
5907?556(:)70%972 il el T T 10 0,58 400 59x39x29 23,20 8000  120x80x165 489,00
FT-004 B+K LED White LED clearance lamp
FT-004 B LED *QS075 .. with an angle holder, a cable 10 0,62 300 59x39x29 18,60 6000  120x80x165 397,00
%Q5150 i Tk D o 10 058 400 590909 2320 8000 12060x165 489,00 2907536004009 and a Q5075 connector
5907556000506 ’
FT-004 B+K LED White LED clearance lamp
FT-004 ZLED Vellow ED | *QS150 .. with an angle holder, a cable 10 062 300 59x39x29 18,60 6000  120x80x165 397,00
3 ellow LEU clearance lamp 5907556000575 and a Q5150 connector.
5007556000773 with a cable. 10 0,53 400 59x39x29 21,20 8000  120x80x165 449,00
FT-004 Z+K LED Yellow LED clearance lamp
FT-004 Z LED : 10057 300 593929 17,10 6000  120x80x165 367,00
5907556000841 th le holder and a cable.
*QS075 it oD o, 10 058 400 593909 2320 8000 10680x165 489,00 withanangieholceranca cabe
5907556004092 ’
-004 Z+ ellow LED clearance lamp
FT-004 Z+K LED Yellow LED l |
FT-004 Z LED Yellow LED clearance lam *QS075 .. with an angle holder, a cable 10 0,62 300 59x39x29 18,60 6000  120x80x165 397,00
*QS150 with a cable and 2 QS150 con npe ctor 10 0,58 400 59x39x29 23,20 8000  120x80x165 489,00 5907556004122 and a QS075 connector.
5907556000803 ’
FT-004 Z+K LED Yellow LED clearance lamp
FT-004 C LED Red LED clearance lam *QS150 .. with an angle holder, a cable 10 062 300  59x39x29 18,60 6000  120x80x165 397,00
5907556000629 with a cable. p 10 053 400  59x39x29 21,20 8000  120x80x165 449,00 5907556000872 and a Q5150 connector.
FT-004 CLED FT-004 C+KLED Red LED clearance lamp
*QS075 ith g oD o 10 0SB 400 598909 2320 8000 12080165 439,00 5907556000698 with a cabl. 10057 300 593929 17,0 6000  12080x165 367,00
5907556004030 ’
FT33541C5 550 eI 0 los: ETIEE (o FT'°23£J;'§ 1D .. wiEhe gnL Eaggcll:ahrglr:iceerlgrg;ble 10 062 300 593929 1860 6000  120x80x165 397,00
5907556000650 with a cable and a Q5150 connector. ’ ! ! 5907556004061 and a Q5075 connector.
FT-004 C+K LED Red LED clearance lamp
KAT FT-004 Angle handle 0 020 *QS150 .. with an angle holder, a cable 10 062 300 59%39%x29 1860 6000  120x80x165 397,00
5907556007048 for FT-004 lamps. 5907556000728 and a Q5150 connector.
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~ 1009 LED [/ LED clearance lamp [JJj [ LED dearance lamp \\\ Froo0 LED

FT-009 CLED

175

FT-009 F LED 45

S

135
105

2-functional LED clearance lamp mounted with the rubber bracket and removable opitacal module
- european E9 homologation

- ElectroMagnetic Compatibility — EMC certificate

- shock-resistance — PClampshade

- optional polarity connection

- integrated 2x0.75 mm? cable

CI® :

Lamp functions:
- white clearance light
- red clearance light

. e Power consumption: FT-009 ELED
Technical specification: -12V/24V = 0,04A/0,04A
- supply voltage: 12-36V DC "
- operating temperature: — 40°C to +55°C Power consumption / Rated power: | |
- lamp is resistant to any weather conditions -12V/24V = 0,5W/1W !
- lamp is fully airtight g
x
SM LECe =
@
qty. kg qty. m kg qty. (] kg
FT-009 A LED LED clearance marker lamp on a short
5907556006034 smaight rubberbracketwithacable, 2 022 200 59x39x29 25,00 4000 ~ 120x80x165 525,00 195
FT-009 ALED q LED clearance marker lamp on a short
*Qs075 straight rubber bracket with a cable 2 028 200 @ 59x39x29 28,00 4000  120x80x165 585,00 ) ) . o
5907556006096 and a Q5075 connector. 2-functional clearance LEQ clearance lamp mounted with the rubber Technical specification:
” bracket and rerrr:ovablle opitacal module - supply voltage: 12-36V DC
- E9 homologation - operating temperature: — 40°C to +55°C
FT-009 ALED -( LED clearance marker lamp on a short curopest £ o ) B i
%QS150 straight rubber bracket withacable 2 028 200 59x39x29 2800 4000  120x80x165 585,00 - HlectroMagnetic Compatibility — EMC certificate -lampis resistant to any weather conditions
5907556006157 and a QS150 connector - shock-resistance — PC lampshade - lamp is fully airtight
’ - optional polarity connection Power consumption:
- integrated 2x0.75 mm? cable ’
FT-009 B LED LED clearance marker lamp on a long -12V/24V = 0,04A/0,04A
5907556006041 straight rubber bracket with a cable. 2 03 B e Lamp functions: .
- white clearance light Power consumption / Rated power:
FT-009 B LED “ LED clearance marker lamp on a long - red clearance light -12V/24V = 0,5W/1W
*QS075 r straight rubber bracket with a cable 2 0,38 160 59x39x29 3040 3200  120x80x165 633,00
5907556006102 and a QS075 connector. SM. LEC»
*Q8150 .. straight rubber bracket withacable 2 038 160  5939x29 3040 3200  120x80x165 633,00 a0 s - -~ - g
5907556006164 and a Q5150 connector.
FT-009 E LED LED clearance marker lamp on a long
FT-009 C LED LED clearance marker lamp on a short ) 030 160 59x39x29 2400 3200 120x80x165 505,00 5907556006072 slanting rubber bracket with a cable. 2 040 1100 39x39x29 20,00 2000  120:80x165 425,00
5907556006058 slanting rubber bracket with a cable. ’ ’ !
FT-009 E LED LED clearance marker lamp on a long
FT-009 CLED LED clearance marker lamp on a short *QS075 r slanting rubber bracket with a cable 2 043 100  59x39x29 21,50 2000  120x80x165 455,00
590;;1556%7056 o r slanting Elublz)esr0 l;r;acket Wlih acable 2 033 160 59x39x29 26,40 3200  120x80x165 553,00 5907556006133 and a Q5075 connector.
anda connector.
l_ FT-009 E LED .l\ LED clearance marker lamp on a long
FT-009 CLED LED c[earance marker Iamp onashort *QS150 r slanting rubber bracket with a cable 2 0,43 100 59x39x29 21,50 2000  120x80x165 455,00
590;?5561050% - slanting [jub%esr1l;rglcket Wlih acable 2 033 160  59x39x29 2640 3200  120x80x165 553,00 5907556006195 and a Q5150 connector.
anda connector.
FT-009 F LED LED clearance marker lamp on a long
FT-009 D LED LED clearance marker lamp on a short : 2 0,40 100 59x39x29 20,00 2000  120x80x165 425,00
5907556006065 L-shaped rubber bracket with a cable. 2 035 140  59x39x29 24,50 2800  120x80x165 515,00 5907556006089 L-shaped rubber bracket with a cable.
FT-009 D LED LED clearance marker lamp on a short FT-009 FLED LED dlearance marker lamp on a long
*QS075 Lshaped rubber bracket withacable ~ 2 038 140  59x39x29 26,60 2800  120x80x165 557,00 *Qs075 .. L-shaped rubber bracketwithacable 2 043 100 59x39%%29 21,50 2000 ~ 120x80x165 455,00
5907556006126 and a Q5075 connector. 5907556006140 and a Q5075 connector.
i [
FT-009 D LED 'L LED clearance marker lamp on a short FT-009 F LED l LED dlearance marker lamp on a long
#Q5150 | r L—Shaped rubber bracket with a cable 2 038 140 59x39%29 26,60 2800 120x80x165 557,00 *QS150 r L—Shaped rubber bracket with a cable 2 0,43 100 59x39x29 21,50 2000 120x80x165 455,00
5907556006188 and a Q5150 connector. 5907556006201 and a Q5150 connector.
Omega holder is not included in the basic accessories of the lamp. Omega holder is not included in the basic accessories of the lamp.
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~ rFroo1BLED [/} LED clearance lamp [JJj [ LED dearance lamp A\\\Froo1BLED

30
42 30 8 o LEC: CAT SM
)
i p i v G | i e
/ @ \ A qty. kg qty. m kg qty. m kg
v Ao :
7 N FT-001 B LED White LED clearance lamp
5907556005716 with a reflector and a cable. 10 075 300  59x39x29 22,50 6000  120x80x165 475,00
3 % o R .
FT-001 B LED White LED clearance lamp
~ *Qs075 '. with a reflector, a cable 10080 300 593929 2400 6000 120x80x165 505,00
@ P 7/ 5907556003927 and a Q5075 connector.
\ / J FT-001 B LED White LED clearance lamp
_ *QS150 F with a reflector, a cable 10 080 300  59x39x29 24,00 6000  120x80x165 505,00
5907556003934 and a Q5150 connector.
FT-001 B I LED White LED clearance lamp
5907556005747 with a reflector, an angle holder 10 095 150  59x39x29 14,25 3000  120x80x165 310,00
mounting openings for a metal-sheet screw and a cable.
or a screw with an ISO metric thread
1-functional LED clearance lamp — low power consumption FT-001 B I LED White LED clearance lamp
- european E9 homologation *QS075 with a reflector, an angle holder, 10 1,00 150  59x39x29 1500 3000  120x80x165 325,00
- ElectroMagnetic Compatibility — EMC certificate 5907556005839 a cable and a Q5075 connector.
- shock-resistance — PC lampshade
- optional polarity connection FT-001 B I LED White LED clearance lamp
- integrated 2%0.75 mm” cable *QS150 with a reflector, an angle holder, 10 1,00 150  59x39x29 15,00 3000  120x80x165 325,00
Lamp functions: Power consumption / Rated power: 5907556005921 a cable and a Q5150 connector.
- clearance light - yellow or red clearance light: 12V=0,02A/0,25W/24V=0,02A/0,5W )
) o - white clearance light: 12V=0,04A/0,5W/24V=0,04A/1W FT-001 B Il LED White LED clearance lamp
Technical specification: 5907556005778 with a reflector, a flat holder 10 0,80 300  59x39x29 24,00 6000  120x80x165 505,00
- supply voltage: 12-36V DC and a cable.
- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions FT-001 B 11 LED White LED clearance lamp
- lamp is fully airtight *QS075 with a reflector, a flat holder, 10 085 300  59x39x29 2550 6000  120x80x165 535,00
5907556005860 a cable and a QS075 connector.
FT-001 B Il LED White LED clearance lamp
*QS150 with a reflector, a flat holder, 10 0,85 300 59x39x29 25,50 6000  120x80x165 535,00
5907556005952 a cable and a Q5150 connector.
White LED clearance lamp
ERCOTIEIIEED with a reflector, short holder 10 080 300 59399 2400 6000  120180x165 505,00
5907556005808 and a cable

FT-001 B IlI LED White LED clearance lamp
*QS075 with a reflector, a short holder, 10 085 300 59x39x29 25,50 6000  120x80x165 535,00
5907556005891 a cable and a Q5075 connector.
FT-001 B IlI LED
*QS150
5907556005983

White LED clearance lamp
with a reflector, a short holder, 10 0,85 300 59x39x29 25,50 6000  120x80x165 535,00
a cable and a Q5150 connector.

White clearance LED lamp
with a reflector, a flat with an angle 10 1,70 120 59x39x29 13,20 2400  120x80x165 289,00
holder and a 2x0.75 mm? cable.

FT-001B IV LED
5907556008809

IAER AR R R

“ & S| ®| ©
0|
Il FT-001 B IV LED White clearance LED lamp
& M \ i Y *QS075 with a reflector, a flat with an angle 0 1,15 120 59%39x29 13,80 2400  120x80x165 301,00
= 7/ 5907556008816 holder, QS075 connector.
975 40 o - )
os I FT-001 B IV LED White clearance LED lamp
L \@\ ,4 *QS150 with a reflector, a flat with an angle 0 1,15 120 59x39x29 13,80 2400  120x80x165 301,00
B 5907556008823 holder, Q5150 connector.
T

Omega holder is not included in the basic accessories of the lamp.
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LED clearance lamp [ B LED clearance lamp

Lamp functions:
- clearance light

Technical specification:

- lamp is fully airtight

65 33

- shock-resistance — PC lampshade
- optional polarity connection
- integrated 2x0.75 mm? cable

- supply voltage: 12-36V DC
- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions

42

63

95

el

@ Ly

84

40
RN
ST A

Clearance lamps

1-functional LED clearance lamp — low power consumption
- european E9 homologation
- ElectroMagnetic Compatibility — EMC certificate

13

30

42 30 Qb

/T e\ &

A AN
(7 T

8 < ® a
@// pan\

N 1\ 7

mounting openings for a metal-sheet screw
or a screw with an ISO metric thread

Power consumption / Rated power:
- yellow or red clearance light: 12V=0,02A/0,25W/24V=0,02A/0,5W
- white clearance light: 12V=0,04A/0,5W/24V=0,04A/1W

30
**[1—01-1-0—1«& 2 733
N )
N2

e /N |

883 ©

e\

D . N
&/ e

LECs CAT SM

w e [ en [eslmeed lmeel
qty. kg aqty. a kg qty. n kg

FT-001 Z LED
5907556005730

FT-001ZLED
*QS075
5907556003941

FT-001Z LED
*QS150
5907556003958

FT-001ZILED
5907556005761

FT-001 ZILED
*QS075
5907556005853

FT-001ZILED
*QS150
5907556005945

FT-001 ZII LED
5907556005792

FT-001 Z Il LED
*QS075
5907556005884

FT-001 Z Il LED
*QsS150
5907556005976

FT-001 Z 11l LED
5907556005822

FT-001 Z 11l LED
*QS075
5907556005914

FT-001 Z 11l LED
*Q5150
5907556006003

FT-001 Z IV LED
5907556008830

FT-001Z IV LED
*QS075
5907556008847

FT-001ZIVLED
*QS150
5907556008854

'.

1

AR AR ER Y

Yellow LED clearance lamp
with a reflector and a cable.

Yellow LED clearance lamp
with a reflector, a cable
and a QS075 connector.

Yellow LED clearance lamp
with a reflector, a cable
and a QS150 connector.

Yellow LED clearance lamp
with a reflector, an angle holder
and a cable.

Yellow LED clearance lamp
with a reflector, an angle holder,
a cable and a QS075 connector.

Yellow LED clearance lamp
with a reflector, an angle holder,
a cable and a Q5150 connector.

Yellow LED clearance lamp
with a reflector, a flat holder
and a cable.

Yellow LED clearance lamp
with a reflector, a flat holder,
a cable and a QS075 connector.

Yellow LED clearance lamp
with a reflector, a flat holder,
a cable and a Q5150 connector.

Yellow LED clearance lamp
with a reflector, short holder
and a cable.

Yellow LED clearance lamp
with a reflector, a short holder,
a cable and a QS075 connector.

Yellow LED clearance lamp
with a reflector, a short holder,
a cable and a Q5150 connector.

Yellow clearance LED lamp

with a reflector, a flat with an angle

holder and a 2x0.75 mm? cable.

Yellow clearance LED lamp

with a reflector, a flat with an angle

holder, Q5075 connector.

Yellow clearance LED lamp

with a reflector, a flat with an angle

holder, Q5150 connector.

Omega holder is not included in the basic accessories of the lamp.

10

10

10

10

10

10

10

10

10

10

10

10

10

10

10

0,75

0,80

0,80

0,95

1,00

1,00

0,80

0,85

0,85

0,80

0,85

0,85

1,10

1,15

1,15

300

300

300

150

150

150

300

300

300

300

300

300

120

120

120

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

22,50

24,00

24,00

14,25

15,00

15,00

24,00

25,50

25,50

24,00

25,50

25,50

13,20

13,80

13,80

6000  120x80x165
6000  120x80x165
6000  120x80x165
3000  120x80x165
3000  120x80x165
3000  120x80x165
6000  120x80x165
6000  120x80x165
6000  120x80x165
6000  120x80x165
6000  120x80x165
6000  120x80x165
2400  120x80x165
2400  120x80x165
2400  120x80x165

Clearance lamps

L\ Froon 2 cep

475,00

505,00

505,00

310,00

325,00

325,00

505,00

535,00

535,00

505,00

535,00

535,00

289,00

301,00

301,00
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~ rFrooicLep //4 LED clearance lamp [JJj [ LED dearance lamp A\\\ Frooiciep

30
42 30 8 Qb LECs CAT SM
/ @ \ A qty. kg qty. m kg qty. m kg
v Ao
7 N FT-001 CLED Red LED clearance lamp
5907556005723 ahhAEEGerE A E . 10 0,75 300 59x39x29 22,50 6000  120x80x165 475,00
n O < o
© o « FT-001 CLED Red LED clearance lamp
Py %QS075 . '. with a reflector,  cable 10 080 300 593%29 2400 6000  120x80x165 505,00
@ « 7/ 5907556003217 and a QS075 connector.
\ / J FT-001 CLED Red LED clearance lamp
T *QS150 F with a reflector, a cable 10 0,80 300 59x39x29 24,00 6000  120x80x165 505,00
5907556003255 and a Q5150 connector.
FT-001 C I LED Red LED clearance lamp
5907556005754 with a reflector, an angle holder 10 095 150  59x39x29 14,25 3000  120x80x165 310,00
mounting openings for a metal-sheet screw and a cable.
or a screw with an ISO metric thread
1-functional LED clearance lamp — low power consumption FT-001 CILED Red LED clearance lamp
- european E9 homologation *QS075 '. withareflector, anangleholder, 10 1,00 150  59x39x29 1500 3000  120x80x165 325,00
- ElectroMagnetic Compatibility — EMC certificate 5907556005846 a cable and a Q5075 connector.
- shock-resistance — PC lampshade
- optional polarity connection FT-001 CI LED Red LED clearance lamp
- integrated 2¢0.75 mm’ cable *Q5150 '. with a reflector, an angle holder, 10 100 150 593929 1500 3000  120x80x165 325,00
Lamp functions: Power consumption / Rated power: 5907556005938 a cable and a Q5150 connector.
- clearance light - yellow or red clearance light: 12V=0,02A/0,25W/24V=0,02A/0,5W
. o - white clearance light: 12V=0,04A/0,5W/24V=0,04A/1W ET-001 C Il LED Red LED clearance lamp
Technical specification: 5907556005785 with a reflector, a flat holder 10 080 300  59x39x29 24,00 6000  120x80x165 505,00
- supply voltage: 12-36V DC and a cable.
- operating temperature: — 40°C to +55°C
- lamp i resistant to any weather conditions FT-001 CII LED Red LED clearance lamp
- lamp is fully airtight *QS075 F with a reflector, a flat holder, 10 085 300  59x39x29 2550 6000  120x80x165 535,00
5907556005877 a cable and a QS075 connector.
FT-001 CII LED Red LED clearance lamp
*Q5150 '. with a reflector, a flat holder, 10085 300 593929 2550 6000  120x80x165 535,00
5907556005969 a cable and a Q5150 connector.
y Red LED clearance lamp
PRt with a eflector, short holder 10 080 300 593%29 2400 6000 120x80x165 505,00
and a cable.
FT-001 C 11l LED Red LED clearance lamp
*QS075 r with a reflector, a short holder, 10 085 300 59x39x29 2550 6000  120x80x165 535,00
5907556005907 a cable and a QS075 connector.
65 33
2 FT-001 CIII LED Red LED clearance lamp
*QS150 with a reflector, a short holder, 10 0,85 300 59x39x29 25,50 6000  120x80x165 535,00
~ 42 33 5907556005990 a cable and a Q5150 connector.
FT-001 C IV LED Red clearance LED lamp
@ iy // @ \ 5907556008361 with a reflector, a flat with an angle 0 1,00 120 59x39x29 13,20 2400  120x80x165 289,00
i holder and a 2x0.75 mm? cable.
3 @ ol a| m o
e FT-001 CIV LED Red clearance LED lamp
@ H o *QS075 '. withareflector, aflatwithanangle 10 1,15 120  59x39x29 13,80 2400  120x80x165 301,00
= N\ // 5907556008878 holder, 05075 connector.
9. 40
@5’5 > @/ = FT-001 CIV LED Red clearance LED lamp
\'éi@\ 74 *QS150 with a reflector, a flat with an angle 0 1,15 120 59x39x29 13,80 2400  120x80x165 301,00
i 5907556008885 holder, Q5150 connector.
Si=
Omega holder is not included in the basic accessories of the lamp.
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LED clearance lamp [ B LED clearance fibre-optic lamp

L\ Fr-ozo cep

({ w E

72 1-functional LED clearance lamp — low power consumption
- european E9 homologation M’f; q

58 - ElectroMagnetic Compatibility — EMC certificate R
- shock-resistance — PC lampshade ﬁ 1 ﬁ

- optional polarity connection
- integrated 2x0.75 mm? cable

Oz
Lamp functions:
- clearance light

1-functional LED clearance lamp — low power consumption
- european E9 homologation

- ElectroMagnetic Compatibility — EMC certificate
- shock-resistance — PC lampshade

- optional polarity connection

- integrated 2x0.75 mm? cable

- supply voltage: 12-36V DC

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions
- lamp is fully airtight

SM LECe

e S S
qty. kg qty. m kg qty. m kg

) €

Technical specification:

- supply voltage: 12-36V DC

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions

Power consumption (rated power):
- clearance light 12V/24V = 1W/2W

SM LECe

I

28

Lamp functions: Power consumption / Rated power: - lampiis fully airtight s
- clearance light - yellow or red clearance light: 12V=0,02A/0,25W/24V=0,02A/0,5W P .

: o » ower consumption:
Technical specification: - white clearance light: 12V=0,04A/0,5W/24V=0,04A/1TW - cearance light 12V/24V = 0,08A/0,08A 242

ol I I I R T
qty. kg qty. m kg qty. m kg

Photo

sk e White LED dearance lamp 10 035 500 5%3%29 1750 10000  120x80x165 375,00 R e o White LED dearance lamp 1009 160 593929 1440 3200  12080x165 313,00
D W S wm aw m e owess wn L e— SN, 1 e 0w e
SZ(T);E%E](E:; F ith ‘a’vcha';elefgd"aea?1"5‘glzg‘rfe qor 10 040 500 593929 2000 10000 120680165 42500 5:;;05%5)%:1 F it \aNChaI:JTELEEE d"aearsa1"5‘glz’;‘rfem 1010 160 593929 1600 3200 120x80x165 345,00
ke Yellow LED dearancefamp 10 035 500 593929 1750 10000  120x80x165 375,00 ot o Yellow LED dearancefamp 1009 160 5989x29 1440 3200 12080x165 313,00
5::;‘;025%%26 - F with\;ellaoln’eL;fr?chegg%%eclg::lpecmr- 10 040 500 593929 2000 10000  120x80x165 425,00 5::;;12552%%226 —— F wnhﬁ?&fﬂi?i'ﬁé&%'}cfc'ﬁE"npem 1000 160 593929 1600 3200 120x80x165 345,00
5:;;?5%0250%;27 F it e o o 10 040 500 5930:29 20,00 10000 120480cl65 42500 5::7*??255961550(2225 F i L e o o 1 010 160 593029 1600 300 120080x165 34500
e Red LED ceararice lamp 10035 500 593%29 1750 10000  120x80x165 375,00 oo ® Red LED deararice lamp 1000 160 5939x29 1440 3200  120x80x165 313,00
5::;0502552%(70%229 - F . aRcea%ILeEEncJeaaaaS%c%la(gpnecm 10 040 500 50x39x29 2000 10000  120x80x165 425,00 5::;95552%%;;29 ——— F - aii%IIEEEnc(}e:gs%cfsli?npnector. 1010 160 593309 | 1600 3200 10G0xi65 34500
5::;(;0255561:5052:0 .. it et o o 10 040 500 598909 2000 10000  120680x165 42500 5::;?561%5;:8 F it e o o1 010 160 598909 1600 3200 120G0N65 34500
Omega holder is not included in the basic accessories of the lamp. Omega holder is not included in the basic accessories of the lamp.
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- rroo1  J/I Clearancelamp [Jj [ Clearance lamp \\\ Fro01

CAT sSmMm
qty. kg qty. (] kg qty. (] kg
FT-001B White clearance lamp
5007556000155 . o el 10 043 300 59x39x29 1290 6000  120x80x165 283,00
FT-0012 Yellow clearance lamp
5907556000254 . i T 10 043 300 59x39x29 1290 6000  120x80x165 283,00
< 30
FT-001 C Red clearance lamp
8 5907556000209 with a reflector. 10 043 300 59x39x29 1290 6000  120x80x165 283,00
] a — FT-001B1 White clearance lamp
z \ 5907556000162 . with an angle holder and a reflector. 10 072 200  59x39x29 14,40 4000  120x80x165 313,00
aSZ N |o -
7 ~ i1 FT-001Z1 Yellow dl |
- ellow clearance lamp
5907556000261 P with an angle holder and a reflector. 10 072 200 59x39x29 14,40 4000  120x80x165 313,00
0% M
FT-001 CI Red clearance lamp
% T J 5907556000216 with an angle holder and a reflector. 10072 B R 1000 (- 120<80x165 | 313,00
X '
L ~ FT-001B1I White clearance lamp
5907556000179 withaflatholderand areflector, 10 038 (360 1593929 12088 7200  120:80x165 442,60
FT-001Z1II Yellow clearance lamp
co075e000078 ‘ Wit A TR 10 058 360 593929 2088 7200 12080x165 442,60
mounting openings for a metal-sheet screw
or a screw with an ISO metric thread
FT-001 ClI Red clearance lamp
5907556000223 ‘ with a flat holder and a reflector. 10 058 B Tk | AU sl
FT-001 B Il White clearance lamp
5907556000186 - with a short holder and a reflector. 10051 B B A
FT-001 Z 11l Yellow clearance lamp
5907556000285 - with a short holder and a reflector. 10 051 360  59x39%x29 1836 7200  120x80x165 392,20
FT-001 CllI Red clearance lamp
5907556000230 - with a short holder and a reflector. 10051 360 59x39x29 18,361 7200  120x80x165 392,20
42 34
65 33 30
a2 v | |8 2 _ 33 FT-001B IV White clearance LED lamp
7;\ i NP L - L 5907556008892 with a reflector and a flat 10 080 160 59x39x29 12,80 3200  120x80x165 281,00
\\ = l o0 & with an angle holder.
R 72\l
Py FT-001ZIV Yellow clearance LED lamp
I ' ol gl s o 5907556008908 with a reflector and a flat 10 080 160 59x39x29 12,80 3200  120x80x165 281,00
- o ) 7 & A\ with an angle holder.
@ z
. o N
@ u © FT-001 CIV Red clearance LED lamp
= [ L] 5007556008915 with a reflector and a flat 10 080 160  59x39x29 12,80 3200  120x80x165 281,00
\N® 7 o with an angle holder.
975 40 L
o5 SN | —
Loy I FT-001 K B/Z/C
@\6;\ T SEALID Lampshade FT-001 B/Z/C 10
S 5907556000292 ’
5907556000247
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- rr005s [/ Clearancelamp [Jj [ Clearance lamp \\\ Fro05

CAT SM
qty. kg qty. m kg qty. m kg
000 White clearance | 10 045 300 593%29 1350 6000  120x80x165 295,00
5907556000940 ite clearance amp. K X39X b XoUX !
et Yellow clearance | 10 045 300 593%29 1350 6000  120x80x165 295,00
5907556001046 ellow clearance lamp. ! X39X : X80X /
- 30
FT-005 C
8 5907556000995 Red clearance lamp. 10 045 300 59x39x29 13,50 6000  120x80x165 295,00
- 42 - - 30 o - ~= ®b
] a — FT-005B White clearance lamp
| @ : ‘ 5907556000957 . with an angle holder 10 0,72 200 59x39x29 14,40 4000  120x80x165 313,00
sz N|o -
7 ~ i1 FT-005Z1 Yellow cl |
= ellow clearance lamp
5907556001053 - with an angle holder 10 0,72 200 59x39x29 14,40 4000  120x80x165 313,00
LN o
Xe} 1% (])c> N
FT-005CI Red clearance lamp
% ! | 5907556001008 - with an angle holder 10 0,72 200 59x39x29 14,40 4000  120x80x165 313,00
) 1
@& A
I y .
L | FT-005 Bl White clearance lamp
) ‘ with 2 it holdor 10 058 360 59x39x29 20,88 7200  120x80x165 442,60
FT-005Z1 Yellow clearance lamp
co0754001060 ‘ e Al 10 058 360 59x39x29 2088 7200 120x80x165 442,60
mounting openings for a metal-sheet screw
or a screw with an ISO metric thread
FT-005 CII Red clearance lamp
So0TeheO0 0TS ‘ e earanse am 10 058 360 593929 2088 7200 120x80x165 442,60
FT-005 B I1I White clearance lamp
5907556000971 - e e 1 10 051 360 59x39x29 18,36 7200  120x80x165 392,20
FT-005Z il Yellow clearance lamp
5907556001077 - Y S 1 10 051 360 59x39x29 18,36 7200  120x80x165 392,20
FT-005 CllI Red clearance lamp
5907556001022 - R A 1 4 10 051 360 59x39x29 18,36 7200  120x80x165 392,20
2 34
65 33 30
42 10 10 ® 42 ‘ 33 y White clearance LED lamp
‘ auimmuy G 1 [ oot with a reflector and a lat 10 080 160 593%29 1280 3200 120x80165 281,00
\\ ~ l & w/@g S with an angle holder.
e /ey 1 Yellow cl LED|
3 ellow clearance amp
# I o ol sl o o070 with areflector and a flat 10 080 160 59359 1280 3200 120:80x165 281,00
P o e % @ N\ with an angle holder.
3 e
o o N
@ u ° FT-005 C IV Red clearance LED lamp
= 1 L 5907556008946 with a reflector and a flat 10 080 160 59x39x29 12,80 3200  120x80x165 281,00
N 7 o with an angle holder.
955 40 L
95 iy *
s I FT-005 K B/Z/C
éé\\@\ T Sl Lampshade FT-005B /Z/C 10
e D ¥ 5907556001084 :
5907556001039
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Clearance lamp [ B Clearance lamp

FT-033 C

135
105

T

77
97

FT-033B

v GG | o 58
qty. an kg

FT-033A
5907556005471

FT-033B
5907556005488

FT-033 C
5907556005495

FT-033D
5907556005501

FT-033 E
5907556005518

FT-033 F
5907556005525

FT-033 KB
5907556007239

FT-033 KC
5907556007246

94 Clearance lamps

w2

S

L
¢
®

125
95

90
60

FT-033D

Clearance marker bulb lamp (R5W),
short straight rubber bracket, 2x0.75 mm?
cable with 6/3 joints.

(learance marker bulb lamp (R5W),
long straight rubber bracket, 2x0.75 mm?
cable with 6/3 joints.

Clearance marker bulb lamp (R5W),

short slanting rubber bracket, 2x0.75 mm?

cable with 6/3 joints.

Clearance marker bulb lamp (R5W),

L-shaped short rubber bracket, 2x0.75 mm?

cable with 6/3 joints.

(learance marker bulb lamp (R5W),
long slanting rubber bracket, 2x0.75 mm?
cable with 6/3 joints.

Clearance marker bulb lamp (R5W),

L-shaped long rubber bracket, 2x0.75 mm?

cable with 6/3 joints.

White lampshade FT-033.

Red lampshade FT-033.

0,25

0,35

0,30

0,35

0,40

0,40

FT-033 E

200

160

160

140

100

100

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

25,00

28,00

24,00

24,50

20,00

20,00

4000

3200

3200

2800

2000

2000

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

525,00

585,00

505,00

515,00

425,00

425,00

CAT SMm

T T
qty. kg qty. a kg qty. (] kg

MD-013 B
5907556002937

MD-013/1B
5907556003385

MD-013 Z
5907556003231

MD-013/1Z
5907556003408

MD-013 C
5907556003088

MD-013/1C
5907556003392

MD-013 B+K
5907556003002

MD-013 B+K/1
5907556003071

MD-013 Z+K
5907556003309

MD-013 Z+K/1
5907556003378

MD-013 C+K
5907556003156

MD-013 C+K/1
5907556003224

118

22

@24

45

©

I
20

30

12

9.5

White clearance lamp
with a bulb (W5W) and bulb holder.

White clearance lamp
with a bulb (W5W)
and bulb holder, 2x0.75 mm? cable.

Yellow clearance lamp
with a bulb (W5W) and bulb holder.

Yellow clearance lamp
with a bulb (W5W)
and bulb holder, 2x0.75 mm? cable.

Red clearance lamp
with a bulb (W5W) and bulb holder.

Red clearance lamp
with a bulb (W5W)
and bulb holder, 2x0.75 mm? cable.

White clearance lamp
with a bulb (W5W),
bulb holder and an angle holder.

White clearance lamp
with a bulb (W5W), bulb holder,
2x0.75 mm? cable,
and an angle holder.

Yellow clearance lamp
with a bulb (W5W), bulb holder
and an angle holder.

Yellow clearance lamp
with a bulb (W5W), bulb holder,
2x0.75 mm? cable,
and an angle holder.

Red clearance lamp
with a bulb (W5W), bulb holder
and an angle holder.

Red clearance lamp
with a bulb (W5W), bulb holder,
2x0.75 mm? cable,
and an angle holder.

10

110

75

45

224

0,59 300

0,64

0,59

0,64

0,59

0,64

0,62

0,68

0,62

0,68

0,62

0,68

300

300

300

300

300

200

200

200

200

200

200

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

17,70

19,20

17,70

19,20

17,70

19,20

12,40

13,60

12,40

13,60

12,40

13,60

6000  120x80x165
6100  120x80x165
6000  120x80x165
6100  120x80x165
6000  120x80x165
6100  120x80x165
4000  120x80x165
4000  120x80x165
4000  120x80x165
4000  120x80x165
4000  120x80x165
4000  120x80x165

Clearance lamps

379,00

415,40

379,00

415,40

379,00

415,40

273,00

297,00

273,00

297,00

273,00

297,00
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Clearance lamp [ B Clearance lamp
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15,20 15

@24

30

mounting openings for a metal-sheet screw

CAT SM

= e e e e
qty. kg qty. an kg qty. an kg
ol -

FT-004B
5907556000469

FT-004/1B
5907556000919

FT-004Z
5907556000766

FT1-004/11
5907556000933

FT-004 C
5907556000612

FT-004/1C
5907556000926

FT-004 B+K
5907556000537

FT-004 B+K/1
5907556000605

FT-004 Z+K
5907556000834

FT-004 Z+K/1
5907556000902

FT-004 C+K
5907556000681

FT-004 C+K/1
5907556000759
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~

White clearance lamp
with a bulb (W5W) and bulb holder.

White clearance lamp
with a bulb (W5W),
bulb holder and 2x0.75 mm? cable.

Yellow clearance lamp
with a bulb (W5W) and bulb holder.

Yellow clearance lamp
with a bulb (W5W),
bulb holder and 2x0.75 mm?cable.

Red clearance lamp
with a bulb (W5W) and bulb holder.

Red clearance lamp
with a bulb (W5W),
bulb holder and 2x0.75 mm?cable.

White clearance lamp
with a bulb (W5W), bulb holder
and an angle holder.

White clearance lamp
with a bulb (W5W), bulb holder,

2x0.75 mm? cable and an angle holder.

Yellow clearance lamp
with a bulb (W5W), bulb holder
and an angle holder.

Yellow clearance lamp
with a bulb (W5W), bulb holder,

2x0.75 mm? cable and an angle holder.

Red clearance lamp
with a bulb (W5W), bulb holder
and an angle holder.

Red clearance lamp
with a bulb (W5W), bulb holder,

2x0.75 mm? cable and an angle holder.

10

10

10

10

10

10

0,37

0,41

0,37

0,41

0,37

0,41

0,43

0,47

0,43

0,47

0,43

0,47

400

400

400

400

400

400

300

300

300

300

300

300

20
30

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

59x39x29

14,80

16,40

14,80

16,40

14,80

16,40

12,90

14,10

12,90

14,10

12,90

14,10

8000

8000

8000

8000

8000

8000

6000

6000

6000

6000

6000

6000

0
[}

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

120x80x165

321,00

353,00

321,00

353,00

321,00

353,00

283,00

307,00

283,00

307,00

283,00

307,00

or a screw with an ISO metric thread

sm
w e e e il L
qty. kg qty. a kg qty. an kg

FT-003 B White clearance lamp
5007556000346 . l (CSW bulb). 0 060 120  59x39x29 7,20 2400  120x80x165 169,00
FT-003 Z Yellow clearance lamp
5907556000384 . l (CSW bulb). 10 060 120  59x39x29 7,20 2400  120x80x165 169,00
FT-003 C Red clearance lamp
5907556000360 . l (CSW bulb). 0 060 120  59x39x29 7,20 2400  120x80x165 169,00
FT-003 K B/Z/C
5907556000353
5907556000391 . . . Lampshade FT-003B/Z/C. 10
5907556000377
 Clearance lamp \\\ Fro031
55 40
s
s @
(V=
e — el

FT-003/1B
5907556000407

FT-003/1Z
5907556000445

FT-003/1C
5907556000421

FT-003 K B/Z/C
5907556000414
5907556000452
5907556000438

mounting openings for a metal-sheet screw

or a screw with an ISO metric thread

sm
ST e e e
qty. kg qty. (] kg qty. m kg

White clearance lamp
(R10W bulb).

Yellow clearance lamp
(R10W bulb).

Red clearance lamp
(R10W bulb).

Lampshade FT-003 and FT-003/1
B/Z/C.

10 080 120
10 080 120
10 080 120
10

59x39x29

59x39x29

59x39x29

9,60

9,60

9,60

2400 120x80x165

2400 120x80x165

2400 120x80x165

Clearance lamps

217,00

217,00

217,00
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Clearance lamp [ B Clearance lamp

55 40
9 30
o | :
. K | 42 30 G)b
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Rt s i
3 A

mounting openings for a metal-sheet screw
or a screw with an I1SO metric thread

SM
ID/EAN Photo Descrption Multipack / carton @ Multipack / pallet @
qty. kg qty. mm kg qty. m kg mounting openings for a metal-sheet screw

or a screw with an 1SO metric thread

FT-008 B White clearance lamp
5007556001176 ' (RTOW bulb). 10 085 120 59x39x29 10,20 2400  120x80x165 229,00
FT-008 Z Yellow clearance lamp
5007556001213 ' (R10W bulb). 10 085 120 59x39%29 1020 2400  120x80x165 229,00
FT-008 C Red clearance lamp 65 2
5907556001190 ' (R10W bulb). 10 085 120 59x39x29 10,20 2400  120x80x165 229,00 - 33 " 34
0 10 @ 2 33

FT-008 K B/Z/C @‘J @‘J \ L &
5907556001183 -

5907556001220 . . . Lampshade FT-008B/Z/C. 10 - e . 7 S N
5907556001206 4 : N L

63

of | A @\ ®
Fr-oo6  [/A Clearance lamp [ o | - M o bl
| I JI . &/
2975 40 @ / | ]
46 s o
*éi@\ .
CAT SM

e
qty. kg qty. a kg qty. an kg

FT-024
5907556004894

White and red clearance lamp. 10 045 400  59x39x29 18,00 8000  120x80x165 385,00

mounting hole
M
] ] ] FT-0241 White and red clearance lamp 10
qty. kg aty. m kg qty. an kg

with an angle holder. 045 300  59x39x29 13,50 6000  120x80x165 295,00

FT-006 B . FT-02411 White and red clearance lamp
5907556001091 White clearance lamp. 10 071 200  59x39x29 14,20 4000  120x80x165 309,00 5007556004917 with a flat holder. 10 045 300  59x39x29 13,50 6000  120x80x165 295,00
FT-006 Z
5907556001138 with a short holder.
FT-006 C FT-024 IV White and red clearance lamp
5907556001114 Red clearance lamp. 10 071 200  59x39x29 14,20 4000  120x80x165 309,00 5907556008953 with angle holder. 10 080 160  59x39x29 12,80 3200  120x80x165 281,00
FT-006 K B/Z/C

Lampshade FT-024. 10

Yellow clearance lamp. 10 071 200 593929 1420 4000  120x80x165 309,00 59(;775"5’5[‘)‘0[:'924 - White and red clearance lamp 0 o EEINEEEE 0 naoc: | 205

5907556001107 F1-024 K
5907556001145 . ‘ ‘ Lampshade FT-006 8 /Z/C. 10 e
5907556001121
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I/ Clearance lamp [ B Clearance lamp

& 5

sm
i G | v g
qty. kg qty. m kg qty. m kg

T HeCaSe ) 10 044 280 593929 1232 5600  120x80x165 271,40
T - i ERTe e s 10 044 280 593929 1232 5600  120x80x165 271,40
o0t 3 - R;fofﬁam‘fc':b'}‘e?' 10 044 280  59x39%Q9 1232 5600  120x80x165 271,40
59?7'505161031/;93 ’ Withaﬂvgth}i]tflj'eesrfxr(',‘%an":f;z aple. 10 046 280 596929 1288 5600 120x80x165 282,60
595;'50516551/;81 ' Wlthagg{'ﬁ‘éﬂi&rﬁ%‘%ﬂm able. 10 046 280 596929 1288 5600  120x80x165 282,60
595;'50516:]&/104 ' Withaﬂaﬁeﬁojfgﬂﬂﬁ;g’?npmz able. 10 046 280 596909 1288 5600  120x80x165 282,60
qty. kg aty. a kg qty. m kg
S T mmaaple, "7 10 044 280 556909 1232 5600 T0i80N16s 27140 Egg%églégg% m Lampshade FT-0118/2/C. 10
5907556001350

FT-010-2
5907556001282

Red and white clearance lamp,

2%0.75 mme cable. 10 044 280  59x39x29 1232 5600  120x80x165 271,40

FT-010-3
5907556001305

Black and red clearance lamp,

2%0.75 mme cable. 10 044 280  59%x39x29 12,32 5600  120x80x165 271,40

FT1-010/1-1

Black and white clearance lamp
5007556001237 0 048 280  59x39x29 13,44 5600  120x80x165 293,80

with a flat holder, 2x0.75 mm? cable.

F1-010/1-3

Black and red clearance lamp
5907556001251 10 048 280  59x39x29 13,44 5600  120x80x165 293,80

with a flat holder, 2x0.75 mm? cable.

FT-010-1K
5907556001275

Lampshade FT-010-1

(black and white). ) Lk

FT-010-2K
5907556001299

Lampshade FT-010-2

(white and red). 10 014

FT-010-3 K
5907556001312

Lampshade FT-010-3

(red and black). 10 014

FT-010/1-2 Red and white clearance lamp
5907556001244 ' with a flat holder, 2x0.75 mm? cable. 0048 B N U sl
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L.amps

B LED reversing lamp \\\ Fr-112LED

cable outlet

RELATED PRODUCTS:

FT-110 LED — p. 34
FT-111LED - p. 103

reversing
necessary plug space

ground

rear position

reference

il

FT-112 LED
5907556007864

FT-112 LED
BAJONET
5907556007871

Fristom

2-functional universal LED reversing lamp — low power consumption
- european E9 homologation

- ElectroMagnetic Compatibility — EMC certificate

- shock-resistance — PC lampshade

- reverse polarity protection system

Lamp functions:
- rear running light
- reversing light

Technical specification:

- supply voltage: 12-36V DC

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions
- lamp is fully airtight

Power consumption:

- running light: 12V/24V = 0,1A/0,1A
- reversing light: 12V/24V = 0,2A/0,2A
Power consumption / Rated power:

- running light: 12V/24V = 1,2W/2,4W
- reversing light: 12V/24V = 2,5W/5W

B\
T
1\

,;’/l'f', X\

Description Unit pack Multipack / carton @ Multipack / pallet @

qty. kg aty. a kg qty. an

Universal LED reversing lamp 12/ 24V,
round with position light 0,50 40 59x39x29 20,00 800  120x80x165
and 1.0 m wiring loom.

Universal LED reversing lamp 12/ 24V,
round with position light and 5 PIN
bayonet connector.

0,40 40 59x39x29 16,00 800  120x80x165

Reversing lamps

kg

425,00

345,00




= Frogs rev e /]

LED reversing lamp [ B LED reversing lamp

100

@ LECe

oo 8| v G
qty. kg qty. m kg qty. m kg

FT-036 REV LED
5907556006317

Uchwyt
+OMEGA”
5907556006010

104 Reversing lamps

1-functional universal LED reversing lamp — low power consumption
- european E9 homologation

- ElectroMagnetic Compatibility — EMC certificate

- shock-resistance — PC lampshade

- optional polarity connection

- integrated 2x0.75 mm’ cable

Lamp functions:
- reversing light

Technical specification:

- supply voltage: 12-36V DC

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions
- lamp is fully airtight

Power consumption:
- reversing light: 12V/24V = 0,28A/0,14A

Power consumption / Rated power:
- reversing light: 12724V = 3,5W/3,5W

83
67
38

V6 screw

Universal LED reversing lamp
with a joint handle (black housing).

«OMEGA» mounting holder
of galvanized metal sheet

0,55 50 59x39x29 27,50 1000  120x80x165 575,00

10 0,60

\\ __Frioaieo

reversing
ground

rear position

o1
reference V ==

RELATED PRODUCTS:

necessary plug space

FT-123 LED -

2-functional Universal LED reversing lamp — low power consumption
- european E9 homologation

- ElectroMagnetic Compatibility — EMC certificate

- shock-resistance — PC lampshade

- reverse polarity protection system

@ DC Lec-
/

FT-124 LED
5907556008960

FT-124 LED
BAJONET
5907556008977

B LED reversing lamp

FT-120 LED, FT-121 LED, FT-122 LED - p. 30

p. 104

' lee) )
[0 S8 o \
@ ‘ Lamp functions: Power consumption:

- supply voltage: 12-36V DC

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions
- lamp is fully airtight

= e B S
qty. kg qty. m kg qty. (] kg

Universal LED 2-functional
rear reversing lamp 12/ 24V, 1 0,26 108 59x39x29
round with a 1 m wiring loom.

Universal LED 2-functional
rear reversing lamp 12/ 24V, 1021 108  59%39x29

round with 5 PIN bayonet connector.

45

- rear running light - running light: 12V/24V = 0,06A/0,06A
- reversing light - reversing light: 12V/24V = 0,2A/0,1A
Technical specification: Power consumption / Rated power:

- running light: 12V/24V = 0,75W/1,5W
- reversing light: 12V/24V =2,5W/2,5W

2808 2160  120x80x165 586,60

22,68 2160  120x80x165 478,60

\\ __Fros LoD

RELATED PRODUCTS:

FT-032 LED - p.35
FT-040 LED - p. 104

1-functional universal LED reversing lamp — low power consumption
- european E9 homologation

- ElectroMagnetic Compatibility — EMC certificate

- shock-resistance — PClampshade

- optional polarity connection

@s LECe

FT-041 LED
5907556006355

FT-041 LED
*QS075
5907556006362
Omega holder is not included in the basic accessories of the lamp.

78 40 45
(] =
o= 2 ler 1® @ o
© { N
5 = Y
=
\l
Lamp functions: Power consumption:
- reversing light - reversing light: 12V/24V=0,12A/0,06A
Technical specification: Power consumption / Rated power:

- supply voltage: 12-36V DC

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions
- lamp is fully airtight

T
qty. kg qty. (4] kg qty. m kg

LED reversing lamp

with a 2x0.75 mm? cable. ! 013 N2 59x39x29

LED reversing lamp
with a 2x0.75 mm? cable 1 0,16 120 59x39x29
and a QS075 connector.

- reversing light: 12V/24V = 1,5W/1,5W

1560 2400  120x80x165 337,00

19,20 2400  120x80x165 409,00

Reversing lamps 105




~ mp-040 [/I Reversinglamp JJJ  [J Reversing lamp \\\ poB-o51

—

R
version with screws
version with a joint handle
&
qty. kg qty. (] kg qty. m kg
) Reversing lamp
MD-040'S . T I\ Her 1 0,11 150 59x39x29 16,50 3000  120x80x165 355,00
: Reversing lamp mounted
MD-040 P with a joint handle. 1 0,13 150 59x39x29 19,50 3000  120x80x165 415,00

MD-040 K . Lampshade MD-040. 5

60
Reversing lamp [ | |
[@ ﬂ? version with screws
I H H
/ S ” U R \ © version with a joint handle

- T A
qty. kg aty. a kg qty. m kg

/ ! ! \ Reversing lamp

DOB-051 P BP mounted with a joint 1 0,18 80 59x39x29 14,40 1600  120x80x165 313,00

\ / " (without cable).
[ B .
Reversing lamp
; : : DOB-051P ZP mounted with a joint 1 0,18 80 59x39%29 1440 1600  120x80x165 313,00
qty. kg aty. m kg qty. am kg

Froses Rl 1 012 84 53929 1008 1680  120x80x165 226,60 DOB-051S BP mountR:gsc?mgzlr?Anslgcrews 1 016 80  5%39%29 1280 1200  120x80x165 217,00
5907556002289 mounted with 2 M5 screws. ! ! ! . ! ! z
(without cable).
- i i Reversing lamp
oy Reversing lamp with 1013 100 593929 1300 2000 120x80x165 285,00 DOB-0515 ZP mounted with 2 M5 screws 1016 80  593%9 1280 1200  120x80x165 217,00
5907556002272 mounted with a joint. (with a cable)
FT-056 K
5907556002265 ' Lampshade FT-056. 10 DOB-051K ’ Lampshade DOB-051. 5
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[ LED fog lamp \\\ Fr-111 LED

2-functional universal LED fog lamp — low power consumption
- european E9 homologation

- ElectroMagnetic Compatibility — EMC certificate

- shock-resistance — PC lampshade

- reverse polarity protection system

Lamp functions:
- rear running light
-fog light

Technical specification:

- supply voltage: 12-36V DC

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions
- lamp is fully airtight

Power consumption:

- running light: 12V/24V = 0,1A/0,1A

- fog light: 12V/24V = 0,25A/0,25A
Power consumption / Rated power:

- running light: 12V/24V = 1,2W/2,4W
- fog light: 12V/24V = 3W/6W

Lamps

cable outlet
\
\

RELATED PRODUCTS:

FT-110 LED — p. 34
FT-112 LED - p.97

necessary plug space
ground
/A age
928, > ] rear position

\ T h
Q reference

—
v S | i
qty. kg qty. m kg qty. m kg

Universal LED fog lamp 12 / 24V,
round with position light 0,50 40 59x39x29 20,00 800  120x80x165 425,00
and 1.0 m wiring loom.

@ LEC

FT-111 LED
5907556007840

FT-111 LED Universal LED fog lamp 12/ 24V,
BAJONET round with position light and 5 PIN r 40 59x39x29 16,00 800  120x80x165 345,00
5907556007857 bayonet connector.

Fristom Fog lamps




“Fri2s eo /|

LED fog lamp [ [ Foglamp

CI®

RELATED PRODUCTS:
FT-120 LED, FT-121 LED, FT-121 LED - p. 30 fog
FT-124 LED - p. 99 ground

rear position

reference

cable outlet
I il
1
| = |
‘ ‘
‘
‘
‘
‘
45
M5
‘ ‘
\ N
; Q

¢
v crn G | v i G5
qty. kg qty. a kg qty. n kg

70

Fog lamp
- mounted with 2 M5 screws. ! 012 e S e
Fog lamp 1T 013 100 59x39x29 13,00 2000  120x80x165 285,00

mounted with a joint.

Lampshade FT-055. 10

2-functional universal LED fog lamp — low power consumption Lamp functions: Power consumption:
- european E9 homologation - reverse running light - running light: 12V/24V = 0,06A/0,06A
- ElectroMagnetic Compatibility — EMC certificate - fog light - fog light: 12V/24V = 0,16A/0,08A
- shock-resistance — PClampshade . o . FT-055$S
- reverse polarity protection system Technical specification: Power consumption / Rated power: 5907556002258
- supply voltage: 12-36V DC - running light: 12V/24V = 0,75W/1,5W
- operating temperature: — 40°C to +55°C -fog light: 12V/24V = 2W/2W
- lamp is resistant to any weather conditions FT-055 P
- lamp is fully airtigh )
amps Ty gt 5907556002241
&€ DE Lece
Mulipack arton @ Multipack palet @ FT-055 K
qty. kg aty. l kg qty. an kg 5907556002234
FT-123 LED Universal LED 2-functional rear fog lamp
5907556008304 12/ 24V with 1 m wiring loom. 1 026 108  59x39x29 2808 2160  120x80x165 586,60
FT-123 LED Universal LED 2-functional rear fog . Fog Iamp
BAJONET lamp 12/ 24V, with a 5 PIN bayonet 1 021 108  59x39x29 22,68 2160  120x80x165 478,60
5907556008311 connector.
FT-040 LED [/ LED fog lamp [}
78 40 45
RELATED PRODUCTS: :
FT-032 LED - p. 35 d =
FT-041 LED - p. 99
0 0 *
3 1@ {©) @l
0 0 [
w0
=
Lamp functions: Power consumption:
1-functional LED fog lamp — low power consumption -fog light -fog light:
-european E9 homologation ) Technical specification: 12724V =0,24/0,1A
. EIectrongnetlc Compatibility — EMC certificate - supply voltage: 12-36V DC Power consumption / Rated power:
- shock-resistance — PC lampshade - operating temperature: — 40°C to +55°C -fog light:
- optional polarity connection -lamp is resistant to any weather conditions 12V/24V = 2,5W/2,5W

- lamp is fully airtight

w53 | wovrne— i [
ty. m kg qty. m kg
FT-040 LED LED fog lam
5907556006331 witha 2¢0.75 mmg cable. 1 0,15 120 59x39x29 18,00 2400  120x80x165 385,00 MD-035 P
FT-040 LED LED fog Iamp
*QS075 with a 2x0.75 mm? cable 1 0,16 120 59x39x29 19,20 2400  120x80x165 409,00 MD-035 K
5907556006348 and a QS075 connector.

110 Fog lamps

75

version with screws

version with a joint handle

“ v S | w550
qty. m kg

mountedf,‘jf’ﬂ'fmSScrews 1011 150  59%39x29 1650 3000  120x80x165 355,00
mounfe"dgv'v"i[[‘]pa joint. 1011 150 593929 1650 3000  120x80x165 355,00

. Lampshade MD-035. 5
Fog lamps 111




Number

version with screws

version with a joint handle

¢
N T I
qty. kg qty. m kg qty. m kg

Fog lamp
DOB-050 P BP mounted with a joint 0,18 80 59x39x29 1440 1600  120x80x165 313,00
(without a cable).

Fog lamp
DOB-050 P ZP mounted with a joint 59x39%29 120x80x165
(with a cable).

Fog lam
DOB-050 S BP mounted with 2 M5 screws 59x39x29 120x80x165
(without a cable).

Fog lam
DOB-050 S ZP mounted with 2 M5 screws 59x39x29 120x80x165
(with a cable).

DOB-050 K ’ Lampshade DOB-050.

Fog lamps




~ rro16 LED [/ Number plate LED lamp [JjJ  [J] Number plate LED lamp \\\ Froi6ALED

=) /////g\y\\)
< W2
=7 |
i i i
M5
30 30
//7’53\) ‘
Q \\iﬂl
n ~= l
[ ] [ ]
| \ [ Ly
M5 ﬁl ﬁ]
45
83 30 30
1-functional number plate LED lamp — low power consumption Lamp functions: Power consumption: 2-functional number plate LED lamp — low power consumption Lamp functions: Power consumption:
- european E9 homologation - number plate light - number plate light: - european E9 homologation - reversing rear light -12V/24V=0,06A/0,06A
- ElectroMagnetic Compatibility — EMC certificate Technical specification: 12V/24V = 0,02A/0,02A - ElectroMagnetic Compatibility — EMC certificate - number plate light . .
- shock-resistance — PC lampshade echnical spedfication: . - shock-resistance — PC lampshade . . Pawer consumption/ Rated power:
- optional polarity connection - supply voltage: 12-36V DC Power consumption / Rated power: - optional polarity connection Technical specification: -12V/24V=0,75W/1,5W
- operating temperature: — 40°C to +55°C - number plate light: - supply voltage: 12-36V DC
- lamp s resistant to any weather conditions 12V/24V = 0,25W/0,5W - operating temperature: — 40°C to +55°C
- lamp is fully airtight - lamp is resistant to any weather conditions
- lamp is fully airtight
LT SM LECe LT SM LECe
qty. kg qty. (] kg qty. m kg qty. kg qty. m kg qty. m kg
FT-016 LED Number plate LED lamp FT-016/A LED Number plate LED lam
5907556001688 with a cable. 2 0,13 400 59%39x29 26,00 8000 120x80x165 545,00 5907556006379 Witfl 2 cable. p 2 0’13 400 59x39%29 26,00 8000 120x80x165 545,00
FT-016 LED FT-016/A LED
Number plate LED lamp Number plate LED |
*QS075 M05 : 2 015 400  59x39x29 30,00 8000  120x80x165 625,00 # AR LD R
5937556004399 with a cable and a QS075 connector. 59(()1755057650 ggggG T ) S T 2 015 400  59x39x29 30,00 8000  120x80x165 625,00
FT-016 LED FT-016/A LED
Number plate LED lamp Number plate LED |
*QS150 M05 . 2 015 400  59x39x29 30,00 8000  120x80x165 625,00 * P
hih with a cable and a Q5150 connector. 59(‘)17551556% 3%(;33 AR A e 2 015 400  59x39x29 30,00 8000  120x80x165 625,00
FT-016/1 LED Number plate LED lamp FT-016/1/A LED Number plate LED lam
S00755£00170] i s 20015 300 59699 2250 6000  120:80x165 47500 A erplate - amp 2075 300 596929 2250 6000  120x80x165 47500
FT-016/1 LED FT-016/1/A LED
Number plate LED lamp Number plate LED |
*Qs075 M05 7 2 017 300  59x39x29 2550 6000  120x80x165 535,00 # M7 [ R LD ET])
59(()17556004405 with a cable and a Q5075 connector. 59(()1755057650 (';2?56 I B ST T 2 017 300 @ 59x39x29 2550 6000  120x80x165 535,00
FT-016/1 LED FT-016/1/A LED
Number plate LED lamp Number plate LED |
*QS150 M05 ) 2 017 300  59x39x29 2550 6000  120x80x165 535,00 # Wesr e LD R
59(?7556001718 with a cable and a Q5150 connector. 59(??51556% 3@225 T S B 2 017 300 @ 59x39x29 2550 6000  120x80x165 535,00
* Custom product — lead time will be determined and provided by phone or in writing. * Custom product — lead time will be determined and provided by phone or in writing.
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Number plate LED lamp [} I Number plate LED lamp

L\ Froa1 aLep

1-functional number plate LED lamp — low power consumption
- european E9 homologation

- ElectroMagnetic Compatibility — EMC certificate

- shock-resistance — PC lampshade

- optional polarity connection

Lamp functions:
- license number plate light

Technical specification:

- supply voltage: 12-36V DC

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions
- lamp is fully airtight

Power consumption:
- number plate light: 12V/24V = 0,04A/0,04A

Power consumption / Rated power:
- number plate light: 2V/24V = 0,5W/1W

LT LEC-

s |- e e S
qty. kg aty. an kg qty. an kg

FT-031 LED
5907556005396

FT-031 LED
*QS075
5907556006614

FT-031 LED
*QS150
5907556006638

116 Number plate light

Number plate LED lamp 1 o 144

without cable. 59x39x29

Number plate LED lamp
with a 0.5 m long wiring loom 1 015 120
and a Q5075 connector.

59x39x29

Number plate LED lamp
witha 0.5 m long wiring loom 1 0,15 120
and a Q5150 connector.

59x39x29

66

64

15,84 2880

18,00 2400

18,00 2400

120x80x165 341,80
120x80x165 385,00

120x80x165 385,00

2-functional number plate LED lamp — low power consumption
- european E9 homologation

- ElectroMagnetic Compatibility — EMC certificate

- shock-resistance — PC lampshade

- optional polarity connection

Lamp functions:
- reversing rear light
- number plate light

Technical specification:

- supply voltage: 12-36V DC

- operating temperature: — 40°C to +55°C
- lamp is resistant to any weather conditions
- lamp is fully airtight

Power consumption:
-12V/24V=0,06A/0,06A

Power consumption / Rated power:
-12V/24V=0,75W/1,5W

LT SM LECe

66

64

BT R = L
qty. kg qty. (] kg qty. m kg

FT-031ALED
5907556005402

FT-031ALED
*QS075 ..
5907556006621

FT-031ALED
*QS150
5907556006645

Number plate LED lamp with a sidelight 1 011 144

without cable. 59x39x29

Number plate LED lamp
with a sidelight, a 0.5 m long wiringloom 1 0,15 120
and a Q5075 connector.

59x39x29

Number plate LED lamp
with a sidelight, a 0.5 m long wiringloom 1 0,15 120
and a QS150 connector.

59x39x29

15,84 2880  120x80x165 341,80

18,00 2400  120x80x165 385,00

18,00 2400  120x80x165 385,00
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~ rr026 LED [[| Number plate LED lamp [Jj ] Number plate lamp

M5x10

70
100 ;

i —
| S—

1-functional number plate LED lamp — low power consumption
- european E9 homologation

- ElectroMagnetic Compatibility — EMC certificate —
- shock-resistance — PC lampshade
- optional polarity connection

19
Lamp functions: 0
- license number plate light
|

Technical specification:
- supply voltage: 12-36V DC - - ' = — H DUj
- operating temperature: — 40°C to +55°C M5

- lamp is resistant to any weather conditions 44 79

- lamp is fully airtight

57

40

26
-

102

Power consumption:
- license plate light: 12V/24V = 0,08A/0,08A

Power consumption / Rated power:
- license plate light: 12V/24V = TW/2W

LT
=
qty. kg qty. m kg qty. (] kg
LT LEC- FT-037
] ] ] 590755-6002197 Number plate lamp. 2 0,19 200 59x39x29 19,00 4000  120x80x165 405,00
qty. kg qty. m kg qty. m kg

ET-026 LED Number plate LED | FT-037/1 Number plate lamp
T umw?trhe)ﬂtecable.amp 1 0,11 150 59x39x29 16,50 3000  120x80x165 355,00 5907556002203 with a sidelight. 2 0,19 200 59x39x29 19,00 4000  120x80x165 405,00
FT-026 LED
Number plate LED lamp 3
*QS075 . 1015 150  59%39x29 2250 3000  120x80x165 475,00 F1-037/P Number plate lamp
5907556005044 - .. with a cable and a Q5075 connector. 5907556002227 with a 2¢0.75 mm? cable. 2 023 s 4000 120x30x165 485,00
FT-026 LED
Number plate LED lamp
*Q5150 .‘ . 1015 150 593929 2250 3000  120x80x165 475,00
with a cable and a Q5150 connector. ! ¢ ! FT1-037/1/P Number plate lamp
5907556005037 5907556002210 . with asidelight and a 2¢0.75 mm? cabl. 2023 200 59x39x29 23,00 4000  120x80x165 485,00

* Custom product — lead time will be determined and provided by phone or in writing.
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Fr022 [/ Number plate lamp [Jjj

o

_[ll ] |:n-
U ll

LT
T
qty. kg qty. m kg qty. m kg

FT-022

5907556002142 Number plate lamp. 0,08 500  59x39x29 20,00 10000  120x80x165 425,00

FT-022/A Number plate lamp

5907556002173 with a sidelight. 012 500 593929 120x80x165

FT-022/1 Number plate lamp

5907556002159 with a higher base. 008 R LR

FT-022/1/A Number plate lamp

5907556002166 with a higher base and a sidelight. 012 BN 120:80155

Number plate light Fristom

Lighting



= Fross cen /4

Interior lighting LED lamp i

099 69

Series of modern interior LED type lamps in a round version have become widely used in energy-saving
electrical installations and also in the widely understood automotive industry and households. The main
features of this lamp include: low power consumption thereby maintaining light efficiency comparable
with 35W halogen bulb; supply possibility with DC voltage and AC voltage — i.e. the possibility to supply
with 230W AC voltage via a transformer.

Due to its small size; shock resistance and easy installation but also due to its waterproofness the lamp
is very appreciated in motorboat industry. The lamps are eqquiped with removable frame type housings.
Standard version includes lamps with white, silver and gold frames. There is also a possibility to realize
special orders for any housing color.

Technical specification:

- supply voltage: 12-36V (DC or AC)

- optional polarity connection

- power consumption — 12V/36V = 0,38A/0,14A

- power consumption (rated power) — 12V/36V = 5 Watt
- effective (measured) light beam — 420 Im

- light flux: equivalent of the standard 12V-35V bulb

- operating temperature: — 40°C to +55°C

- color temperature: white/warm, 4000K (Kelvin)

LEC?

standard plasterboard carton-gypsum plate
m

@60 = T

qty. kg qty. a kg qty. an kg

FT-046 B LED 21-LED interior lamp, round with replaceable
590755600534 frame, white color.
FT-046 S LED 21-LED interior lamp, round with replaceable
5907556005358 frame, silver color.
FT-046 ZL LED 21-LED interior lamp, round with replaceable
5907556005365 frame, gold color
122 Interior lighting

1

1

1

0,085 216

0,085 216

0,085 216

59x39x29 18,36 4320  120x80x165 392,20
59x39x29 18,36 4320  120x80x165 392,20
59x39x29 18,36 4320  120x80x165 392,20

L\ Fro7 Lep

[l Interior lighting LED lamp

76

76

26

18.3

standard plasterboard carton-gypsum plate
260

©9E9 69

Series of modern interior LED type lamps in a square version have become widely used in energy-saving
electrical installations and also in the widely understood automotive industry and households. The main
features of this lamp include: low power consumption thereby maintaining light efficiency comparable
with 35W halogen bulb; supply possibility with DC voltage and AC voltage — i.e. the possibility to supply
with 230W ACvoltage via a transformer.

Due to its small size; shock resistance and easy installation but also due to its waterproofness the lamp
is very appreciated in motorboat industry. The lamps are equipped with removable frame type housings.
Standard version includes lamps with white, silver and gold frames. There is also a possibility to realize
special orders for any housing color.

\
@\\

Technical specification:

- supply voltage: 12-36V (DC or AC)

- optional polarity connection

- power consumption — 12V/36V = 0,38A/0,14A

- power consumption (rated power) — 12V/36V = 5W
- effective (measured) light beam — 340 Im

- light flux: equivalent of the standard 12V-35V bulb
- operating temperature: — 40°C to +55°C

- color temperature: white/warm, 4000K (Kelvin)

LEC:
T
qty. kg qty. m kg qty. m kg

FT-047 B LED 21-LED interior lamp, square with replaceable
5007556005372 e A 1 0075 270  59x39x29 20,25 5400  120x80x165 430,00
FT-047 S LED 21-LED interior lamp, square with replaceable
5907556005389 e 1 0075 270 59x39x29 20,25 5400  120x80x165 430,00
FT-047 ZL LED 21-LED interior lamp, square with replaceable
5907556005631 frame, gold color. 1 0,075 270 59x39x29 20,25 5400  120x80x165 430,00
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Interior lighting LED lamp i

OCICEIC

LEC-
ID/EAN Mu'tlpaCk/(arton @ Mu'tlpa(k/paIIEt @
qty. kg qty. a kg qty. an kg

FT-044 B LED 4-LED interior lamp, square
5907556007161 with replaceable frame, white color.
FT-044 S LED 4-LED interior lamp, square
5907556007178 with replaceable frame, silver color.
FT-044 ZL LED 4-LED interior lamp, square
5907556007185 with replaceable frame, gold color.
124 Interior lighting

Series of modern interior LED type lamps in a square version has become widely used in energy-saving
electrical installations and also in the widely understood automotive industry and households. The main
features of this lamp include: low power consumption thereby maintaining light efficiency comparable
with 20W halogen bulb; supply possibility with DC voltage and AC voltage — i.e. the possibility to supply
with 230W AC voltage via a transformer.

Due to its small size; shock resistance and easy installation but also due to its waterproofness the lamp
is very appreciated in motorboat industry. The lamps are equipped with removable frame type housings.
Standard version includes lamps with white, silver and gold frames. There is also a possibility to realize
special orders for any housing color.

Technical specification:

- supply voltage: 12-36V (DC or AC)

- optional polarity connection

- power consumption — 9V/36V = 0,28A/0,08A

- power consumption (rated power) — 9V/36V = 2,6W

- light flux: equivalent of the standard 12V-20V bulb

- operating temperature: — 40°C to +55°C

- color temperature: white/warm, 3500K (Kelvin)

- full waterproofness (IP68) schock and vibration resistance (1K03)
- shock-resistance — PC lampshade

- ElectroMagnetic Compatibility — EMC certificate

- the product meets legal requirements of the EU and it is marked by CE

1

1

1

76

76

26

18.3

standard plasterboard carton-gypsum plate
260

I

[

0,075 270

0,075 270

0,075 270

59x39x29

59x39x29

59x39x29

20,25

20,25

20,25

5400

5400

5400

120x80x165

120x80x165

120x80x165

430,00

430,00

430,00

[l Interior lighting LED lamp

L\ Fros3 Lep

standard plasterboard carton-gypsum plate
m
/ 060 7
[ ]!

969 &

Series of modern interior LED type lamps in a round version has become widely used in energy-saving
electrical installations and also in the widely understood automotive industry and households. The main fe-
atures of this lamp include: low power consumption thereby maintaining light efficiency comparable with
20W halogen bulb; supply possibility with DC voltage and AC voltage — i.e. the possibility to supply with
230W ACvoltage via a transformer.

Due to its small size; shock resistance and easy installation but also due to its waterproofness the lamp
is very appreciated in motorboat industry. The lamps are eqquiped with removable frame type housings.
Standard version includes lamps with white, silver and gold frames. There is also a possibility to realize
special orders for any housing color.

Technical specification:

- supply voltage: 12-36V (DC or AC)

- optional polarity connection

- power consumption — 9V/36V = 0,28A/0,08A

- power consumption (rated power) — 9V/36V = 2,6W

- light flux: equivalent of the standard 12V-20V bulb

- operating temperature: — 40°C to +55°C

- color temperature: white/warm, 3500K (Kelvin)

- full waterproofness (IP68) schock and vibration resistance (1K03)
- shock-resistance — PC lampshade

- ElectroMagnetic Compatibility — EMC certificate

- the product meets legal requirements of the EU and it is marked by CE

LEC-

qty. kg qty. (] kg qty. m kg
FT-043 B LED 4-LED interior lamp, round
5907556007130 with replaceable frame, white color. 10085 216 59x39x29 1836 4320  120x80x165 392,20
FT-043 S LED 4-LED interior lamp, round
5907556007147 with replaceable frame, silver color. 10085 1216 59x39x29 1836 4320  120x80x165 392,20
FT-043 ZL LED 4-LED interior lamp, round
5907556007154 with replaceable frame, gold color. 1008 [l 39x30x29 [ 1320 120x80x165 392,20
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FT-160 CZLED

Series of modern interior LED type lamps in a round version has become widely
used in the energy-saving electrical installations and also in the widely under-
stood automotive industry such as: cabin lights, load beds, horse trailers and
caravans. The major advantages of the lamp are universal supply voltage and low
power consumption that go with the high light emission. Due to its compact size,
shock resistance, easy installation and waterproofness the lamp is very appredi-
ated in motorboat industry.

The lamps are available in two versions: black and white.

Technical specification:

- Supply voltage: 12-36 V DC

- Polarization is optional

- Power consumption: 12V/24V/36V = 0,4A/0,2A/0,14A
- Power consumption (rated power): 12V-36V=5 Watt

- Effective (measured) light beam: 420 Im

- Operating temperature: —40°C to +55°C

- Color temperature: white, neutral; 4000K

- PClampshade made with a very durable material

LECe

T
qty. kg qty. (] kg qty. m kg

FT-160 CZW LED

FT-160 B LED FT-160 B W LED

(5 4%%]

Series of modern interior LED type lamps in a round version has become widely

used in the energy-saving electrical installations and also in the widely under-

stood automotive industry such as: cabin lights, load beds, horse trailers and

caravans. The lamp has been also equipped with the switch light that enables

the product to operate in two modes of intensity: I=25%; 11=100%. The major —
advantages of the lamp are universal supply voltage and low power consumption

that go with the high light emission. Due to its compact size, shock resistance,

easy installation and waterproofness the lamp is very appreciated in motorboat

industry.

The lamps are available in two versions: black and white.

Technical specification:

- Supply voltage: 12-36 V DC

- Polarization is not optional

oo - Power consumption: I mode: 12V/24V/36V = 0,08A/0,05A/0,04A;
1l mode: 12V/24V/36V = 0,4A/0,2A/0,14A

50 - Power consumption (rated power):

| I mode: 12V-36V=1,2 Watt; Il mode: 12V-36V=5 Watt

‘ - Effective (measured) light beam: | mode: 110 Im; Il mode: 400 Im
- Operating temperature: —40°C to +55°C

- Color temperature: white, neutral; 4000K

- PClampshade made with a very durable material

L'vD

LECe

T e
qty. kg aqty. an kg qty. an kg

FT-160 B LED LED interior lamp 12-36V, round, white; FT-160 BW LED LED interior lamp 12-36V, round, white;
5007556003057 without light switch. 1 07146 64 59x39%29 934 1300  120x80x165 214,80 5007556003064 with light switch. 1 0158 64 59x39x29 10,11 1300  120x80x165 230,40
FT-160 CZ LED LED interior lamp 12-36V, round, black; FT-160 CZW LED LED interior lamp 12-36V, round, black;
5007556003101 without light switch. 1 07146 64 59x39%29 934 1300  120x80x165 214,80 5907556003118 with light switch. 1 0,158 64 59x39x29 10,11 1300  120x80x165 230,40
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FT-034 LED Interior lighting LED lamp

Universal interior lighting LED lamp appearas in five color versions: white, blue, yellow, red and green.

Technical specification:

- supply voltage: 12-36V DC

- optional polarity connection

- power consumption; white,blue and green 12V/24V = 0,3A/0,15A

- power consumption (rated power) white,blue and green 12V/24V=3,6W/3,6W
- power consumption;yellow and red 12V/24V = 0,22A/0,11A

- power consumption (rated power); yellow and red 12V/24V = 3,6 W/3,6W

- operating temperature: — 40°C to +55°C

- shock-resistance — PC lampshade

- ElectroMagnetic Compatibility — EMC certificate

LECe

e | e
qty. kg qty. [l kg qty. m kg

FT-034 B LED Universal interior lighting LED lamp

5907556005426 (white light) 10126 160  59x39x29 20,16 3200  120x80x165 428,20

FT-034 N LED Universal interior lighting LED lamp

5907556005433 (blue light). 59x39x29 ) 120x80x165

FT-034Z LED Universal interior lighting LED lamp

5907556005440 (yellow light). 59x39x29 | 120x80x165

FT-034 CLED Universal interior lighting LED lamp

5907556005457 (red light). 59x39x29 b 120x80x165

FT-034 ZIEL LED Universal interior lighting LED lamp

5907556005464 (green light). DAXIHZIN (20 120830165

Interior lighting Fristom




FT-0125 LED //|

Indicator lamp [

e
|

-

L1

FT-125 LED Universal headlamp,

FT-125 LED : . .
12-36V, 2-functional with position 1 0,25
5907556009240 light and indicator CAT-1, Tm cable.
Universal headlamp, 12-36V,
FEXJZ()SNIEFID 2-functional with position light 1 020
5907556009257 and indicator CAT-1, ’

Bayonet connector.

o010/}

ground
front position

Indicator lamp
reference

) o 45
e T e
aty: kg o MG a koo a kg

Indicator lamp JJij

133

118

_~

|

|

L1 J
T
qty. kg qty. m kg qty. (] kg

MD-010Z L
5907556002890 ’ Yellow indicator lamp. 1 0,13 150

MD-010 Z/K
5907556002920 _ Yellow lampshade MD-010. 10 032 360

S

DOB-040

59x39x29

59x39x29

19,50

11,52

3000  120x80x165 415,00

7200 120x80x165 255,40

Indicator lamp [

L1
T
qty. kg qty. m kg qty. m kg

Yellow indicator lamp, front

DOB-040 Z (DAF-F95, DAF, MAN, STAR742,1142) 1 0,21
with a bulb holder.
White indicator lamp, front
DOB-040 B (DAF-F95, DAF, MAN, STAR742,1142) = 1 0,21
with a bulb holder.
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DOB-030A Reflector

Rectangular reflector DOB-034

M5

138
70

CAT
(o [ = ] e [eelmendilmes T
qty. kg qty. m kg qty. m kg

Triangular reflector
DOB-030A A with screws. 2 06 150  59x39x29 1200 3000  120x80x165 265,00
DOB-031 Reflector
R

CAT
(o = [ e [eelmeed mae T
qty. kg qty. m kg qty. m kg
o ‘

132 Reflectors

Triangular reflector )

with 2 mounting holes. 012 B

27,00 9000  120x80x165 565,00

90 55

q)lx
' 8
“ T A
qty. kg qty. m kg qty. m kg

DOB-034B W\t‘v'ltteh’fﬂbgn‘::ﬁgrﬁgf?’ 10020 2100  59x39x29 42,00 42000  120x80x165 865,00
DOB-034Z - Yeu,‘:n’]rzem%‘t‘l'sgrﬁﬂigt°’ 10 020 2100  59x39x29 42,00 42000 120x80x165 865,00
DOB-034¢ - Rvevﬂ}:‘*z‘t;'(‘)%‘r‘"tal;;eﬂgfetf’ 10 020 2100  598%29 4200 42000 120x80x165 865,00

Rectangular reflector DOB-035

O
(=}

55

OO0

OO0 OO0
OO0 OO0

self-adhesive tape

I N R 8 e~
qty. m kg

White rectangular reflector

DOB-035 B mounted with adhesie ape. 10020 2500 593929 50,00 42000 120x80x165 865,00
D0B-035Z - nfi'l‘;ﬁéeﬁﬁﬂgaﬂ'ﬁés'fvflegﬁé 10 020 2500 598929 5000 42000 120x80x165 865,00
DOB-035 C - mgﬁggg@ﬂﬁ”a'g[lﬂviﬁg;e 10 020 2500 593929 50,00 42000 120x80x165 865,00
Ornamental reflector FT-46x26

46 4,

26

self-adhesive tape

CAT
Photo Description Multipack / carton @ Multipack / pallet @
qty. kg qty. (1] kg qty. [} kg

FT-46x26 B White decorative and rectangular reflector 0 010
5907556000001 mounted with adhesive tape. !

FT-46x26 Z Yellow decorative and rectangular reflector 0 010
5907556000025 mounted with adhesive tape. !

FT-46x26 C Red decorative and rectangular reflector 0 010
5907556000018 mounted with adhesive tape. ’
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DOB-039 Round reflector

Rectangular reflector

DOB-42

Description Multipack / carton @ Multipack / pallet @

qty. kg qty. m kg qty. m kg
White round reflector
LR on a backing with a screw. 0]
Yellow round reflector
R on a backing with a screw. 0]
Red round reflector
e on a backing with a screw. U]
White round reflector
D0B-039B mounted with 2 screws. 10 037
Yellow round reflector
DOB-0392 mounted with 2 screws. 1011037
Red round reflector
DOB-039 C mounted with 2 screws. 1011037
DOB-032 Round reflector
55
g
AT self-adhesive tape

Description Multipack / carton @ Multipack / pallet @
qty. kg aty. m kg qty. m kg

White round reflector
DAl . mounted with adhesive tape. LRk
Yellow round reflector
Dol . mounted with adhesive tape. WGl
Red round reflector
D0B-032C mounted with adhesive tape. ) 0l
DOB-033 Round reflector
55
(=]
N
CAT ‘
qty. kg qty. m kg qty. m kg
White round reflector
DOB-0338 with a mounting hole. 10 01
Yellow round reflector
DOB-033Z with a mounting hole. 100 RO
Red round reflector
DOB-033 ¢ with a mounting hole. (WL,
134 Reflectors

70

Description Multipack / carton @ Multipack / pallet @

qty. kg qty. m kg qty. m kg

CAT

White rectangular reflector 94x44 mm
b2 - with 2 mounting holes. W0
Yellow rectangular reflector 94x44 mm
Ll - with 2 mounting holes. ) e
Red rectangular reflector 94x44 mm
R - with 2 mounting holes. W 0
White rectangular reflector 94x44 mm
DOB-42A B with 2 mounting holes, mounted 0 023
with adhesive tape.
Yellow rectangular reflector 94x44 mm
DOB-42AZ with 2 mounting holes, mounted 0 023
with adhesive tape.
Red rectangular reflector 94x44 mm
DOB-42A C with 2 mounting holes, mounted 0 023
with adhesive tape.
Rectangular reflector DOB-43

self-adhesive tape

Multipack / carton @ Multipack / pallet @

CAT

qty. kg qty. an kg qty. an kg
Wit ol et 0 o
o et 0 o
el g et S04 0 o
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W Accessores M\ LD conTRoL Box

LED CONTROL BOX ALU SMART 13 12V

ACCESSORIES

All dimensions are presented in mm
232

49,5

2500 204 500

ﬁ ) I‘I \
Trailer socket

/Vehicle plug

LED CONTROL BOX ALU SMART 7 12V

Accessories 137




- i con S | /e G ID/EAN Photo Description ppaccron g | il G
a. kol s m kg ay. dm kg qty. kg qty. cm kg qty. m kg

OPR FT-004
5907556003583

OPR FT-004/1
5907556003590

OPR MD-013
5907556003613

OPRMD-013/1
5907556003620

OPRR10W
5907556003637

WTY MD-013
5907556003750

Qs075
z przewodem
2x0,75

Q5150
zprzewodem
2x0,75

05075/Q5075
5907556007086

Q5075/Q5150
5907556007093

Q5150/Q5150
5907556007109

CEGI QS
5907556007789

STYKFT-010/
FT-011 100
5907556007079

LU
5907556002685

138 Accessories
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2

Side lamp bulb holder
FT-004.

FT-004/1 side lamp bulb holder
with a wiring loom.

MD-013 side lamp bulb holder.

MD-013/1 side lamp bulb holder
with a wiring loom (airtight).

R10W bulbholder

with a wiring loom.

MD-013 lamp bulbholder plug.

Connector for a 2x0.75 mm” cable
(fast assembly);

Available cable lengths: M05=0.5 m;

M10=1m; M15=1.5m.

Connector for a 2x1.5 mm? cable
(fast assembly);

Available cable lengths: M05=0.5 m;

M10=1m; M15=1.5m.

Electrical connector,
05075<->QS075 adapter.

Electrical connector,
05075<->Q5150 adapter.

Electrical connector,
05150<->Q5150 adapter.

Steel (nickel plated)
self locking multi grip pliers
for Q5075 & QS150 connectors.

FT-010/ FT-011 clearance lamp
contact, pack of 100 pcs.

(able connector — universal.

10

10

10

10

10

10

10

10

10

10

10

100

10

0,08

0,50

0,50

0,15

0,18

0,21

0,45

0,24

LGY 2x0.75
5907556003675

LGY 2x150
5907556003668

Uchwyt
»+OMEGA”
5907556006010

Uchwyt
»OMEGA” INOX
5907556005600

MAG FT-036
5907556007062

KAT FT-004
5907556007048

KAT MD-013
5907556007031

KAT
FT-017/FT-018
5907556002678

KAT FT-019
5907556005587

KAT FT-020
5907556005594

WTY BAJONET
LM10
5907556007116

WTY BAJONET
PM10
5907556007123

WTY AMP 7PIN
M10
5907556006737

WTY DS M05
5907556008038

KLIN SET
5907556007055

i,

L.

2x0,75 mm 2

— o=
— | | ol

T L
R 6.4

L o
Hto
u'.'
l
5

2x1.5mm 2

Rectangular 2x0.75 mm? cable.

Rectangular 2x1.5 mm? cable.

OMEGA mounting holder
of galvanized metal sheet
(FT-036 lamps).

OMEGA mounting holder
of INOX metal sheet
(FT-036 lamps).

Magnetic base for FT-036 lamp
with a rubber cover.

FT-004 clearance lamp
angle holder.

MD-013 clearance lamp
angle holder.

Universal angle holder
(FT-017, FT-018).

FT-019 clearance lamp
angle holder.

FT-020 clearance lamp
angle holder.

Bayonet plug (5 PIN)
with a 5x0.5 mm? cable,
1m long, yellow.

Bayonet plug (5 PIN)
with a 5%0.5 mm? cable,
1m long, green.

AMP plug (7 PIN)
with a 6x0.75 mm? cable,
1mlong.

Deutsch Stecker plug, 0.5 cable.

(Car wheel wedge
with a mounting holder.

100m 3,70
100m 5,30
10 0,60
10 045
1T 045
10 020
10 020
10 025
10 020
10 020
1 0,017
1 0,017
10017
1 0,022
1 035
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T
qty. kg qty. m kg qty. m kg

WTY7PIN 7PIN plastic plug, 12V. 1 0,085

WTY GNIAZDO 13PIN socket,
7PIN 12V with a rubber gasket.

13PIN plastic plug PA6,
WTY 13PIN chrome pins, 12V. O V\.

WTY GNIAZDO 13PIN socket,
13PIN 12V with a rubber gasket.
WTY ADAPTER . Conversion adaptor, towing socket
7PIN/ 13PIN 7PIN ->13PIN.

WTY ADAPTER Conversion adapter, towing socket
13PIN/ 7PIN 13PIN ->7PIN.

KUWETA Storage bin, plastic, black,

WARSZTATOWA ' bulk pack (5 pcs.).

XXI1 '
— BAJ-005-005 Connecting cable for BAYONET lamps

5907556008984 (1+1 option).

B BA}(-)((JIOZS-OOS Connecting cable for BAYONET lamps

5907556008991 (2+1 option).

_ BA)?-((;gsl-OOS Connecting cable for BAYONET lamps

5907556009004 (3+1 option).

Electronic module presented in an

aluminium housing with 13 PIN socket

LED CONTROL BOX '
ALU SMART 13 12V plug and 2,5 m cable. The product

enables the proper LED lighting
R solutions cooperation with 12V

installations.

Electronic module presented in an
aluminium housing with 7 PIN socket,
5\ELII)JCS(I)V'I‘ATI§'I9; ?g\),( plugand 2,5 m cable. The product

enables the proper LED lighting
SN solutions cooperation with 12V

installations.
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I 548272034(P) / 548272042 (L)

(MOQ-500 pcs)

[ FP-131

(MOQ-800 pcs)

. FTP-146 / FTP-146 |

I FTP-174/ FTP-1741

B _FTP-119K

(MOQ-500 pcs) (MOQ-1000 pcs)
[ _F1P-095

(MOQ-500 pcs) (MOQ-500 pcs)
. FTP-164 / FTP-164 |

(MOQ-500 pcs) (MOQ-500 pcs)

B FTP-174K

142

(MOQ-500 pcs)

B FP-143
(MOQ-1000 pcs)

[l FP-048
(MOQ-1000 pcs)

I _FTP-011

(MOQ-300 pcs)

[ F1P-158

. FTP-171

(MOQ-1000 pcs)

[l F1P-151C/152B

(MOQ-1200 pcs)

. FTP-013

(MOQ-1000 pcs

Il _FTP-105/ FTP-105K

(MOQ-500 pcs)

143




Il _FTP-107 /FTP-107 K

(MOQ-500 pcs)

B FP-114

(MOQ-1000 pcs)

144

Il _FTP-106 / FTP-106 K

(MOQ-500 pcs)

[l FP-115

(MOQ-1000 pcs)

145
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PRODUCT NAME PAGE PRODUCT NAME PAGE
549 49 FT-020 K LED 69
551 47 FT-020 LED 68
548272034(P) / 548272042 (L) (M0Q-500 pcs) 142 F1-021 42
CEGI QS 138 F1-022 120
DOB-030A 132 FT-024 99
DOB-031 132 FT-025 LED 88
DOB-032 134 FT-026 LED 118
DOB-033 134 F1-027 LED 60-61
DOB-034 133 FT-028 4
DOB-035 133 F1-029 LED 89
DOB-039 134 FT-030 LED 19
DOB-040 130 FT-031 ALED 117
DOB-050 112 FT-031 LED 116
DOB-051 107 FT-032 LED 39
DOB-42 135 F1-033 94
DOB-43 135 F1-034 LED 128
FT-001 90-91 F1-035 50
FT-001 B LED 82-83 FT-036 LED 12-13
FT-001 CLED 86-87 FT-036 LED ALU 2800 10-11
FT-001 ZLED 84-85 FT-036 REV LED 104
F1-002 49 F1-037 119
F1-003 97 FT-038 (B LED 58
F1-003/1 97 FT-038 LED 59
FT-004 96 FT-040 LED 110
FT-004 K LED 79 FT-041 LED 105
FT-004 LED 78 F1-042 41
FT-005 92-93 FT-043 LED 125
F1-006 98 F1-044 LED 124
F1-007 42 FT-045 LED 62
FT-008 98 FT-046 LED 122
FT-009 LED 80-81 FT-047 LED 123
F1-010 100 FT-055 111
FT-011 101 FT-056 106
FT-012 K LED 71 FT-057/058 26
FT-012 LED 70 FT-060 LED 54-55
FT-013 K LED 75 FT-063 LED 14-15
FT-013 LED 74 F1-064 LED 16-17
F1-014 40 F1-077 43
FT-014/1 40 FT-088 44
FT-015 K LED 73 FT-089 45
FT-015 LED 72 FT-090 LED 53
FT-016 A LED 115 FT-099 47
FT-016 LED 114 FT-100 LED 7-8
FT-017 K LED 64 FT-110 LED 38
FT-017 LED 63 FT-111 LED 109
FT-018 LED 65 FTI-112LED 103
FT-019KLED 67 FI-113YLED 38
FT-019 LED 66 FTI-120 LED 34-35
w7




PRODUCT NAME PAGE PRODUCT NAME PAGE

FT-120 T LED 36-37 LU 138
FT-121 LED 34-35 MAG FT-036 139
FT-121TLED 36-37 MD-002 51
FT-122 LED 34-35 MD-010 130
FT-122TLED 36-37 MD-013 95
FT-123 LED 110 MD-013 K LED 77
FT-124 LED 105 MD-013 LED 76
FT-125 LED 130 MD-014 48
FT-130 LED 32-33 MD-016 50
FT-140 LED 56-57 MD-022 48
FT-150 LED 5-6 MD-035 111
FT-160 LED 126-127 MD-036/036 B 46
FT-170 LED 28-31 MD-040 106
FT-46x26 133 MM 007935030010 25
FTP-011 (M0Q-1000 pcs) 143 MM 007935030020 24
FTP-013 (M0Q-1000 pcs) 143 MM 007935030030 24
FTP-048 (M0Q-1000 pcs) 143 MM 007935030040 24
FTP-095 (M0Q-1000 pcs) 142 MM 007935030070 25
FTP-105 / FTP-105 K (M0Q-500 pcs) 143 MM 007935030130 25
FTP-106 / FTP-106 K (M0Q-500 pcs) 144 MM 007935030140 25
FTP-107 / FTP-107 K (M0Q-500 pcs) 144 OPR FT-004 138
FTP-114 (M0Q-1000 pcs) 144 OPRFT-004/1 138
FTP-115 (M0Q-1000 pcs) 144 OPRMD-013 138
FTP-119 K (M0Q-800 pcs) 142 OPR MD-013/1 138
FTP-131 (M0Q-500 pcs) 142 OPRR10W 138
FTP-143 (M0Q-500 pcs) 143 Q5075 z przewodem 2x0,75 138
FTP-146 / FTP-146 | (M0Q-500 pcs) 142 Q5075/Q5075 138
FTP-151 C/ 152 B (M0Q-1200 pcs) 143 Q5075/Q5150 138
FTP-158 (M0Q-300 pcs) 143 05150 z przewodem 2x0,75 138
FTP-164 / FTP-164 | (M0Q-500 pcs) 142 Q5150/Q5150 138
FTP-171 (M0Q-1000 pcs) 143 STYK'FT-010 /FT-011 100 138
FTP-174 / FTP-174 1 (M0Q-500 pcs) 142 Uchwyt, OMEGA” 139
FTP-174 K (M0Q-500 pcs) 142 Uchwyt, OMEGA” INOX 139
KAT FT-004 139 WTY 13PIN 140
KAT FT-017/FT-018 139 WTY 7PIN 140
KAT FT-019 139 WTY ADAPTER 13PIN/ 7PIN 140
KAT FT-020 139 WTY ADAPTER 7PIN/ 13PIN 140
KAT MD-013 139 WTY AMP 7PIN M10 139
KLIN SET 139 WTY BAJONET L M10 139
KUWETA WARSZTATOWA 140 WTY BAJONET P M10 139
LAQO10 23 WTY DS M05 139
LAQ040 21 WTY GNIAZDO 13PIN 140
LED CONTROL BOX ALU SMART 13 12V 140 WTY GNIAZDO 7PIN 140
LED CONTROL BOX ALU SMART 7 12V 140 WTY MD-013 138
LGY 2x0,75 139 XXI 1 — BAJ-005-005 140
LGY 2x150 139 XXI 2 — BAJ-005-005 140
LPQ080 22 XXI 3 — BAJ-005-005 140
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